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	Reason for change:
	R4-2212388
This CR is a mirror (Cat A) draft CR for Cat F draft CR R4-2212387.
As stated in section 7.3A.2.3, Rel-16 TS 38.101-2 specification supports FR2 DL the combination of intra-band and inter-band CA.
For the combination of intra-band and inter-band carrier aggregation, the intra-band CA relaxation, ΔRIB, is also applied according to the clause 7.3A.2.1 and 7.3A.2.2.
However, the descriptions of maximum input level, ACS, and IBB for inter-band CA in sections 7.4A.3, 7.5A.3, 7.6A.2.3 seem unclear whether it supports FR2 DL the combination of intra-band and inter-band CA case.

R4-2212539
DFTs-OFDM DMRS Type-2 to achieve Low-PAPR by Pi/2 shift BPSK is newly defined from 38.211 Release 16. Conventional DMRS has its modulated symbols mapped directly to the frequency domain in a UE, but DFTs-OFDM DM-RS Type 2 has its modulated symbols mapped to the frequency domain after DFT instead. This is the same process as DFT-s-OFDM PUSCH and PUCCH.
Calculating the EVM of DFTs-OFDM DM-RS Type 2 according to the current EVM measurement block diagram in Figure F.1-1 cannot provide a correct EVM result, the constellation of modulated symbols (Pi/2 shift BPSK) being incorrectly calculated prior to IDFT. It is appropriate to correct the EVM measurement block diagram to calculate EVM by the constellation after IDFT, similarly to DFT-s-OFDM PUSCH.

R4-2212586
the explanation of PPowerclass in configured transmitted power for CA is unclear.

R4-2212732
This CR is mirror CR to  R4-2212731

R4-2213736
There is no need to define receiver requiremnt for UL MIMO feature for FR2, as FR2 bands are TDD bands.

R4-2214196
The description of beam correspondence requirement in general part is not clear by using a subclause number that is not exist. E.g. 6.2.1.x-1 and 6.2.1.x-3. The using of x is not correct although it is understandable.
The description of beam correspondence requirement need to be clarified for CA.

R4-2214569
The deinition of ΔTIB,P,n, ΔTIB,S,n,  ΔMBP,n and ΔMBS,n needs to be aligned with previous release.

R4-2212533
Figure G.1-1. shows currently two independent channels for each Tx output for FR2 UL coherent MIMO as for FR1, it is however not the actual case for FR2 due to the OTA channel: there is a joint 2x2 channel.

	
	

	Summary of change:
	R4-2212388
Add the description for FR2 DL the combination of intra-band and inter-band CA case in sections 7.4A.3, 7.5A.3, and 7.6A.2.3.

R4-2212539
Figure F.1-1 was corrected as follows:
· “DFT-s-OFDM DM-RS Type 2” was added to the input of DFT in DUT section.
· “DM-RS” at the input of Tone map in DUT section was replaced by “CP-OFDM DM-RS, DFT-s-OFDM DM-RS Type 1”.
· “DFT-s-OFDM DM-RS Type 2” was added to the output of IDFT in Test equipment section.
· “DM-RS” at the output of Tx-Rx chain equalizer in Test equipment section was replaced by “CP-OFDM DM-RS, DFT-s-OFDM DM-RS Type 1”.

R4-2212586
change with PPowerclass the peak EIRP as specified in sub-clause 6.2A.1 to with PPowerclass the UE minimum peak EIRP as specified in sub-clause 6.2A.1

R4-2212732
Introduce two new symbols ΔRIBC and ΔRIBNC for intra-band contiguous CA and intra-band non-contiguous CA, respectively. Also the corresponding texts are corrected.

R4-2213736
Remove receiver requirement for UL MIMO.

R4-2214196
· Change the wording in subclause 6.6.1.
· Change the wording in 6.6A
· Other minor clean-ups.

R4-2214569
ΔTIB,P,n	Allowed relaxation to peak EIRP requirements due to support for inter-band CA operation, per supported band in a combination. 
ΔTIB,S,n	Allowed relaxation to EIRP spherical coverage due to support for inter-band CA operation, per supported band in a combination. 
ΔMBP,n	Allowed relaxation to each, minimum peak EIRP and reference sensitivity due to support for multi-band operation, per supported band in a combination.
ΔMBS,n	Allowed relaxation to each, EIRP spherical coverage and EIS spherical coverage due to support

R4-2212533
Correction of Annex G Difference of relative phase and power errors.
1. Modification of the figure G.1-1 with “OTA channel” (For FR2 testing, there are two independent channels for each intended antenna port: it is a joint 2x2 channel)
2. Addition of a text above figure G.1-1 indicating that joint demodulation by inverting 2x2 net channel (‘HGW’) is necessary.
3. Replace the word “antenna” by “antenna port” and remove “physical antenna”. The test being done according to Table 6.2D.1.0-1. of the 38.101-2, there are two antenna ports defined (the two layers being mapped 1:1 to those two antenna ports).

	
	

	Consequences if not approved:
	R4-2212388
It is unclear whether maximum input level, ACS, and IBB for inter-band CA supports FR2 DL the combination of intra-band and inter-band CA case.

R4-2212539
No proper EVM can be calculated as used symbols are fully corrupted (due to missing IDFT block in the TE section of the block diagram in Figure F.1-1). May lead to the wrong interpretation by readers that a DFT block for DFTs-OFDM DM-RS Type 2 is not used by UEs (as missing in the DUT section of the block diagram in Figure F.1-1).

R4-2212586
cause different understanding

R4-2212732
Inconsistency and misunderstanding are existed,

R4-2213736
Clause 7.3D, 7.4D, 7.5D and 7.6D are incorrect.

R4-2214196
The specfication remains confusing.

R4-2214569
The terminologies is misaligned between releases.

R4-2212533
Uncorrect information in Annex G with leading to misinterpretations of clause 6.4D.4.

	
	

	Clauses affected:
	3.2; 6.2A.4.1; 6.6; 6.6A; 7.3A; 7.3D; 7.4A.3; 7.4D; 7.5A.3; 7.5D; 7.6A.2.3; 7.6D; F.1; G; G.0; G.1; G.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	X
	
	 Test specifications
	TS 38.521-2

	(show related CRs)
	
	X
	 O&M Specifications
	 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc21339261][bookmark: _Toc29804478][bookmark: _Toc36548048][bookmark: _Toc37253266][bookmark: _Toc37253598][bookmark: _Toc37321367][bookmark: _Toc37322552][bookmark: _Toc45889420][bookmark: _Toc52203611][bookmark: _Toc53172401][bookmark: _Toc61118159][bookmark: _Toc67922955][bookmark: _Toc75295618][bookmark: _Toc76510043][bookmark: _Toc83130747][bookmark: _Toc90588993][bookmark: _Toc98869995][bookmark: _Toc106545553]<< Start of change >>
[bookmark: _Toc21340713][bookmark: _Toc52196316][bookmark: _Toc53173019][bookmark: _Toc29805160][bookmark: _Toc61118643][bookmark: _Toc83130135][bookmark: _Toc61119025][bookmark: _Toc37324139][bookmark: _Toc106547038][bookmark: _Toc67923597][bookmark: _Toc75294409][bookmark: _Toc52197296][bookmark: _Toc98869294][bookmark: _Toc37322733][bookmark: _Toc37253876][bookmark: _Toc53173388][bookmark: _Toc76510172][bookmark: _Toc45889662][bookmark: _Toc36469467][bookmark: _Toc90589720][bookmark: _Toc36456369][bookmark: _Toc61119406]3.2	Symbols
For the purposes of the present document, the following symbols apply:
∆EIRPBC	The beam correspondence tolerance, where ∆EIRPBC = EIRP2 – EIRP1
ΔFGlobal	Granularity of the global frequency raster
ΔFRaster	Band dependent channel raster granularity
[bookmark: _Hlk501040408]ΔfOOB	Δ Frequency of Out Of Band emission
ΔRB	The starting frequency offset between the allocated RB and the measured non-allocated RB
ΔRIB	Allowed reference sensitivity relaxation due to support for inter-band CA operation
ΔRIBC	Allowed reference sensitivity relaxation due to support for intra-band contiguous CA operation
ΔRIBNC	Allowed reference sensitivity relaxation due to support for intra-band non-contiguous CA operation
ΔRIB,P,n	Allowed relaxation to reference sensitivity due to support for inter-band CA operation, per supported band in a combination. of supported bands
ΔRIB,S,n	Allowed relaxation to EIS spherical coverage due to support for inter-band CA operation, per supported band in a combination. of supported bands
ΔTIB	Allowed relaxation to EIRP requirements due to support for inter-band CA operation
ΔTIB,P,n	Allowed relaxation to peak EIRP requirements due to support for inter-band CA operation, per supported band in a combination. of supported bands
ΔTIB,S,n	Allowed relaxation to EIRP spherical coverage due to support for inter-band CA operation, per supported band in a combination. of supported bands
ΔMBP,n	Allowed relaxation to each, minimum peak EIRP and reference sensitivity due to support for multi-band operation, per supported band in a combination. of supported bands
ΔMBS,n	Allowed relaxation to each, EIRP spherical coverage and EIS spherical coverage due to support for multi-band operation, per supported band in a combination. of supported bands
BWChannel	Channel bandwidth
BWChannel_CA	Aggregated channel bandwidth, expressed in MHz
BWGB	max( BWGB,Channel(k) )
BWGB,Channel(k)	Minimum guard band defined in sub-clause 5.3A.2 of carrier k
BWinterferer	Bandwidth of the interferer
Ceil(x)	Rounding upwards; ceil(x) is the smallest integer such that ceil(x) ≥ x
EIRP1	The measured total EIRP based on the beam the UE chooses autonomously (corresponding beam) to transmit in the direction of the incoming DL signal, which is based on beam correspondence without relying on UL beam sweeping
EIRP2	The measured total EIRP based on the beam yielding highest EIRP in a given direction, which is based on beam correspondence with relying on UL beam sweeping
EIRPmax	The applicable maximum EIRP as specified in sub-clause 6.2.1
Floor(x)	Rounding downwards; floor(x) is the greatest integer such that floor(x) ≤ x
F_center	The center frequency of an allocated block of PRBs
FC	RF reference frequency for the carrier center on the channel raster, given in table 5.4.2.2-1
FC,block, high	Fc of the highest transmitted/received carrier in a sub-block.
FC,block, low	Fc of the lowest transmitted/received carrier in a sub-block.
FC, low	The Fc of the lowest carrier, expressed in MHz.
FC, high	The Fc of the highest carrier, expressed in MHz.
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
Fedge,block,low	The lower sub-block edge, where Fedge,block,low = FC,block,low - Foffset, low.
Fedge,block,high	The upper sub-block edge, where Fedge,block,high = FC,block,high + Foffset, high.
Fedge, low	The lower edge of Aggregated Channel Bandwidth, expressed in MHz. Fedge, low = FC, low - Foffset, low.
Fedge, high	The upper edge of Aggregated Channel Bandwidth, expressed in MHz. Fedge, high = FC, high + Foffset, high.
FInterferer	Frequency of the interferer
FInterferer (offset)	Frequency offset of the interferer (between the center frequency of the interferer and the carrier frequency of the carrier measured)
FIoffset	Frequency offset of the interferer (between the center frequency of the interferer and the closest edge of the carrier measured)
Floor(x)	Rounding downwards; floor(x) is the greatest integer such that floor(x) ≤ x
FOOB	The boundary between the NR out of band emission and spurious emission domains
FREF	RF reference frequency
FREF-Offs	Offset used for calculating FREF
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band
FUL_Meas	The sub-carrier frequency for which the equalizer coefficient is evaluated
GBChannel	Minimum guard band defined in sub-clause 5.3.3
LCRB	Transmission bandwidth which represents the length of a contiguous resource block allocation expressed in units of resources blocks
LCRB,Max	Maximum number of RB for a given Channel bandwidth and sub-carrier spacing
Max()	The largest of given numbers
Min()	The smallest of given numbers
MPRf,c	Maximum output power reduction for carrier f of serving cell c
MPRnarrow	Maximum output power reduction due to narrow PRB allocation
MPRWT	Maximum power reduction due to modulation orders, transmit bandwidth configurations, waveform types
nPRB	Physical resource block number
[bookmark: _Hlk501040394]NRACLR	NR ACLR
NRB	Transmission bandwidth configuration, expressed in units of resource blocks
NRB,low	Transmission bandwidth configurations according to Table 5.3.2-1 for the lowest assigned component carrier in clause 5.3A.1
NRB,high	Transmission bandwidth configurations according to Table 5.3.2-1 for the highest assigned component carrier in clause 5.3A.1
NREF	NR Absolute Radio Frequency Channel Number (NR-ARFCN)
NREF-Offs	Offset used for calculating NREF
PCMAX	The configured maximum UE output power
PCMAX, f, c	The configured maximum UE output power for carrier f of serving cell c
Pint	The intermediate power point as defined in table 6.3.4.2-2
PInterferer	Modulated mean power of the interferer
Pmax	The maximum UE output power as specified in sub-clause 6.2.1
Pmin	The minimum UE output power as specified in sub-clause 6.3.1
P-MPRf,c	The Power Management UE Maximum Power Reduction for carrier f of serving cell c
PPowerClass	Nominal UE power class (i.e., no tolerance) as specified in sub-clause 6.2.1
PRB	The transmitted power per allocated RB, measured in dBm
PTMAX,f,c	The measured total radiated power for carrier f of serving cell c
PUMAX	The measured configured maximum UE output power
Pw	Power of a wanted DL signal
RBstart	Indicates the lowest RB index of transmitted resource blocks
SCSlow	SCS for the lowest assigned component carrier in clause 5.3A.1
SCShigh	SCS for the highest assigned component carrier in clause 5.3A.1
SSREF	SS block reference frequency position
T(∆P)	The tolerance T(∆P) for applicable values of ∆P (values in dB)
TRPmax	The maximum TRP for the UE power class as specified in sub-clause 6.2.1

< Unchanged section omitted >



[bookmark: _Toc61119482][bookmark: _Toc61119864][bookmark: _Toc67925917][bookmark: _Toc75273555][bookmark: _Toc76510455][bookmark: _Toc83129610][bookmark: _Toc90591142][bookmark: _Toc98864169][bookmark: _Toc99733418][bookmark: _Toc106577314]6.2A.4	Configured transmitted power for CA
[bookmark: _Toc106577315]6.2A.4.1	Configured transmitted power for intra-band UL CA
A UE configured with carrier aggregation can configure its maximum output power for each uplink  activated serving cell c and its total configured maximum output power PCMAX. The definition of the configured UE maximum output power PCMAX,f,c for each carrier f of a serving cell c is used for power headroom reporting for carrier f of serving cell c only and is in accordance with that specified in clause 6.2.4 with parameters MPR, A-MPR and P-MPR replaced with those specified in subclause 6.2A.2, 6.2A.3 and 6.2.4, respectively. The UE maximum configured power PCMAX in a transmission occasion is determined by the UL grants for carriers f of all serving cells c with non-zero granted power in the respective reference point.
For uplink intra-band contiguous carrier aggregation, MPR is specified in clause 6.2A.2. PCMAX is calculated under the assumption that power spectral density for each RB in each component carrier is same.
The configured UE maximum output power PCMAX shall be set such that the corresponding measured total peak EIRP PUMAX is within the following bounds
PPowerclass – MAX(MAX(MPR, A-MPR)  + ΔMBP,n, P-MPR) – MAX{T(MAX(MPR, A-MPR)),T(P-MPR)} ≤ PUMAX ≤ EIRPmax
with PPowerclass the UE minimum peak EIRP  as specified in sub-clause 6.2A.1, EIRPmax the applicable maximum EIRP as specified in sub-clause 6.2A.1, MPR as specified in sub-clause 6.2A.2, A-MPR as specified in sub-clause 6.2A.3, ΔMBP,n the peak EIRP relaxation as specified in clause 6.2.1, P-MPR the power management term for the UE as described in 6.2.4. 
The measured configured power PUMAX for carrier aggregation is defined as 
	
where  pUMAX,f,c is the linear value of the measured power PUMAX,f,c for carrier f=f(c) of serving cell c. The measured total radiated power PTMAX for carrier aggregation is defined as
	
where pTMAX,f,c is the linear value of the measured total radiated power PTMAX,f,c for carrier f = f(c) of serving cell c. The total radiated power PTMAX is bounded by
	PTMAX ≤ TRPmax
where TRPmax the maximum TRP for the UE power class as specified in sub-clause 6.2A.1.
The tolerance T(ΔP) for applicable values of ΔP (values in dB) is specified in Table 6.2A.4-1.
Table 6.2A.4.1-1: PUMAX tolerance
	Operating Band
	∆P (dB)
	Tolerance T(∆P)
(dB)

	n257, n258, n259, n260, n261, n262
	P = 0
	0

	
	0 < P ≤ 2
	1.5

	
	2 < P ≤ 3
	2.0

	
	3 < P ≤ 4
	3.0

	
	4 < P ≤ 5
	4.0

	
	5 < P ≤ 10
	5.0

	
	10 < P ≤ 15
	7.0

	
	15 < P ≤ X
	8.0

	NOTE:	X is the value such that Pumax lower bound, PPowerclass - P – T(P) = minimum output power specified in clause 6.3A.1



< Unchanged section omitted >
[bookmark: _Toc61119623][bookmark: _Toc61120005][bookmark: _Toc67926067][bookmark: _Toc75273705][bookmark: _Toc76510605][bookmark: _Toc83129762][bookmark: _Toc90591294][bookmark: _Toc98864329][bookmark: _Toc99733578][bookmark: _Toc106577483][bookmark: _Toc21340927][bookmark: _Toc29805375][bookmark: _Toc36456584][bookmark: _Toc36469682][bookmark: _Toc37254091][bookmark: _Toc37322948][bookmark: _Toc37324354][bookmark: _Toc45889877][bookmark: _Toc52196549][bookmark: _Toc52197529][bookmark: _Toc53173252][bookmark: _Toc53173621][bookmark: _Toc61118889][bookmark: _Toc61119271][bookmark: _Toc61119652][bookmark: _Toc67923843][bookmark: _Toc75294655][bookmark: _Toc76510418][bookmark: _Toc83130382][bookmark: _Toc90589967][bookmark: _Toc98869541][bookmark: _Toc106547285][bookmark: _Toc21339475][bookmark: _Toc29804692][bookmark: _Toc36548262][bookmark: _Toc37253480][bookmark: _Toc37253812][bookmark: _Toc37321581][bookmark: _Toc37322766][bookmark: _Toc45889634][bookmark: _Toc52203826][bookmark: _Toc53172616][bookmark: _Toc61118385][bookmark: _Toc67923181][bookmark: _Toc75295844][bookmark: _Toc76510269][bookmark: _Toc83130974][bookmark: _Toc90589220][bookmark: _Toc98870222][bookmark: _Toc106545780]6.6	Beam correspondence
[bookmark: _Toc61119624][bookmark: _Toc61120006][bookmark: _Toc67926068][bookmark: _Toc75273706][bookmark: _Toc76510606][bookmark: _Toc83129763][bookmark: _Toc90591295][bookmark: _Toc98864330][bookmark: _Toc99733579][bookmark: _Toc106577484]6.6.1	General
Beam correspondence is the ability of the UE to select a suitable beam for UL transmission based on DL measurements with or without relying on UL beam sweeping. Unless explicitly addressed in subclauses below, the beam correspondence requirement is fulfilled if the UE meets the corresponding minimum peak EIRP requirement according to Table 6.2.1.x-1 and spherical coverage requirement for that power class according to Table 6.2.1.x-3 with its autonomously chosen UL beams and without uplink beam sweeping.
[bookmark: _Toc61119625][bookmark: _Toc61120007][bookmark: _Toc67926069][bookmark: _Toc75273707][bookmark: _Toc76510607][bookmark: _Toc83129764][bookmark: _Toc90591296][bookmark: _Toc98864331][bookmark: _Toc99733580][bookmark: _Toc106577485]6.6.2	(Void)
[bookmark: _Toc61119626][bookmark: _Toc61120008][bookmark: _Toc67926070][bookmark: _Toc75273708][bookmark: _Toc76510608][bookmark: _Toc83129765][bookmark: _Toc90591297][bookmark: _Toc98864332][bookmark: _Toc99733581][bookmark: _Toc106577486]6.6.3	(Void)
[bookmark: _Toc61119627][bookmark: _Toc61120009][bookmark: _Toc67926071][bookmark: _Toc75273709][bookmark: _Toc76510609][bookmark: _Toc83129766][bookmark: _Toc90591298][bookmark: _Toc98864333][bookmark: _Toc99733582][bookmark: _Toc106577487]6.6.4	Beam correspondence for power class 3
[bookmark: _Toc61119628][bookmark: _Toc61120010][bookmark: _Toc67926072][bookmark: _Toc75273710][bookmark: _Toc76510610][bookmark: _Toc83129767][bookmark: _Toc90591299][bookmark: _Toc98864334][bookmark: _Toc99733583][bookmark: _Toc106577488]6.6.4.1	General
The beam correspondence requirement for power class 3 UEs consists of three components: UE minimum peak EIRP (as defined in Clause 6.2.1.3), UE spherical coverage (as defined in Clause 6.2.1.3), and beam correspondence tolerance (as defined in Clause 6.6.4.2). The beam correspondence requirement is fulfilled if the UE satisfies one of the following conditions, depending on the UE's beam correspondence capability IE beamCorrespondenceWithoutUL-BeamSweeping, as defined in TS 38.306 [14]:
It is TBD whether UE supporting FR2-2 is mandated to support beamCorrespondenceWithoutUL-BeamSweeping.
[bookmark: _Toc61119629][bookmark: _Toc61120011][bookmark: _Toc67926073][bookmark: _Toc75273711][bookmark: _Toc76510611][bookmark: _Toc83129768]-	If beamCorrespondenceWithoutUL-BeamSweeping is supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.3-1 and spherical coverage requirement according to Table 6.2.1.3-3 with its autonomously chosen UL beams and without uplink beam sweeping.  Such a UE is considered to have met the beam correspondence tolerance requirement.
-	If beamCorrespondenceWithoutUL-BeamSweeping and beamCorrespondenceSSB-based-r16 are supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.3-1 and spherical coverage requirement according to Table 6.2.1.3-3 using the side conditions for SSB based enhanced beam correspondence requirements as defined in Clause 6.6.4.3.2. 
-	If beamCorrespondenceWithoutUL-BeamSweeping and beamCorrespondenceCSI-RS-based-r16 are supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.3-1 and spherical coverage requirement according to Table 6.2.1.3-3 using the side conditions for CSI-RS based enhanced beam correspondence requirements as defined in Clause 6.6.4.3.3.
-	If beamCorrespondenceWithoutUL-BeamSweeping is not present, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.3-1 and spherical coverage requirement according to Table 6.2.1.3-3 with uplink beam sweeping.  Such a UE shall meet the beam correspondence tolerance requirement defined in Clause 6.6.4.2 and shall support uplink beam management, as defined in TS 38.306 [14].
-	If beamCorrespondenceWithoutUL-BeamSweeping is not present and beamCorrespondenceSSB-based-r16 is supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.3-1 and spherical coverage requirement according to Table 6.2.1.3-3 with uplink beam sweeping using the side conditions for SSB based enhanced beam correspondence requirements as defined in Clause 6.6.4.3.2.  Such a UE shall meet the beam correspondence tolerance requirement defined in Clause 6.6.4.2 and shall support uplink beam management, as defined in TS 38.306 [14]. 
-	If beamCorrespondenceWithoutUL-BeamSweeping is not present and beamCorrespondenceCSI-RS-based-r16 is supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.3-1 and spherical coverage requirement according to Table 6.2.1.3-3 with uplink beam sweeping using the side conditions for CSI-RS based enhanced beam correspondence requirements as defined in Clause 6.6.4.3.3. Such a UE shall meet the beam correspondence tolerance requirement defined in Clause 6.6.4.2 and shall support uplink beam management, as defined in TS 38.306 [14].
[bookmark: _Toc90591300][bookmark: _Toc98864335][bookmark: _Toc99733584][bookmark: _Toc106577489]6.6.4.2	Beam correspondence tolerance for power class 3 
The beam correspondence tolerance requirement ∆EIRPBC for power class 3 UEs is defined based on a percentile of the distribution of ∆EIRPBC, defined as ∆EIRPBC = EIRP2 - EIRP1 over the link angles spanning a subset of the spherical coverage grid points, such that
-	EIRP1 is the total EIRP in dBm calculated based on the beam the UE chooses autonomously (corresponding beam) to transmit in the direction of the incoming DL signal, which is based on beam correspondence without relying on UL beam sweeping.
-	EIRP2 is the best total EIRP (beam yielding highest EIRP in a given direction) in dBm which is based on beam correspondence with relying on UL beam sweeping.
-	The link angles are the ones corresponding to the top Nth percentile  of the EIRP2 measurement over the whole sphere, where the value of N is according to the test point of EIRP spherical coverage requirement for power class 3, i.e. N = 50.
For power class 3 UEs, the requirement is fulfilled if the UE's corresponding UL beams satisfy the maximum limit in Table 6.6.4.2-1.
Table 6.6.4.2-1: UE beam correspondence tolerance for power class 3
	Operating band
	Max ∆EIRPBC at 85th %-tile ∆EIRPBC CDF (dB)

	n257
	3.0

	n258
	3.0

	n259
	3.2

	n260
	3.2

	n261
	3.0

	n262
	3.2

	n263
	TBD

	NOTE:	The requirements in this table are verified only under normal temperature conditions as defined in Annex E.2.1



[bookmark: _Toc61119630][bookmark: _Toc61120012][bookmark: _Toc67926074][bookmark: _Toc75273712][bookmark: _Toc76510612][bookmark: _Toc83129769][bookmark: _Toc90591301][bookmark: _Toc98864336][bookmark: _Toc99733585][bookmark: _Toc106577490]6.6.4.3	Side Conditions
[bookmark: _Toc61119631][bookmark: _Toc61120013][bookmark: _Toc67926075][bookmark: _Toc75273713][bookmark: _Toc76510613][bookmark: _Toc83129770][bookmark: _Toc90591302][bookmark: _Toc98864337][bookmark: _Toc99733586][bookmark: _Toc106577491]6.6.4.3.1	Side Condition for beam correspondence based on SSB and CSI-RS
The beam correspondence requirements are only applied under the following side conditions:
-	The downlink reference signals including both SSB and CSI-RS are provided and Type D QCL shall be maintained between SSB and CSI-RS.
-	The reference measurement channel for beam correspondence are fulfilled according to the CSI-RS configuration in Annex A.3.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.4.3.1-1 and Table 6.6.4.3.1-2.
Table 6.6.4.3.1-1: Conditions for SSB based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-96.2
	≥6

	
	n258
	-96.2
	

	
	n259
	-90.7
	

	
	n260
	-91.9
	

	
	n261
	-96.2
	

	
	n262
	-88.5
	

	
	n263
	TBD
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



Table 6.6.4.3.1-2: Conditions for CSI-RS based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 120 kHz
	

	All angles Note 1
	n257
	-96.2
	≥6

	
	n258
	-96.2
	

	
	n259
	-90.7
	

	
	n260
	-91.9
	

	
	n261
	-96.2
	

	
	n262
	-88.5
	

	
	n263
	TBD
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum CSI-RS Ês/Iot, with no applied noise.



[bookmark: _Toc61119632][bookmark: _Toc61120014][bookmark: _Toc67926076][bookmark: _Toc75273714][bookmark: _Toc76510614][bookmark: _Toc83129771][bookmark: _Toc90591303][bookmark: _Toc98864338][bookmark: _Toc99733587][bookmark: _Toc106577492]6.6.4.3.2	Side Condition for SSB based enhanced Beam Correspondence requirements
The beam correspondence requirements for beam correspondence based on SSB are only applied under the following side conditions:
-	The downlink reference signal SSB is provided, and CSI-RS is not provided.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.4.3.1-1.
[bookmark: _Toc61119633][bookmark: _Toc61120015][bookmark: _Toc67926077][bookmark: _Toc75273715][bookmark: _Toc76510615][bookmark: _Toc83129772][bookmark: _Toc90591304][bookmark: _Toc98864339][bookmark: _Toc99733588][bookmark: _Toc106577493]6.6.4.3.3	Side Condition for CSI-RS based enhanced Beam Correspondence requirements
The beam correspondence requirements for beam correspondence based on CSI-RS are only applied under the following side conditions:
-	The downlink reference signals including both SSB and CSI-RS are provided. 
-	The reference measurement channel for beam correspondence are is fulfilled according to the CSI-RS configuration in Annex A.3.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.4.3.1-2 and SSB signal is provided according to Table 6.6.4.3.3-1.
Table 6.6.4.3.3-1: SSB signal conditions for CSI-RS based beam correspondence requirements
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-101,4
	≥1

	
	n258
	-101,4
	

	
	n259
	-97,1
	

	
	n260
	-97,1
	

	
	n261
	-101,4
	

	
	n262
	-93,5
	

	
	n263
	TBD
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



[bookmark: _Toc61119634][bookmark: _Toc61120016][bookmark: _Toc67926078][bookmark: _Toc75273716][bookmark: _Toc76510616][bookmark: _Toc83129773][bookmark: _Toc90591305][bookmark: _Toc98864340][bookmark: _Toc99733589][bookmark: _Toc106577494]6.6.4.4	Applicability
For UEs supporting more than one type of beam correspondence, the following applicability rules apply:
[bookmark: _Toc61119635][bookmark: _Toc61120017][bookmark: _Toc67926079][bookmark: _Toc75273717][bookmark: _Toc76510617][bookmark: _Toc83129774]-	If a UE meets enhanced beam correspondence requirements either based on SSB or based on CSI-RS, it is considered to have met the beam correspondence requirements based on SSB and CSI-RS.
-	For a UE supporting either SSB based or CSI-RS based enhanced beam correspondence, the UE shall meet the supported enhanced beam correspondence requirements.
-	For a UE supporting both SSB based and CSI-RS based enhanced beam correspondence, the UE shall meet both SSB based and CSI-RS based enhanced beam correspondence requirements and the following applicability rules for verifying the requirements apply:
-	The enhanced beam correspondence requirements shall be verified with the SSB based enhanced beam correspondence side conditions in clause 6.6.4.3.2.	If the UE meets the SSB based enhanced beam correspondence requirements using the side conditions in clause 6.6.4.3.2 and meets the minimum peak EIRP requirement as defined in clasue 6.2.1.3 using the CSI-RS based side conditions in clause 6.6.4.3.3, where the link direction is determined in the SSB based enhanced beam correspondence test, the UE is considered to have met both the SSB based and CSI-RS based enhanced beam correspondence requirements.
-	Otherwise, if UE does not meet the minimum peak EIRP requirement as defined in clasue 6.2.1.3 using the CSI-RS based side conditions in clause 6.6.4.3.3, the enhanced beam correspondence requirements shall be further verified for the UE with the CSI-RS based enhanced beam correspondence side conditions in clause 6.6.4.3.3.
[bookmark: _Toc90591306][bookmark: _Toc98864341][bookmark: _Toc99733590][bookmark: _Toc106577495]6.6.5	(Void)
[bookmark: _Toc67926080][bookmark: _Toc75273718][bookmark: _Toc76510618][bookmark: _Toc83129775][bookmark: _Toc90591307][bookmark: _Toc98864342][bookmark: _Toc99733591][bookmark: _Toc106577496]6.6.6	Beam correspondence for power class 5
[bookmark: _Toc67926081][bookmark: _Toc75273719][bookmark: _Toc76510619][bookmark: _Toc83129776][bookmark: _Toc90591308][bookmark: _Toc98864343][bookmark: _Toc99733592][bookmark: _Toc106577497]6.6.6.1	General
The beam correspondence requirement for power class 5 UEs consists of two components: UE minimum peak EIRP (as defined in Clause 6.2.1.5), and UE spherical coverage (as defined in Clause 6.2.1.5). The beam correspondence requirement is fulfilled if the UE satisfies one of the following conditions, depending on the UE's beam correspondence capability IE beamCorrespondenceWithoutUL-BeamSweeping, as defined in TS 38.306 [14]:
[bookmark: _Toc67926082][bookmark: _Toc75273720][bookmark: _Toc76510620][bookmark: _Toc83129777]--	If beamCorrespondenceWithoutUL-BeamSweeping is supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.5-1 and spherical coverage requirement according to Table 6.2.1.5-3 with its autonomously chosen UL beams and without uplink beam sweeping.  Such a UE is considered to have met the beam correspondence tolerance requirement.
-	If beamCorrespondenceWithoutUL-BeamSweeping and beamCorrespondenceSSB-based-r16 are supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.5-1 and spherical coverage requirement according to Table 6.2.1.5-3 using the side conditions for SSB based enhanced beam correspondence requirements as defined in Clause 6.6.6.3.2. 
-	If beamCorrespondenceWithoutUL-BeamSweeping and beamCorrespondenceCSI-RS-based-r16 are supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.5-1 and spherical coverage requirement according to Table 6.2.1.5-3 using the side conditions for CSI-RS based enhanced beam correspondence requirements as defined in Clause 6.6.6.3.3. 
[bookmark: _Toc90591309][bookmark: _Toc98864344][bookmark: _Toc99733593][bookmark: _Toc106577498]6.6.6.2	(Reserved) 
Editor’s note: FFS if power class 5 UE can rely on UL beam sweeping to meet min peak EIRP and spherical requirements.
[bookmark: _Toc67926083][bookmark: _Toc75273721][bookmark: _Toc76510621][bookmark: _Toc83129778][bookmark: _Toc90591310][bookmark: _Toc98864345][bookmark: _Toc99733594][bookmark: _Toc106577499]6.6.6.3	Side Conditions
[bookmark: _Toc67926084][bookmark: _Toc75273722][bookmark: _Toc76510622][bookmark: _Toc83129779][bookmark: _Toc90591311][bookmark: _Toc98864346][bookmark: _Toc99733595][bookmark: _Toc106577500]6.6.6.3.1	Side Condition for beam correspondence based on SSB and CSI-RS
The beam correspondence requirements are only applied under the following side conditions:
-	The downlink reference signals including both SSB and CSI-RS are provided and Type D QCL shall be maintained between SSB and CSI-RS.
-	The reference measurement channel for beam correspondence isare fulfilled according to the CSI-RS configuration in Annex A.3.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.6.3.1-1 and Table 6.6.6.3.1-2.
Table 6.6.6.3.1-1: Conditions for SSB based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-103.6
	≥6

	
	n258
	-103.6
	

	
	n259
	-100.5
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by ΔMBS, the UE multi-band relaxation factor in dB specified in clause 6.2.1.5
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



Table 6.6.6.3.1-2: Conditions for CSI-RS based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 120 kHz
	

	All angles Note 1
	n257
	-103.6
	≥6

	
	n258
	-103.6
	

	
	n259
	-100.5
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum CSI-RS_RP values are increased by ΔMBS, the UE multi-band relaxation factor in dB specified in clause 6.2.1.5
NOTE 2:	Values specified at the radiated requirements reference point to give minimum CSI-RS Ês/Iot, with no applied noise.



[bookmark: _Toc67926085][bookmark: _Toc75273723][bookmark: _Toc76510623][bookmark: _Toc83129780][bookmark: _Toc90591312][bookmark: _Toc98864347][bookmark: _Toc99733596][bookmark: _Toc106577501]6.6.6.3.2	Side Condition for SSB based enhanced Beam Correspondence requirements
The beam correspondence requirements for beam correspondence based on SSB are only applied under the following side conditions:
-	The downlink reference signal SSB is provided, and CSI-RS is not provided.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.6.3.1-1.
[bookmark: _Toc67926086][bookmark: _Toc75273724][bookmark: _Toc76510624][bookmark: _Toc83129781][bookmark: _Toc90591313][bookmark: _Toc98864348][bookmark: _Toc99733597][bookmark: _Toc106577502]6.6.6.3.3	Side Condition for CSI-RS based enhanced Beam Correspondence requirements
The beam correspondence requirements for beam correspondence based on CSI-RS are only applied under the following side conditions:
-	The downlink reference signals including both SSB and CSI-RS are provided. 
-	The reference measurement channel for beam correspondence isare fulfilled according to the CSI-RS configuration in Annex A.3.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.4.3.1-2 and SSB signal is provided according to Table 6.6.6.3.3-1.
Table 6.6.6.3.3-1: SSB signal conditions for CSI-RS based beam correspondence requirements
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-108.6
	≥1

	
	n258
	-108.6
	

	
	n259
	-105.5
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by ΔMBS, the UE multi-band relaxation factor in dB specified in clause 6.2.1.5
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



[bookmark: _Toc67926087][bookmark: _Toc75273725][bookmark: _Toc76510625][bookmark: _Toc83129782][bookmark: _Toc90591314][bookmark: _Toc98864349][bookmark: _Toc99733598][bookmark: _Toc106577503]6.6.6.4	Applicability
For UEs supporting more than one type of beam correspondence, the following applicability rules apply:
[bookmark: _Toc61119636][bookmark: _Toc61120018][bookmark: _Toc67926088][bookmark: _Toc75273726][bookmark: _Toc76510626][bookmark: _Toc83129783]-	If a UE meets enhanced beam correspondence requirements either based on SSB or based on CSI-RS, it is considered to have met the beam correspondence requirements based on SSB and CSI-RS.
-	For a UE supporting either SSB based or CSI-RS based enhanced beam correspondence, the UE shall meet the supported enhanced beam correspondence requirements.
-	For a UE supporting both SSB based and CSI-RS based enhanced beam correspondence, the UE shall meet both SSB based and CSI-RS based enhanced beam correspondence requirements and the following applicability rules for verifying the requirements apply:
-	The enhanced beam correspondence requirements shall be verified with the SSB based enhanced beam correspondence side conditions in clause 6.6.6.3.2. If UE meets the SSB based enhanced beam correspondence requirements using the side conditions in clause 6.6.6.3.2 and meets the minimum peak EIRP requirement as defined in clause 6.2.1.5 using the CSI-RS based side conditions in clause 6.6.6.3.3, where the link direction is determined in the SSB based enhanced beam correspondence test, the UE is considered to have met both the SSB based and CSI-RS based enhanced beam correspondence requirements.
-	Otherwise, if UE does not meet the minimum peak EIRP requirement as defined in clasue 6.2.1.3 using the CSI-RS based side conditions in clause 6.6.6.3.3, the enhanced beam correspondence requirements shall be further verified for the UE with the CSI-RS based enhanced beam correspondence side conditions in clause 6.6.6.3.3.
[bookmark: _Toc98864350][bookmark: _Toc99733599][bookmark: _Toc106577504]6.6.7	Beam correspondence for power class 6
[bookmark: _Toc98864351][bookmark: _Toc99733600][bookmark: _Toc106577505]6.6.7.1	General
The beam correspondence requirement for power class 6 UEs consists of two components: UE minimum peak EIRP (as defined in Clause 6.2.1.6), and UE spherical coverage (as defined in Clause 6.2.1.6). 
Power class 6 UE shall mandatorily support beamCorrespondenceWithoutUL-BeamSweeping and beamCorrespondenceSSB-based-r16. The UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.6-1 and spherical coverage requirement according to Table 6.2.1.6-3 using the side conditions for SSB based enhanced beam correspondence requirements as defined in Clause 6.6.7.3.2. 
If the UE also support beamCorrespondenceCSI-RS-based-r16, the UE shall also meet the minimum peak EIRP requirement according to Table 6.2.1.6-1 and spherical coverage requirement according to Table 6.2.1.6-3 using the side conditions for CSI-RS based enhanced beam correspondence requirements as defined in Clause 6.6.7.3.3.
[bookmark: _Toc98864352][bookmark: _Toc99733601][bookmark: _Toc106577506]6.6.7.2	(Void) 
Editor’s note: Not need to define beam correspondence tolerance requirement because power class 6 UE shall mandatorily support beamCorrespondenceWithoutUL-BeamSweeping.

[bookmark: _Toc98864353][bookmark: _Toc99733602][bookmark: _Toc106577507]6.6.7.3	Side Conditions
[bookmark: _Toc98864354][bookmark: _Toc99733603][bookmark: _Toc106577508]6.6.7.3.1	(Void)
Editor’s note: Not need to define the side condition for beam correspondence based on SSB and CSI-RS, because power class 6 UE shall mandatorily support SSB based enhanced beam correspondence.

[bookmark: _Toc98864355][bookmark: _Toc99733604][bookmark: _Toc106577509]6.6.7.3.2	Side Condition for SSB based enhanced Beam Correspondence requirements
The beam correspondence requirements for beam correspondence based on SSB are only applied under the following side conditions:
-	The downlink reference signal SSB is provided, and CSI-RS is not provided.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.7.3.2-1.
Table 6.6.7.3.2-1: Conditions for SSB based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-101.4
	≥6

	
	n258
	-101.6
	

	
	n261
	-101.4
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by ΔMBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.6.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



[bookmark: _Toc98864356][bookmark: _Toc99733605][bookmark: _Toc106577510]6.6.7.3.3	Side Condition for CSI-RS based enhanced Beam Correspondence requirements
The beam correspondence requirements for beam correspondence based on CSI-RS are only applied under the following side conditions:
-	The downlink reference signals including both SSB and CSI-RS are provided. 
-	The reference measurement channel for beam correspondence isare fulfilled according to the CSI-RS configuration in Annex A.3.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.7.3.3-2 and SSB signal is provided according to Table 6.6.7.3.3-1.
Table 6.6.7.3.3-1: SSB signal conditions for CSI-RS based beam correspondence requirements
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-106.4
	≥1

	
	n258
	-106.6
	

	
	n261
	-106.4
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by ΔMBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.6
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



Table 6.6.7.3.3-2: Conditions for CSI-RS based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 120 kHz
	

	All angles Note 1
	n257
	-101.4
	≥6

	
	n258
	-101.6
	

	
	n261
	-101.4
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum CSI-RS_RP values are increased by ΔMBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.6
NOTE 2:	Values specified at the radiated requirements reference point to give minimum CSI-RS Ês/Iot, with no applied noise.



[bookmark: _Toc98864357][bookmark: _Toc99733606][bookmark: _Toc106577511]6.6.7.4	Applicability
For UEs supporting more than one type of beam correspondence, the following applicability rules apply:
-	If a UE meets enhanced beam correspondence requirements either based on SSB or based on CSI-RS, it is considered to have met the beam correspondence requirements based on SSB and CSI-RS.
-	For a UE supporting either SSB based or CSI-RS based enhanced beam correspondence, the UE shall meet the supported enhanced beam correspondence requirements.
-	For a UE supporting both SSB based and CSI-RS based enhanced beam correspondence UE shall meet the both SSB based and CSI-RS based enhanced beam correspondence requirements and the following applicability rules for verifying the requirements apply:
-	The enhanced beam correspondence requirements shall be verified with the SSB based enhanced beam correspondence side conditions in clause 6.6.7.3.2. If the UE meets the SSB based enhanced beam correspondence requirements using the side conditions in clause 6.6.7.3.2 and meets the minimum peak EIRP requirement as defined in clause 6.2.1.6 using the CSI-RS based side conditions in clause 6.6.7.3.3, where the link direction is determined in the SSB based enhanced beam correspondence test, the UE is considered to have met both the SSB based and CSI-RS based enhanced beam correspondence requirements.
-	Otherwise, if UE does not meet the minimum peak EIRP requirement as defined in clause 6.2.1.6 using the CSI-RS based side conditions in clause 6.6.7.3.3, the enhanced beam correspondence requirements shall be further verified for the UE with the CSI-RS based enhanced beam correspondence side conditions in clause 6.6.7.3.3.

[bookmark: _Toc98864358][bookmark: _Toc99733607][bookmark: _Toc106577512]6.6.8	Beam correspondence for power class 7
[bookmark: _Toc98864359][bookmark: _Toc99733608][bookmark: _Toc106577513]6.6.8.1	General
The beam correspondence requirement for power class 7 UEs consists of two components: UE minimum peak EIRP (as defined in Clause 6.2.1.7), and UE spherical coverage (as defined in Clause 6.2.1.7). The beam correspondence requirement is fulfilled if the UE satisfies one of the following conditions, depending on the UE's beam correspondence capability IE beamCorrespondenceWithoutUL-BeamSweeping, as defined in TS 38.306 [14]:
--	If beamCorrespondenceWithoutUL-BeamSweeping is supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.7-1 and spherical coverage requirement according to Table 6.2.1.7-3 with its autonomously chosen UL beams and without uplink beam sweeping.  Such a UE is considered to have met the beam correspondence tolerance requirement.
-	If beamCorrespondenceWithoutUL-BeamSweeping and beamCorrespondenceSSB-based-r16 are supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.7-1 and spherical coverage requirement according to Table 6.2.1.7-3 using the side conditions for SSB based enhanced beam correspondence requirements as defined in Clause 6.6.8.3.2. 
-	If beamCorrespondenceWithoutUL-BeamSweeping and beamCorrespondenceCSI-RS-based-r16 are supported, the UE shall meet the minimum peak EIRP requirement according to Table 6.2.1.7-1 and spherical coverage requirement according to Table 6.2.1.7-3 using the side conditions for CSI-RS based enhanced beam correspondence requirements as defined in Clause 6.6.8.3.3. 
[bookmark: _Toc98864360][bookmark: _Toc99733609][bookmark: _Toc106577514]6.6.8.2	Void 
[bookmark: _Toc98864361][bookmark: _Toc99733610][bookmark: _Toc106577515]6.6.8.3	Side Conditions
[bookmark: _Toc98864362][bookmark: _Toc99733611][bookmark: _Toc106577516]6.6.8.3.1	Side Condition for beam correspondence based on SSB and CSI-RS
The beam correspondence requirements are only applied under the following side conditions:
-	The downlink reference signals including both SSB and CSI-RS are provided and Type D QCL shall be maintained between SSB and CSI-RS.
-	The reference measurement channel for beam correspondence isare fulfilled according to the CSI-RS configuration in Annex A.3.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.8.3.1-1 and Table 6.6.8.3.1-2.
Table 6.6.8.3.1-1: Conditions for SSB based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-93.2
	≥6

	
	n258
	-93.2
	

	
	n261
	-93.2
	

	NOTE 1:	Void
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



Table 6.6.8.3.1-2: Conditions for CSI-RS based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 120 kHz
	

	All angles Note 1
	n257
	-93.2
	≥6

	
	n258
	-93.2
	

	
	n261
	-93.2
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum CSI-RS Ês/Iot, with no applied noise.



[bookmark: _Toc98864363][bookmark: _Toc99733612][bookmark: _Toc106577517]6.6.8.3.2	Side Condition for SSB based enhanced Beam Correspondence requirements
The beam correspondence requirements for beam correspondence based on SSB are only applied under the following side conditions:
-	The downlink reference signal SSB is provided, and CSI-RS is not provided.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.8.3.1-1.
[bookmark: _Toc98864364][bookmark: _Toc99733613][bookmark: _Toc106577518]6.6.8.3.3	Side Condition for CSI-RS based enhanced Beam Correspondence requirements
The beam correspondence requirements for beam correspondence based on CSI-RS are only applied under the following side conditions:
-	The downlink reference signals including both SSB and CSI-RS are provided. 
-	The reference measurement channel for beam correspondence isare fulfilled according to the CSI-RS configuration in Annex A.3.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.8.3.1-2 and SSB signal is provided according to Table 6.6.8.3.3-1.
Table 6.6.8.3.3-1: SSB signal conditions for CSI-RS based beam correspondence requirements
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-98.2
	≥1

	
	n258
	-98.2
	

	
	n261
	-98.2
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



[bookmark: _Toc98864365][bookmark: _Toc99733614][bookmark: _Toc106577519]6.6.8.4	Applicability
For UEs supporting more than one type of beam correspondence, the following applicability rules apply:
-	If a UE meets enhanced beam correspondence requirements either based on SSB or based on CSI-RS, it is considered to have met the beam correspondence requirements based on SSB and CSI-RS.
-	For a UE supporting either SSB based or CSI-RS based enhanced beam correspondence, the UE shall meet the supported enhanced beam correspondence requirements.
-	For a UE supporting both SSB based and CSI-RS based enhanced beam correspondence, the UE shall meet both SSB based and CSI-RS based enhanced beam correspondence requirements and the following applicability rules for verifying the requirements apply:
-	The enhanced beam correspondence requirements shall be verified with the SSB based enhanced beam correspondence side conditions in clause 6.6.8.3.2. If UE meets the SSB based enhanced beam correspondence requirements using the side conditions in clause 6.6.8.3.2 and meets the minimum peak EIRP requirement as defined in clause 6.2.1.7 using the CSI-RS based side conditions in clause 6.6.8.3.3, where the link direction is determined in the SSB based enhanced beam correspondence test, the UE is considered to have met both the SSB based and CSI-RS based enhanced beam correspondence requirements.
-	Otherwise, if UE does not meet the minimum peak EIRP requirement as defined in clasue 6.2.1.7 using the CSI-RS based side conditions in clause 6.6.8.3.3, the enhanced beam correspondence requirements shall be further verified for the UE with the CSI-RS based enhanced beam correspondence side conditions in clause 6.6.8.3.3.

[bookmark: _Toc90591315][bookmark: _Toc98864366][bookmark: _Toc99733615][bookmark: _Toc106577520]6.6A	Beam correspondence for CA
For intra-band CA in FR2, the same beam correspondence relationship for beam management is supported across CCs in Rel-15this release of the specification and no requirement is specified. Beam correspondence performance for intra-band CA is fulfilled if the beam correspondence requirements defined in clause 6.6 is met for non-CA case.
For inter-band carrier aggregation with uplink assigned to two NR bands, and each UL band is configured with a single CC, with all CCs active with non-zero UL RB allocation, the following beam correspondence requirements apply for each CC:
1	The minimum peak EIRP requirement specified for UL inter-band CA in 6.2A, based on test conditions in clause 6.6. Reference signal power adjustments by MBS,n are replaced by ΔRIB,S,n, where referenced.
2	The common spherical coverage requirement specified for UL inter-band CA in 6.2A, based on test conditions in clause 6.6. Reference signal power adjustments by MBS,n are replaced by ΔRIB,S,n, where referenced.
< Unchanged section omitted >


[bookmark: _Toc29805397][bookmark: _Toc36469704][bookmark: _Toc37254113][bookmark: _Toc83130409][bookmark: _Toc98869568][bookmark: _Toc52196576][bookmark: _Toc61119298][bookmark: _Toc106547312][bookmark: _Toc75294682][bookmark: _Toc61118916][bookmark: _Toc61119679][bookmark: _Toc53173279][bookmark: _Toc37324378][bookmark: _Toc21340949][bookmark: _Toc52197556][bookmark: _Toc37322972][bookmark: _Toc90589994][bookmark: _Toc67923870][bookmark: _Toc76510445][bookmark: _Toc45889901][bookmark: _Toc53173648][bookmark: _Toc36456606]7.3A	Reference sensitivity for DL CA
[bookmark: _Toc37254114][bookmark: _Toc83130410][bookmark: _Toc75294683][bookmark: _Toc98869569][bookmark: _Toc90589995][bookmark: _Toc37322973][bookmark: _Toc29805398][bookmark: _Toc53173280][bookmark: _Toc36469705][bookmark: _Toc61119299][bookmark: _Toc36456607][bookmark: _Toc67923871][bookmark: _Toc52196577][bookmark: _Toc21340950][bookmark: _Toc61118917][bookmark: _Toc76510446][bookmark: _Toc52197557][bookmark: _Toc45889902][bookmark: _Toc53173649][bookmark: _Toc37324379][bookmark: _Toc106547313]7.3A.1	General
[bookmark: _Toc83130411][bookmark: _Toc36469706][bookmark: _Toc61119681][bookmark: _Toc52197558][bookmark: _Toc106547314][bookmark: _Toc52196578][bookmark: _Toc37322974][bookmark: _Toc37254115][bookmark: _Toc98869570][bookmark: _Toc61119300][bookmark: _Toc37324380][bookmark: _Toc75294684][bookmark: _Toc21340951][bookmark: _Toc53173650][bookmark: _Toc29805399][bookmark: _Toc76510447][bookmark: _Toc53173281][bookmark: _Toc67923872][bookmark: _Toc45889903][bookmark: _Toc90589996][bookmark: _Toc36456608][bookmark: _Toc61118918]7.3A.2	Reference sensitivity power level for CA
[bookmark: _Toc53173282][bookmark: _Toc106547315][bookmark: _Toc61119301][bookmark: _Toc45889904][bookmark: _Toc37324381][bookmark: _Toc37322975][bookmark: _Toc52196579][bookmark: _Toc21340952][bookmark: _Toc61119682][bookmark: _Toc76510448][bookmark: _Toc53173651][bookmark: _Toc67923873][bookmark: _Toc37254116][bookmark: _Toc90589997][bookmark: _Toc52197559][bookmark: _Toc98869571][bookmark: _Toc36456609][bookmark: _Toc29805400][bookmark: _Toc61118919][bookmark: _Toc36469707][bookmark: _Toc83130412][bookmark: _Toc75294685]7.3A.2.1	Intra-band contiguous CA
For each component carrier in the intra-band contiguous carrier aggregation, the throughput in QPSK R = 1/3 shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity values determined from clause 7.3.2, and relaxation applied  to peak reference sensitivity requirement as specified in Table 7.3A.2.1-1.
Table 7.3A.2.1-1: ΔRIBC EIS Relaxation for CA operation by aggregated channel bandwidth
	Aggregated Channel BW 'BWChannel_CA' (MHz)
	ΔRIBC (dB)

	BWChannel_CA ≤ 800
	0.0

	800 < BWChannel_CA ≤ 1200
	0.5



7.3A.2.2	Intra-band non-contiguous CA
For each component carrier in the intra-band non-contiguous carrier aggregation, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity values determined from clause 7.3.2, and relaxation applied to peak reference sensitivity requirement as specified in Table 7.3A.2.2-1. The configured downlink spectrum is defined as the frequency band from the lowest edge of the lowest CC to the upper edge of the highest CC of all UL and DL configured CCs.
Table 7.3A.2.2-1: ΔRIBNC EIS Relaxation for CA operation
	Configured DL spectrum (MHz)
	ΔRIBNC  (dB)

	≤ 800
	0.0

	> 800 and ≤ 1400
	0.5

	> 1400 and ≤ 2400
	1.5



[bookmark: _Toc106547316][bookmark: _Toc98869572][bookmark: _Toc90589998][bookmark: _Toc53173652][bookmark: _Toc61119683][bookmark: _Toc52196580][bookmark: _Toc53173283][bookmark: _Toc52197560][bookmark: _Toc67923874][bookmark: _Toc83130413][bookmark: _Toc61119302][bookmark: _Toc61118920][bookmark: _Toc75294686][bookmark: _Toc76510449]7.3A.2.3	Inter-band CA
The inter-band requirement applies for all active component carriers. The throughput for each component carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity for each carrier specified in section 7.3.2, and relaxation ΔRIB,P,n applied  to peak reference sensitivity requirement. ΔRIB,P,n is specified in Table 7.3A.2.3-1. The requirement on each component carrier shall be met when the power in the component carrier in the other band is set to its EIS spherical coverage requirement for inter-band CA specified in sub-clause 7.3A.3.3.
For the combination of intra-band and inter-band carrier aggregation, the intra-band CA relaxation, ΔRIB, ΔRIBC and ΔRIBNC, is are also applied according to the clause 7.3A.2.1 and 7.3A.2.2.
[bookmark: _Hlk31890999]Table 7.3A.2.3-1:  ΔRIB,P,n reference sensitivity relaxation for inter-band CA for power class 3
	NR CA band combination
	NR band
	ΔRIB,P,n (dB)

	CA_n260-n261
	n260
	3.5

	
	n261
	3.5



< Unchanged section omitted >
[bookmark: _Toc52196585][bookmark: _Toc52197565][bookmark: _Toc53173288][bookmark: _Toc53173657][bookmark: _Toc61118925][bookmark: _Toc61119307][bookmark: _Toc61119688][bookmark: _Toc67923879][bookmark: _Toc75294691][bookmark: _Toc76510454][bookmark: _Toc83130418][bookmark: _Toc90590003][bookmark: _Toc98869577][bookmark: _Toc106547321]7.3D	VoidReference sensitivity for UL MIMO
For UL MIMO, the reference sensitivity requirements in clause 7.3 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.0-1.
< Unchanged section omitted >

[bookmark: _Toc21343112][bookmark: _Toc29770078][bookmark: _Toc29799577][bookmark: _Toc37254122][bookmark: _Toc37322981][bookmark: _Toc37324387][bookmark: _Toc45889910][bookmark: _Toc52196590][bookmark: _Toc52197570][bookmark: _Toc53173293][bookmark: _Toc53173662][bookmark: _Toc61119664][bookmark: _Toc61120046][bookmark: _Toc67926117][bookmark: _Toc75273755][bookmark: _Toc76510655][bookmark: _Toc83129812][bookmark: _Toc90591344][bookmark: _Toc98864403][bookmark: _Toc99733652][bookmark: _Toc106577557][bookmark: _Hlk51960226]7.4A.3	Maximum input level for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the maximum input level is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.4 for each component carrier while all downlink carriers are active.
For the combination of intra-band and inter-band carrier aggregation and uplink carrier(s) assigned to one NR band, the requirement is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.4A.1 and 7.4A.2 for each band while all downlink carriers are active.
< Unchanged section omitted >
[bookmark: _Toc52196591][bookmark: _Toc52197571][bookmark: _Toc53173294][bookmark: _Toc53173663][bookmark: _Toc61118931][bookmark: _Toc61119313][bookmark: _Toc61119694][bookmark: _Toc67923885][bookmark: _Toc75294697][bookmark: _Toc76510460][bookmark: _Toc83130424][bookmark: _Toc90590009][bookmark: _Toc98869583][bookmark: _Toc106547327]7.4D	VoidMaximum input level for UL MIMO
For UL MIMO, the maximum input level requirements in clause 7.4 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.0-1.

< Unchanged section omitted >
[bookmark: _Toc37322986][bookmark: _Toc37324392][bookmark: _Toc45889916][bookmark: _Toc52196596][bookmark: _Toc52197576][bookmark: _Toc53173299][bookmark: _Toc53173668][bookmark: _Toc61119670][bookmark: _Toc61120052][bookmark: _Toc67926123][bookmark: _Toc75273761][bookmark: _Toc76510661][bookmark: _Toc83129818][bookmark: _Toc90591350][bookmark: _Toc98864409][bookmark: _Toc99733658][bookmark: _Toc106577563]7.5A.3	Adjacent channel selectivity for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the adjacent channel requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.5 for each component carrier while all downlink carriers are active.
For the combination of intra-band and inter-band carrier aggregation and uplink carrier(s) assigned to one NR band, the requirement is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clauses 7.5A.1 and 7.5A.2 for each band while all downlink carriers are active.
< Unchanged section omitted >
[bookmark: _Toc52196597][bookmark: _Toc52197577][bookmark: _Toc53173300][bookmark: _Toc53173669][bookmark: _Toc61118937][bookmark: _Toc61119319][bookmark: _Toc61119700][bookmark: _Toc67923891][bookmark: _Toc75294703][bookmark: _Toc76510466][bookmark: _Toc83130430][bookmark: _Toc90590015][bookmark: _Toc98869589][bookmark: _Toc106547333]7.5D	VoidAdjacent channel selectivity for UL MIMO
For UL MIMO, the adjacent channel selectivity requirements in clause 7.5 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.0-1.

< Unchanged section omitted >

[bookmark: _Toc37254138][bookmark: _Toc37322996][bookmark: _Toc37324402][bookmark: _Toc45889926][bookmark: _Toc52196606][bookmark: _Toc52197586][bookmark: _Toc53173309][bookmark: _Toc53173678][bookmark: _Toc61119680][bookmark: _Toc61120062][bookmark: _Toc67926133][bookmark: _Toc75273771][bookmark: _Toc76510671][bookmark: _Toc83129828][bookmark: _Toc90591360][bookmark: _Toc98864419][bookmark: _Toc99733668][bookmark: _Toc106577573]7.6A.2.3	In-band blocking for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the in-band blocking requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.6.2 for each component carrier while all downlink carriers are active.
For the combination of intra-band and inter-band carrier aggregation and uplink carrier(s) assigned to one NR band, the requirement is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clauses 7.6A.2.1 and 7.6A.2.2 for each band while all downlink carriers are active.

< Unchanged section omitted >
[bookmark: _Toc21340967][bookmark: _Toc29805415][bookmark: _Toc36456624][bookmark: _Toc36469722][bookmark: _Toc37254139][bookmark: _Toc37322997][bookmark: _Toc37324403][bookmark: _Toc45889927][bookmark: _Toc52196607][bookmark: _Toc52197587][bookmark: _Toc53173310][bookmark: _Toc53173679][bookmark: _Toc61118947][bookmark: _Toc61119329][bookmark: _Toc61119710][bookmark: _Toc67923901][bookmark: _Toc75294713][bookmark: _Toc76510476][bookmark: _Toc83130440][bookmark: _Toc90590025][bookmark: _Toc98869599][bookmark: _Toc106547343]7.6D	VoidBlocking characteristics for UL MIMO
For UL MIMO, the blocking characteristics requirements in clause 7.6 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.0-1.

< Unchanged section omitted >

[bookmark: _Toc21344575][bookmark: _Toc29802063][bookmark: _Toc29802487][bookmark: _Toc29803112][bookmark: _Toc36107854][bookmark: _Toc37251628][bookmark: _Toc45888567][bookmark: _Toc45889166][bookmark: _Toc61367914][bookmark: _Toc61373297][bookmark: _Toc68231247][bookmark: _Toc69084660][bookmark: _Toc75467673][bookmark: _Toc76509695][bookmark: _Toc76718685][bookmark: _Toc83581032][bookmark: _Toc84405541][bookmark: _Toc84414150]F.1	Measurement Point
Figure F.1-1 shows the measurement point for the unwanted emission falling into non-allocated RB(s) and the EVM for the allocated RB(s).
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Figure F.1-1: EVM measurement points

< Unchanged section omitted >

[bookmark: _Toc106577639]Annex G (normative):
Difference of relative phase and power errors

[bookmark: _Toc106577640]G.0	General
This annex gives further information needed for understanding and implementing 6.4D.4. The following terms should be understood as follows:
-	Relative phase error: refers to the phase difference between signals at different physical antenna ports, which should be ideally 0. It should be understood as for a slot i.e. (slot) relative phase. It is calculated based on DMRS symbols of that slot or on SRS symbols.
-	Difference of relative phase error: refers to the difference between the relative phase error determined per slot and the relative phase error determined based on the SRS transmitted.
[bookmark: _Toc106577641]G.1	Measurement Point
Figure G.1-1 shows the measurement point for the difference of relative phase and power errors. To separate signals from the two transmitters, it is necessary for the test equipment to perform joint demodulation by inverting the 2x2 composite channel (‘HGW’) resulting from DUT precoding ‘W’ and antenna virtualization ‘G’ and OTA channel between DUT and test equipment ‘H’.




Figure G.1-1 - Measurement point for difference of relative phase/power error for UL coherent MIMO

[bookmark: _Toc106577642]G.2	Relative Phase Error Measurement
Here are listed the different aspects that may lead to different interpretations.
[bookmark: _Toc106577643]G.2.1	Symbols used
Phase error is determined based on DMRS REs (3 DMRS symbols per slot).
[bookmark: _Toc106577644]G.2.2	CFO (carrier frequency offset) correction
The TE performs a CFO correction on a slot-by-slot basis using a common frequency correction at the two uplink layers.
[bookmark: _Toc106577645]G.2.3	Steps of the measurement method
Below are detailed the steps necessary to obtain the maximum difference of relative phase error during the 20ms time window.
1	Determination for each subcarrier and at each antenna port, the SRS relative phase error based on the last SRS transmitted on Ant1 and Ant2, that relative phase error serves as a reference for the calculation of the difference of relative phase error for each slot inside the 20 ms time window.
	The output is the “SRS relative phase error” vector for the last SRS transmitted: .
2	Calculation for the last SRS transmitted, for each RB of the SRS relative phase errors based on the arithmetic mean of the subcarrier SRS relative phase errors determined in previous step.
	The output is the “SRS relative phase error” vector for the last SRS transmitted: .
3	CFO correction on slot-by-slot basis using a common frequency correction for both antenna portsoutputs. 
4	Determination for each subcarrier and at each antenna, the phase over the slot being analyzed. The phase is extracted from the channel estimate derived from the 3 DMRS symbols of the slot using the LSE technique. 
	The output is one vector of dimension  for each antenna port.
5	Calculation for a slot for each subcarrier of the relative phase error (difference between the vectors determined in the previous step). 
	The output is subcarrier relative phase errors of a slot: .
6	Calculation for a slot, for each RB of the relative phase errors based on the arithmetic mean of the subcarrier relative phase errors determined in previous step. 
	The output is a “slot relative phase error” vector for a slot:.
7	Calculation for a slot of the difference of relative phase errors based on the “SRS relative phase error” (reference) determined in step 2 and the “slot relative phase error” determined in previous step.
	The output is a “difference of relative phase error” vector for a slot:.
8	Calculation for a slot of the arithmetic mean value of the “difference of relative phase error” vector determined in previous step, this value corresponds to an RB.
	The output is a “difference of relative phase error” value for a slot: 
9	Perform for each slot of the 20ms time window, steps 3 to 8.
	The output is a “difference of relative phase error” vector: .
10	Calculation of the maximum value of the “difference of relative phase error”.
	The output is the “difference of relative phase error” that should be verified as complying with the 40° maximum allowable difference of relative phase error requirement: .


< End of changes >
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