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	CR
	Rev
	Rel
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	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.133
	7171
	-
	Rel-17
	draftCR on inter-RAT NR measurement for RedCap
	F
	17.6.0
	RAN4#104-e
	R4-2212756
	Ericsson
	NR_redcap-Core
	
	

	36.133
	7172
	1
	Rel-17
	Big CR for RedCap for TS 36.133
	B
	17.6.0
	RAN4#104-e
	R4-2214599
	Ericsson
	NR_redcap-Core
	
	

	36.133
	7174
	1
	Rel-17
	Changes to RRC_IDLE mode requirements for RedCap for TS 38.133
	F
	17.6.0
	RAN4#104-e
	R4-2214627
	Ericsson
	NR_redcap-Core
	
	

	38.101-1
	1135
	1
	Rel-17
	CR: Maintenance of phase continuity requirements for DMRS bundling in FR1
	F
	17.6.0
	RAN4#104-e
	R4-2214562
	China Telecom
	NR_cov_enh-Core
	
	

	38.101-1
	1136
	1
	Rel-17
	V2X corrections
	F
	17.6.0
	RAN4#104-e
	R4-2214568
	Qualcomm Incorporated
	NR_SL_enh-Core
	
	

	38.101-1
	1139
	1
	Rel-17
	CR for TS 38.101-1, Correction of configured transmitted power for V2X
	F
	17.6.0
	RAN4#104-e
	R4-2214575
	LG Electronics, CATT
	NR_SL_enh-Core
	
	

	38.101-1
	1140
	1
	Rel-17
	NR Band n14 PC1 MPR for NR Sidelink Operation
	F
	17.6.0
	RAN4#104-e
	R4-2215115
	AT&T
	NR_SL_enh-Core
	
	

	38.101-1
	1158
	-
	Rel-17
	CR for 38.101-1 to correct the errors for FR1 RedCap UE
	F
	17.6.0
	RAN4#104-e
	R4-2213150
	Huawei, HiSilicon
	NR_redcap-Core
	
	

	38.101-1
	1167
	1
	Rel-17
	CR on RedCap RF to add section 6.1I
	F
	17.6.0
	RAN4#104-e
	R4-2214620
	Ericsson, Huawei, Qualcomm Incorporated
	NR_redcap-Core
	
	

	38.101-1
	1173
	1
	Rel-17
	CR TS 38.101-1: Correction on NR V2X requirements in TS 38.101-1
	F
	17.6.0
	RAN4#104-e
	R4-2214641
	Facebook Japan K.K.
	NR_SL_enh-Core
	
	

	38.101-1
	1184
	1
	Rel-17
	CR 38.101-1 DMRS DL CA
	F
	17.6.0
	RAN4#104-e
	R4-2214653
	Qualcomm Incorporated, China Telecom
	NR_cov_enh-Core
	
	

	38.101-1
	1188
	-
	Rel-17
	CR: Correction of DMRS bundling requirements for FR1 CA
	F
	17.6.0
	RAN4#104-e
	R4-2214210
	China Telecom
	NR_cov_enh-Core
	
	

	38.101-2
	0473
	-
	Rel-17
	CR: Maintenance of phase continuity requirements for DMRS bundling in FR2
	F
	17.6.0
	RAN4#104-e
	R4-2211624
	China Telecom
	NR_cov_enh-Core
	
	

	38.133
	2420
	1
	Rel-17
	CR: Power Saving Multiple RS Handling Clarification
	F
	17.6.0
	RAN4#104-e
	R4-2214561
	Qualcomm, Inc.
	NR_UE_pow_sav_enh
	
	

	38.133
	2425
	1
	Rel-17
	CR on PRS measurement period requirements
	F
	17.6.0
	RAN4#104-e
	R4-2214564
	CATT, Huawei, HiSilicon
	NR_pos_enh-Core
	
	

	38.133
	2426
	1
	Rel-17
	CR on PRS measurement period requirements in RRC_INACTIVE state
	F
	17.6.0
	RAN4#104-e
	R4-2214565
	CATT
	NR_pos_enh-Core
	
	

	38.133
	2463
	1
	Rel-17
	CR on carrier-specific scaling factor for RedCap (9.1A.5)
	F
	17.6.0
	RAN4#104-e
	R4-2214580
	CMCC
	NR_redcap-Core
	
	

	38.133
	2467
	1
	Rel-17
	CR on applicability of requirements for RedCap Ues
	B
	17.6.0
	RAN4#104-e
	R4-2214587
	Nokia, Nokia Shanghai Bell
	NR_redcap
	
	

	38.133
	2470
	1
	Rel-17
	Maintenance CR for Rel-17 SL on 38.133
	F
	17.6.0
	RAN4#104-e
	R4-2214589
	MediaTek inc.
	NR_SL_enh-Core
	
	

	38.133
	2479
	1
	Rel-17
	draftCR on RedCap RLM
	F
	17.6.0
	RAN4#104-e
	R4-2214597
	Ericsson
	NR_redcap-Core
	
	

	38.133
	2480
	1
	Rel-17
	CR on RedCap measurement
	F
	17.6.0
	RAN4#104-e
	R4-2214598
	Ericsson
	NR_redcap-Core
	
	

	38.133
	2501
	1
	Rel-17
	Correction on Ranking for 1RX RedCap UE
	F
	17.6.0
	RAN4#104-e
	R4-2214606
	Huawei, HiSilicon
	NR_redcap-Core
	
	

	38.133
	2502
	1
	Rel-17
	Correction on Trs definition for RedCap UE
	F
	17.6.0
	RAN4#104-e
	R4-2214607
	Huawei, HiSilicon
	NR_redcap-Core
	
	

	38.133
	2503
	-
	Rel-17
	Clarification on SSB in RLM and BFD for RedCap UE
	F
	17.6.0
	RAN4#104-e
	R4-2212992
	Huawei, HiSilicon
	NR_redcap-Core
	
	

	38.133
	2505
	1
	Rel-17
	Correction on measurement with eDRX for RedCap UE
	F
	17.6.0
	RAN4#104-e
	R4-2214608
	Huawei, HiSilicon
	NR_redcap-Core
	
	

	38.133
	2506
	1
	Rel-17
	CR on  higher priority inter-frequency measurement relaxation for RedCap
	F
	17.6.0
	RAN4#104-e
	R4-2214609
	Huawei, HiSilicon
	NR_redcap-Core
	
	

	38.133
	2507
	1
	Rel-17
	Corrections on measurement relaxations mixed with eDRX for Redcap UE
	F
	17.6.0
	RAN4#104-e
	R4-2214610
	Huawei, HiSilicon
	NR_redcap-Core
	
	

	38.133
	2517
	1
	Rel-17
	CR to 38.133 scheduling restriction when PRS has lower priority than other DL signals/CCs
	F
	17.6.0
	RAN4#104-e
	R4-2214621
	Ericsson
	NR_pos_enh-Core
	
	

	38.133
	2518
	1
	Rel-17
	CR to 38.133 clarification on measurement period requirement in RRC_INACTIVE state
	F
	17.6.0
	RAN4#104-e
	R4-2214622
	Ericsson
	NR_pos_enh-Core
	
	

	38.133
	2522
	1
	Rel-17
	Changes to SDT requirements for NR RedCap
	F
	17.6.0
	RAN4#104-e
	R4-2214626
	Ericsson
	NR_redcap-Core
	
	

	38.133
	2525
	1
	Rel-17
	CR on maintaining RLM/BFD relaxation requirements
	F
	17.6.0
	RAN4#104-e
	R4-2214629
	Huawei, HiSilicon
	NR_UE_pow_sav_enh-Core
	
	

	38.133
	2526
	1
	Rel-17
	CR on maintaining RRM core requirements for R17 NR SL
	F
	17.6.0
	RAN4#104-e
	R4-2214630
	Huawei, HiSilicon
	NR_SL_enh-Core
	
	

	38.133
	2536
	1
	Rel-17
	CR on measurement period requirements with multiple Rx TEGs
	F
	17.6.0
	RAN4#104-e
	R4-2214636
	Huawei, HiSilicon
	NR_pos_enh-Core
	
	

	38.133
	2538
	1
	Rel-17
	CR on applicability of measurement requirements with POS MG
	F
	17.6.0
	RAN4#104-e
	R4-2214637
	Huawei, HiSilicon
	NR_pos_enh-Core
	
	

	38.133
	2539
	1
	Rel-17
	CR on PRS measurement requirements in INACTIVE
	F
	17.6.0
	RAN4#104-e
	R4-2214638
	Huawei, HiSilicon
	NR_pos_enh-Core
	
	

	38.133
	2545
	1
	Rel-17
	CR on TS38.133 for applicability of RLM measurement relaxation
	F
	17.6.0
	RAN4#104-e
	R4-2214640
	MediaTek inc., Qualcomm Incorporated
	NR_UE_pow_sav_enh-Core
	
	

	38.133
	2546
	1
	Rel-17
	CR on RedCap maintenance in TS 38.133
	F
	17.6.0
	RAN4#104-e
	R4-2214642
	MediaTek inc.
	NR_redcap-Core
	
	

	38.133
	2549
	1
	Rel-17
	CR to 38.133 clarification on measurement period requirements in RRC_CONNECTED state
	F
	17.6.0
	RAN4#104-e
	R4-2214644
	Ericsson LM
	NR_pos_enh-Core
	
	

	38.133
	2567
	-
	Rel-17
	CR for RRM relaxation on R16 not at cell edge and R17 stationary for idle and inactive state mobility for Redcap
	F
	17.6.0
	RAN4#104-e
	R4-2214495
	vivo
	NR_redcap-Core
	
	


