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------------------------------ Modified section ------------------------------
[bookmark: _Toc104310985][bookmark: _Toc106126686][bookmark: _Toc106176999]6.2.2	Minimum requirement for SAN type 1-H
In normal conditions, Pmax,c,TABC shall remain within +2 dB and -2 dB of the rated carrier output power Prated,c,TABC for each TAB connector as declared by the manufacturer.
[In extreme conditions, Pmax,c,TABC shall remain within +2.5 dB and -2.5 dB of the rated carrier output power Prated,c,TABC for each TAB connector as declared by the manufacturer.]
------------------------------ Next modified section ------------------------------
[bookmark: _Toc104311054][bookmark: _Toc106126755][bookmark: _Toc106177068]9.2.2	Minimum requirement for SAN type 1-H and SAN type 1-O
For each declared beam, in normal conditions, for any specific beam peak direction associated with a beam direction pair within the OTA peak directions set, a manufacturer claimed EIRP level in the corresponding beam peak direction shall be achievable to within ±2.2 dB of the claimed value.
[For SAN type 1-O only, for each declared beam, in extreme conditions, for any specific beam peak direction associated with a beam direction pair within the OTA peak directions set, a manufacturer claimed EIRP level in the corresponding beam peak direction shall be achievable to within ±2.7 dB of the claimed value.]
Normal [and extreme] conditions are defined in TS 38.181, annex B [3].
In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.
------------------------------ End of modified section ------------------------------
