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<Start of Change 1>
9.13	L1-RSRP measurements for a cell with different PCI from serving cell
9.13.1	Introduction
When configured by the network, the UE shall be able to perform L1-RSRP measurements of configured measurement resources from a cell with different PCI in addition to serving cell (PCI indicated in additionalPCI-r17), with the measurement resources configured as SSBs of the cell with different PCI. 
[bookmark: _Hlk101792135]The UE shall be able to measure all SSB resources of the cell with different PCI in csi-SSB-ResourceSet within the CSI-ResourceConfig settings for the active BWP, while the additionalPCI-r17 of the SSB resources are different from serving cell PCI. The number of resources, including the number of resources configured for serving cell L1-RSRP measurement in 9.5, does not exceed the UE capability indicated by beamManagementSSB-CSI-RS.
The UE shall report the measurement quantity (reportQuantity) and send periodic, semi-persistent or aperiodic reports, according to the higher layer parameter reportConfigType of each reporting setting CSI-ReportConfig for the active BWP.
[In EN-DC and NE-DC operation, when the UE is configured to perform E-UTRA SRS carrier-based switching an additional delay can be expected in FR1 if the UE is capable of per-FR gap, or an additional delay can be expected in both FR1 and FR2 if the UE is not capable of per-FR gap.]
9.13.2	Requirements Applicability 
The requirements in the clause 9.13 are applicable to inter-cell beam management and inter-cell multi-TRP scenarios.
The requirements in clause 9.13 apply, provided the SSB from cell with PCI different from serving cell configured for L1-RSRP if the following conditions are met:
-	the number of cells with PCI different from seving cells Nmax = 1 for FR2 and Nmax = maxNrofAdditionalPCI for FR1. Where, maxNrofAdditionalPCI is defined in TS 38.331 [2]. maxNrofAdditionalPCI FFS for FR1
-	The cell with different PCI from serving cell is known 
-	The SSB resources configured for L1-RSRP measurements are measurable
An SSB resource configured for L1-RSRP for cell with different PCI from serving cell shall be considered measurable when for each relevant SSB the following conditions are met: 
-	L1-RSRP related side conditions given in clauses 10.1.19.1 and 10.1.20.1 for FR1 and FR2, respectively, for a corresponding band, 
-	SSB_RP and SSB Ês/Iot according to Annex B.2.4.1 for a corresponding band. 
The cell with different PCI from serving cell is considered as known if the following conditions are met in this requirement:
-	The SSB from the cell with different PCI completely contained in the active BWP or associated with initial downlink BWP of the UE
-	The SSB of the cell with different PCI from serving cell has the same SCS, sfn-SSB-Offset and center frequency as the SSB of the serving cell
-	The timing difference of arrival at UE between the SSBs of serving cell and cell with different PCI is less than CP length of the corresponding SCS
-	The UE has sent a valid L3 measurement report during the last 5 seconds, and
-	The SSB from the cell with different PCI remains detectable according to the cell identification requirements specified in clause 9.2.
Otherwise, the cell is unknown.

<End of Change 1>


