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[bookmark: _Toc106577317][bookmark: _Toc106577280]< start of changes >

6.2.5	Requirements for UL gap (ul-GapFR2-r17) for TX power management
The difference of the measured peak EIRP PUMAX,f,c_GAP_ON when UL gap for TX power management is configured and activated, and the measured peak EIRP PUMAX,f,c_GAP_OFF when UL gap is not configured or de-activated, shall meet the following requirement:
	PUMAX,f,c_GAP_ON - PUMAX,f,c_GAP_OFF max((EIRPmeas_peak – 23) + 10 * log10(Z/20), 3)dB
where EIRPmeas_peak  is the measured UE peak EIRP with zero MPR/A-MPR/P-MPR as specified in clause 6.2.1 for the corresponding power class, and Z% is duty cycle of the reference measurement channel. PUMAX,f,c_GAP_ON shall be measured outside of the UL gap symbol(s). The period of measurement shall be at least 4 seconds. The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle) and in the test Z is set to 20 when maxUplinkDutyCycle-FR2 is less than 20 or not reported, and should be larger than maxUplinkDutyCycle-FR2 when maxUplinkDutyCycle-FR2 is equal to or greater than 20. The reference measurement channel is specified in Annex A.2.3.
When UL gap for Tx power management is configured and activated, the reported P-MPRf,c shall be less than 3dB. When UL gap for Tx power management is not configured and activated, UE shall set the P bit in PHR to 1 in the test when PHR is configured. P-bit is defined in TS 38.321 clause 6.1.3.8 and 6.1.3.9.

< end of changes >
< start of changes >

6.2A.5	Requirements for UL gap (ul-GapFR2-r17) for TX power management in CA
The difference of the measured peak EIRP PUMAX_GAP_ON for CA when UL gap for TX power management is configured and activated, and the measured peak EIRP PUMAX_GAP_OFF when UL gap is not configured or de-activated, shall meet the following requirement:
	PUMAX_GAP_ON - PUMAX_GAP_OFF  max((EIRPmeas_peak – 23) + 10 * log10(Z/20), 3)dB
where EIRPmeas_peak  is the measured UE peak EIRP with zero MPR/A-MPR/P-MPR in clause 6.2A.1 for the corresponding power class, and Z% is duty cycle of the reference measurement channel. PUMAX,f,c_GAP_ON shall be measured outside of the UL gap symbol(s). The period of measurement shall be at least 4 seconds. The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle) and in the test Z is set to 20 when maxUplinkDutyCycle-FR2 is less than 20 or not reported, and should be larger than maxUplinkDutyCycle-FR2 when maxUplinkDutyCycle-FR2 is equal to or greater than 20, assuming all CCs share the same TX beam peak direction. The reference measurement channel is specified in Annex A.2.3.
When UL gap for Tx power management is configured and activated, the reported P-MPRf,c shallould be less than 3dB. When UL gap for Tx power management is not configured and activated, UE shall set the P bit in PHR to 1 in the test when PHR is configured. P-bit is defined in TS 38.321 clause 6.1.3.8 and 6.1.3.9.
< end of changes >
< start of changes >
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For UL RMCs defined below, TDD slot pattern defined in Table A.2.3-1 will be used for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, TDD slot patterns defined for reference sensitivity tests in Table A.3.3.1-1 will be used.
Table A.2.3-1: Additional reference channels parameters for TDD
	Parameter
	Value

	
	SCS 60 kHz (µ=2)
	SCS 120 kHz (µ=3)

	TDD Slot Configuration pattern (Note 1)
	DDDSUUUU
	7DS8U

	Special Slot Configuration (Note 2)
	S=4D+6G+4U
	S=12D+2G

	referenceSubcarrierSpacing
	60 kHz
	120 kHz

	UL-DL configuration
		dl-UL-TransmissionPeriodicity
	2 ms
	2 ms

	
		nrofDownlinkSlots
	3
	7

	
		nrofDownlinkSymbols
	4
	12

	
		nrofUplinkSlot
	4
	8

	
		nrofUplinkSymbols
	4
	0

	Indexes of active UL slots
	mod(slot index, 40) = {36,…,39}
	mod(slot index, 80) = {72,…,79}

	Indexes of active UL slots for UL Gap test
	mod(slot index, 40) = {12,…,15, 36,…,39}
	mod(slot index, 80) = {24,…,31 ,72,…,79}

	Indexes of the UL slots for UL Gap when UL gap pattern configuration 3 (IE UL-GapFR2-Config-r17name for configurations) is configured
	mod(slot index,40)={7, 28}
	mod(slot index, 80) = {15,56}

	Indexes of the UL slots for UL Gap when UL gap pattern configuration 1 (IE UL-GapFR2-Config-r17name for configurations) is configured 
	mod(slot index,160)={20, 21, 22,23, 28, 29,30,31}
	mod(slot index, 320) = {8, … ,15}

	NOTE 1:	D denotes a slot with all DL symbols; S denotes a slot with a mix of DL, UL and guard symbols; U denotes a slot with all UL symbols. The field is for information.
NOTE 2:	D, G, U denote DL, guard and UL symbols, respectively. The field is for information.


< end of changes >


