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<Start of changes>
[bookmark: _Toc99038926][bookmark: _Toc99731189][bookmark: _Toc105511320][bookmark: _Toc105927852][bookmark: _Toc106110392]9.3.1.247	SRS Resource type
This IE contains the SRS resource type.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Reference Signal
	M
	
	
	
	
	

	>SRS
	
	
	
	
	
	

	>>SRS Resource ID
	M
	
	INTEGER(0..63)
	
	
	

	>Positioning SRS
	
	
	
	
	
	

	>>Positioning SRS Resource ID
	M
	
	INTEGER(0..63)
	
	
	

	SRS Port Index
	O
	
	ENUMERATED (id1000, id1001, id1002, id1003, …)
	This IE may be present if the SRS Resource ID IE is present, and is ignored otherwise.
	YES
	ignore




<Next changes>
[bookmark: _Toc106110436][bookmark: _Toc105927896][bookmark: _Toc105511364][bookmark: _Toc99731229][bookmark: _Toc99038966][bookmark: _Toc97911142][bookmark: _Toc88658230][bookmark: _Toc81383596][bookmark: _Toc74154852][bookmark: _Toc66289739][bookmark: _Toc64449080][bookmark: _Toc51763908][bookmark: _Toc45832586][bookmark: _Toc36557066][bookmark: _Toc29893129][bookmark: _Toc20956003]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
unchanged text omitted
	id-TAINSAGSupportList,
	id-SL-RLC-ChannelToAddModList,
	id-SIB15-message,
	id-SRSPortIndex,
	maxNRARFCN,

<Next changes>
SRSPortIndex ::= ENUMERATED {id1000, id1001, id1002, id1003,...}

<Next changes>

SRSResourcetype ::= SEQUENCE {
	sRSResourceTypeChoice					SRSResourceTypeChoice,
	iE-Extensions		ProtocolExtensionContainer { { SRSResourcetype-ExtIEs} }	OPTIONAL,
	...
}

SRSResourcetype-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSPortIndex			CRITICALITY ignore EXTENSION SRSPortIndex	PRESENCE optional }
	...
}


<Next changes>
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231][bookmark: _Toc105511366][bookmark: _Toc105927898][bookmark: _Toc106110438]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

unchanged text omitted

id-SL-RLC-ChannelToAddModList						ProtocolIE-ID ::= 645
id-BroadcastAreaScope								ProtocolIE-ID ::= 646
id-ManagementBasedMDTPLMNModificationList 			ProtocolIE-ID ::= 647
id-SIB15-message									ProtocolIE-ID ::= 648
id-ActivationRequestType							ProtocolIE-ID ::= 649
id-PosMeasGapPreConfigList							ProtocolIE-ID ::= 650
id-SRSPortIndex										ProtocolIE-ID ::= xxx



