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	RAN1 discussed the issue and agreed on the following: SRS port index can be optionally signaled to the LMF when SRS resource for MIMO is used. It is RAN1 understanding use of MIMO SRS in such a case is transparent to the UE and brings no specification impact in RAN1.


Hence there is need to report the SRS port index when the SRS resource for MIMO is used. 


	
	

	Summary of change:
	· Add the SRS port index in the SRS Resource type IE.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the SRS Resource type function.


	
	

	Consequences if not approved:
	
The SRS port index cannot be sent to the LMF when the SRS resource for MIMO is used. 
Misaglinment with RAN1 agreement. 


	
	

	Clauses affected:
	9.2.73, 9.3.5, 9.3.7

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS/TR 38.473 CR 0988. 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Ver0 in RAN3#117e


Page 1


	Changes Begin


9.2.73	SRS Resource type
This IE contains the SRS resource type.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Reference Signal
	M
	
	
	
	
	

	>SRS
	
	
	
	
	
	

	>>SRS Resource ID
	M
	
	INTEGER(0..63)
	
	
	

	>Positioning SRS
	
	
	
	
	
	

	>>Positioning SRS Resource ID
	M
	
	INTEGER(0..63)
	
	
	

	SRS Port Index
	O
	
	ENUMERATED(id1000, id1001, id1002, id1003, …)
	This IE may be present if the SRS Resource ID IE is present, and is ignored otherwise. 
	YES
	ignore



<Unchanged Text Omitted>

6


3GPP
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<Unchanged Text Omitted>
	id-TRPTEGIDInformation,
	id-TRPRXTEGID,
	id-TRPBeamAntennaInformation,
	id-NR-TADV,
	id-pathPower,
	id-SRSPortIndex

<Unchanged Text Omitted>
SRSConfiguration ::= SEQUENCE {
	sRSCarrier-List		SRSCarrier-List,
	iE-Extensions			ProtocolExtensionContainer { { SRSConfiguration-ExtIEs } } OPTIONAL,
	...
}

SRSConfiguration-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
} 

SrsFrequency ::= INTEGER (0..3279165)

SRSPortIndex ::= ENUMERATED{id1000, id1001, id1002, id1003, ...}

<Unchanged Text Omitted>
SRSResourcetype ::= SEQUENCE {
	sRSResourceTypeChoice					SRSResourceTypeChoice,
	iE-Extensions		ProtocolExtensionContainer { { SRSResourcetype-ExtIEs} }	OPTIONAL,
	...
}

SRSResourcetype-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSPortIndex 	CRITICALITY ignore EXTENSION SRSPortIndex  PRESENCE optional},
	...
}

SRSResourceTypeChoice ::= CHOICE {
	sRSResourceInfo			SRSInfo,
	posSRSResourceInfo		PosSRSInfo,
	...
}

SRSInfo ::= SEQUENCE {
	sRSResource			SRSResourceID,
	...
}

PosSRSInfo ::= SEQUENCE {
	posSRSResourceID		SRSPosResourceID,
	...
}

<Unchanged Text Omitted>
9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<Unchanged Text Omitted>
id-NR-TADV														ProtocolIE-ID ::= 94
id-MeasurementAmount											ProtocolIE-ID ::= 95
id-pathPower													ProtocolIE-ID ::= 96
id-PreconfigurationResult									ProtocolIE-ID ::= 97
id-RequestType													ProtocolIE-ID ::= 98
id-SRSPortIndex													ProtocolIE-ID ::= xx
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