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	Reason for change:
	Based on the discussion in [R3-224330], the following issues exist:
1) In NGAP, the maximum value fo MRB ID is still up to 32, which is not aligned to F1AP, E1AP specifications.
2) The encoding of MBS Session Release Response Transfer IE in BROADCAST SESSION RELEASE RESPONSE message introduced by R3-223838 has not been changed to “OCTET STRING (CONTAINING xxxTransfer)” in the ASN.1 part, which is not transparent to the AMF as intended.

	
	

	Summary of change:
	1) [bookmark: _Hlk109394158]Update the MRB ID from INTEGER (1.. 32, ...) to INTEGER (1.. 512, ...).
2) [bookmark: _Hlk109394207][bookmark: _GoBack]Change encoding of MBS Session Release Response Transfer IE to “OCTET STRING (CONTAINING xxxTransfer)” in ASN.1 part.
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--------------Start of the first change--------------------
[bookmark: _Toc99123618][bookmark: _Toc99662423][bookmark: _Toc105152490][bookmark: _Toc105174296][bookmark: _Toc106109294][bookmark: _Toc107409752]9.3.1.218	MRB ID
This IE contains the MRB ID.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MRB ID
	M
	
	INTEGER (1..32512, ...)
	



--------------Start of the Next change--------------------


	




[bookmark: _Toc20955355][bookmark: _Toc29503808][bookmark: _Toc29504392][bookmark: _Toc29504976][bookmark: _Toc36553429][bookmark: _Toc36555156][bookmark: _Toc45652555][bookmark: _Toc45658987][bookmark: _Toc45720807][bookmark: _Toc45798687][bookmark: _Toc45898076][bookmark: _Toc51746283][bookmark: _Toc64446548][bookmark: _Toc73982418][bookmark: _Toc88652508][bookmark: _Toc97891552][bookmark: _Toc99123757][bookmark: _Toc99662563][bookmark: _Toc105152642][bookmark: _Toc105174448][bookmark: _Toc106109446][bookmark: _Toc107409904]9.4.4	PDU Definitions
//skip unchanged part
-- **************************************************************
--
-- BROADCAST SESSION RELEASE RESPONSE
--
-- **************************************************************

BroadcastSessionReleaseResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionReleaseResponseIEs} },
	...
}

BroadcastSessionReleaseResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID								PRESENCE mandatory	}|
	{ ID id-MBSSessionReleaseResponseTransfer		CRITICALITY ignore	TYPE OCTET STRING (CONTAINING MBSSessionReleaseResponseTransfer)		PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional		},
	...
}

//skip unchanged part
9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

//skip unchanged part
MeasurementsToActivate ::= BIT STRING(SIZE(8))

MRB-ID ::= INTEGER (1..32512, ...)

MulticastSessionActivationRequestTransfer ::= SEQUENCE {
	mBS-SessionID				MBS-SessionID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastSessionActivationRequestTransfer-ExtIEs} } 	OPTIONAL,
	...
}

MulticastSessionActivationRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}
--------------End of the changes--------------------
