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	Reason for change:
	In the paragragh of describing tables for determining PDCCH monitoring occasions from searchSpaceZero in pdcch-ConfigSIB1, Table 13-15A is not captured.

	
	

	Summary of change:
	Change “Tables 13-11 through 13-15” to “Tables 13-11 through 13-15A”.


	
	

	Consequences if not approved:
	Table 13-15A is omitted for determining PDCCH monitoring occasions from searchSpaceZero in pdcch-ConfigSIB1
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If during cell search a UE determines from MIB that a CORESET for Type0-PDCCH CSS set is present, as described in clause 4.1, the UE determines a number of consecutive resource blocks and a number of consecutive symbols for the CORESET of the Type0-PDCCH CSS set from controlResourceSetZero in pdcch-ConfigSIB1, as described in Tables 13-1 through 13-10, for operation without shared spectrum channel access in FR1 and FR2-1, or as described in Tables 13-1A and 13-4A for operation with shared spectrum channel access in FR1, or as described in Table 13-10A for FR2-2, and determines PDCCH monitoring occasions from searchSpaceZero in pdcch-ConfigSIB1, included in MIB, as described in Tables 13-11 through 13-15A.  and  are the SFN and slot index within a frame of the CORESET based on SCS of the CORESET and  and  are the SFN and slot index based on SCS of the CORESET, respectively, where the SS/PBCH block with index  overlaps in time with system frame  and slot . The symbols of the CORESET associated with pdcch-ConfigSIB1 in MIB or with searchSpaceSIB1 in PDCCH-ConfigCommon have normal cyclic prefix. 
<Unchanged parts are omitted>

