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The DLInformationTransfer message is used for the downlink transfer of NAS, non-3GPP dedicated information, IAB-DU specific F1-C related information, or time reference information.
NOTE:	The UE may use the time reference information provided in the timeReferenceInfo IE for numerous purposes, possibly involving upper layers e.g. to synchronise the UE clock.
[bookmark: OLE_LINK27][bookmark: OLE_LINK28]Signalling radio bearer: SRB2 or SRB1. If only timeReferenceInfo is included in the message, SRB1 is used. Otherwise, SRB1 is used only if SRB2 not established yet, and if SRB2 is suspended, E-UTRAN does not send this message until SRB2 is resumed. If only dedicatedInfoF1c is included, SRB2 is used.
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
DLInformationTransfer message
-- ASN1START

DLInformationTransfer ::=			SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			dlInformationTransfer-r8			DLInformationTransfer-r8-IEs,
			dlInformationTransfer-r15			DLInformationTransfer-r15-IEs,
			spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

DLInformationTransfer-r8-IEs ::=	SEQUENCE {
	dedicatedInfoType					CHOICE {
		dedicatedInfoNAS					DedicatedInfoNAS,
		dedicatedInfoCDMA2000-1XRTT			DedicatedInfoCDMA2000,
		dedicatedInfoCDMA2000-HRPD			DedicatedInfoCDMA2000
	},
	nonCriticalExtension				DLInformationTransfer-v8a0-IEs		OPTIONAL
}

DLInformationTransfer-v8a0-IEs ::= SEQUENCE {
	lateNonCriticalExtension			OCTET STRING						OPTIONAL,
	nonCriticalExtension				DLInformationTransfer-v1610-IEs		OPTIONAL
}

DLInformationTransfer-r15-IEs ::=	SEQUENCE {
	dedicatedInfoType-r15				CHOICE {
		dedicatedInfoNAS-r15					DedicatedInfoNAS,
		dedicatedInfoCDMA2000-1XRTT-r15			DedicatedInfoCDMA2000,
		dedicatedInfoCDMA2000-HRPD-r15			DedicatedInfoCDMA2000
	}																		OPTIONAL,	-- Need ON
	timeReferenceInfo-r15				TimeReferenceInfo-r15				OPTIONAL,	-- Need ON
	nonCriticalExtension				DLInformationTransfer-v8a0-IEs		OPTIONAL
}

DLInformationTransfer-v1610-IEs ::= SEQUENCE {
	dedicatedInfoF1c-r16				DedicatedInfoF1c-r16				OPTIONAL,	-- Need ON
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

-- ASN1STOP

[bookmark: _Toc36566900][bookmark: _Toc36810336][bookmark: _Toc36846700][bookmark: _Toc36939353][bookmark: _Toc37082333][bookmark: _Toc46480964][bookmark: _Toc46482198][bookmark: _Toc46483432][bookmark: _Toc109167338]–	RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, conditional reconfigurations (conditional handover, conditional PSCell addition or inter-SN conditional PSCell change), radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=	SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE{
			rrcConnectionReconfiguration-r8		RRCConnectionReconfiguration-r8-IEs,
			spare7 NULL,
			spare6 NULL, spare5 NULL, spare4 NULL,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {
	measConfig							MeasConfig						OPTIONAL,	-- Need ON
	mobilityControlInfo					MobilityControlInfo				OPTIONAL,	-- Cond HO
	dedicatedInfoNASList				SEQUENCE (SIZE(1..maxDRB)) OF
											DedicatedInfoNAS			OPTIONAL,	-- Cond nonHO
	radioResourceConfigDedicated		RadioResourceConfigDedicated	OPTIONAL, -- Cond HO-toEUTRA
	securityConfigHO					SecurityConfigHO				OPTIONAL,	-- Cond HO-toEPC
	nonCriticalExtension				RRCConnectionReconfiguration-v890-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING RRCConnectionReconfiguration-v8m0-IEs)	OPTIONAL,
	nonCriticalExtension				RRCConnectionReconfiguration-v920-IEs	OPTIONAL
}

-- Late non-critical extensions:
RRCConnectionReconfiguration-v8m0-IEs ::= SEQUENCE {
	-- Following field is only for pre REL-10 late non-critical extensions
	lateNonCriticalExtension			OCTET STRING								OPTIONAL,
	nonCriticalExtension				RRCConnectionReconfiguration-v10i0-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v10i0-IEs ::= SEQUENCE {
	antennaInfoDedicatedPCell-v10i0	AntennaInfoDedicated-v10i0		OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v10l0-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v10l0-IEs ::= SEQUENCE {
	mobilityControlInfo-v10l0			MobilityControlInfo-v10l0			OPTIONAL,
	sCellToAddModList-v10l0			SCellToAddModList-v10l0			OPTIONAL,	-- Need ON
	-- Following field is only for late non-critical extensions from REL-10 to REL-11
	lateNonCriticalExtension			OCTET STRING						OPTIONAL,
	nonCriticalExtension				RRCConnectionReconfiguration-v12f0-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v12f0-IEs ::= SEQUENCE {
	scg-Configuration-v12f0			SCG-Configuration-v12f0		OPTIONAL,	-- Cond nonFullConfig
	-- Following field is only for late non-critical extensions from REL-12
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	nonCriticalExtension				RRCConnectionReconfiguration-v1370-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v1370-IEs ::= SEQUENCE {
	radioResourceConfigDedicated-v1370	RadioResourceConfigDedicated-v1370	OPTIONAL, -- Need ON
	sCellToAddModListExt-v1370			SCellToAddModListExt-v1370	OPTIONAL,	-- Need ON
	nonCriticalExtension					RRCConnectionReconfiguration-v13c0-IEs	OPTIONAL
}

[bookmark: _Hlk531607250]RRCConnectionReconfiguration-v13c0-IEs ::= SEQUENCE {
	radioResourceConfigDedicated-v13c0	RadioResourceConfigDedicated-v13c0	OPTIONAL, -- Need ON
	sCellToAddModList-v13c0				SCellToAddModList-v13c0		OPTIONAL,	-- Need ON
	sCellToAddModListExt-v13c0			SCellToAddModListExt-v13c0	OPTIONAL,	-- Need ON
	scg-Configuration-v13c0				SCG-Configuration-v13c0		OPTIONAL,	-- Need ON
	-- Following field is only for late non-critical extensions from REL-13 onwards
	nonCriticalExtension					SEQUENCE {}					OPTIONAL
}

-- Regular non-critical extensions:
RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {
	otherConfig-r9						OtherConfig-r9				OPTIONAL,	-- Need ON
	fullConfig-r9						ENUMERATED {true}			OPTIONAL,	-- Cond HO-Reestab
	nonCriticalExtension				RRCConnectionReconfiguration-v1020-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {
	sCellToReleaseList-r10			SCellToReleaseList-r10			OPTIONAL,	-- Need ON
	sCellToAddModList-r10				SCellToAddModList-r10				OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v1130-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {
	systemInformationBlockType1Dedicated-r11	OCTET STRING (CONTAINING SystemInformationBlockType1)																			OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v1250-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v1250-IEs ::= SEQUENCE {
	wlan-OffloadInfo-r12				CHOICE {
		release								NULL,
		setup									SEQUENCE {
			wlan-OffloadConfigDedicated-r12		WLAN-OffloadConfig-r12,
			t350-r12								ENUMERATED {min5, min10, min20, min30, min60,
												min120, min180, spare1}	OPTIONAL	-- Need OR
		}
	}																	OPTIONAL,		-- Need ON
	scg-Configuration-r12				SCG-Configuration-r12		OPTIONAL,	-- Cond nonFullConfig
	sl-SyncTxControl-r12				SL-SyncTxControl-r12			OPTIONAL,	-- Need ON
	sl-DiscConfig-r12					SL-DiscConfig-r12				OPTIONAL,	-- Need ON
	sl-CommConfig-r12					SL-CommConfig-r12				OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v1310-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v1310-IEs ::= SEQUENCE {
	sCellToReleaseListExt-r13			SCellToReleaseListExt-r13		OPTIONAL,	-- Need ON
	sCellToAddModListExt-r13			SCellToAddModListExt-r13		OPTIONAL,	-- Need ON
	lwa-Configuration-r13				LWA-Configuration-r13			OPTIONAL,	-- Need ON
	lwip-Configuration-r13				LWIP-Configuration-r13			OPTIONAL,	-- Need ON
	rclwi-Configuration-r13				RCLWI-Configuration-r13			OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v1430-IEs						OPTIONAL
}

RRCConnectionReconfiguration-v1430-IEs ::= SEQUENCE {
	sl-V2X-ConfigDedicated-r14		SL-V2X-ConfigDedicated-r14		OPTIONAL,	-- Need ON
	sCellToAddModListExt-v1430		SCellToAddModListExt-v1430		OPTIONAL,	-- Need ON
	perCC-GapIndicationRequest-r14	ENUMERATED{true}					OPTIONAL,	-- Need ON
	systemInformationBlockType2Dedicated-r14	OCTET STRING (CONTAINING SystemInformationBlockType2)											OPTIONAL,	-- Cond nonHO
	nonCriticalExtension			RRCConnectionReconfiguration-v1510-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v1510-IEs ::= SEQUENCE {
	nr-Config-r15					CHOICE {
		release							NULL,
		setup							SEQUENCE {
			endc-ReleaseAndAdd-r15	BOOLEAN,
			nr-SecondaryCellGroupConfig-r15	OCTET STRING				OPTIONAL,	-- Need ON
			p-MaxEUTRA-r15					P-Max						OPTIONAL	-- Need ON
		}
	}																	OPTIONAL,	-- Need ON
	sk-Counter-r15					INTEGER (0.. 65535)					OPTIONAL,	-- Need ON
	nr-RadioBearerConfig1-r15		OCTET STRING						OPTIONAL,	-- Need ON
	nr-RadioBearerConfig2-r15		OCTET STRING						OPTIONAL,	-- Need ON
	tdm-PatternConfig-r15			TDM-PatternConfig-r15			OPTIONAL,	-- Cond FDD-PCell
	nonCriticalExtension			RRCConnectionReconfiguration-v1530-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v1530-IEs ::= SEQUENCE {
	securityConfigHO-v1530				SecurityConfigHO-v1530			OPTIONAL,	-- Cond HO-5GC
	sCellGroupToReleaseList-r15		SCellGroupToReleaseList-r15			OPTIONAL,	-- Need ON
	sCellGroupToAddModList-r15		SCellGroupToAddModList-r15			OPTIONAL,	-- Need ON
	dedicatedInfoNASList-r15		SEQUENCE (SIZE(1..maxDRB-r15)) OF
											DedicatedInfoNAS			OPTIONAL,	-- Cond nonHO
	p-MaxUE-FR1-r15					P-Max								OPTIONAL,	-- Need OR
	smtc-r15						MTC-SSB-NR-r15						OPTIONAL,	-- Need OP
	nonCriticalExtension			RRCConnectionReconfiguration-v1610-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v1610-IEs ::= SEQUENCE {
	conditionalReconfiguration-r16			ConditionalReconfiguration-r16	OPTIONAL, -- Need ON
	daps-SourceRelease-r16					ENUMERATED{true}				OPTIONAL, -- Need ON
	tdm-PatternConfig2-r16						TDM-PatternConfig-r15			OPTIONAL, -- Need ON
	sl-ConfigDedicatedForNR-r16					OCTET STRING					OPTIONAL, -- Need OR
	sl-SSB-PriorityEUTRA-r16					INTEGER (1..8)					OPTIONAL, -- Need OR
	nonCriticalExtension			RRCConnectionReconfiguration-v1700-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v1700-IEs ::= SEQUENCE {
	systemInformationBlockType31Dedicated-r17	OCTET STRING (CONTAINING SystemInformationBlockType31-r17)																			OPTIONAL,	-- Cond NTN
	scg-State-r17						ENUMERATED{deactivated}			OPTIONAL, -- Need OP
	nonCriticalExtension						SEQUENCE {}						OPTIONAL
}

SL-SyncTxControl-r12 ::=			SEQUENCE {
	networkControlledSyncTx-r12				ENUMERATED {on, off}		OPTIONAL	-- Need OP
}

PSCellToAddMod-r12 ::=				SEQUENCE {
	sCellIndex-r12						SCellIndex-r10,
	cellIdentification-r12				SEQUENCE {
		physCellId-r12						PhysCellId,
		dl-CarrierFreq-r12					ARFCN-ValueEUTRA-r9
	}																	OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigCommonPSCell-r12		RadioResourceConfigCommonPSCell-r12	OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigDedicatedPSCell-r12	RadioResourceConfigDedicatedPSCell-r12	OPTIONAL,	-- Cond SCellAdd2
	...,
	[[	antennaInfoDedicatedPSCell-v1280		AntennaInfoDedicated-v10i0	OPTIONAL	-- Need ON
	]],
	[[	sCellIndex-r13					SCellIndex-r13	OPTIONAL		-- Need ON
	]],
	[[	radioResourceConfigDedicatedPSCell-v1370	RadioResourceConfigDedicatedPSCell-v1370	OPTIONAL	-- Need ON
	]],
	[[	radioResourceConfigDedicatedPSCell-v13c0	RadioResourceConfigDedicatedPSCell-v13c0	OPTIONAL	-- Need ON
	]]
}

PSCellToAddMod-v12f0 ::=				SEQUENCE {
	radioResourceConfigCommonPSCell-r12		RadioResourceConfigCommonPSCell-v12f0	OPTIONAL
}

PSCellToAddMod-v1440 ::=				SEQUENCE {
	radioResourceConfigCommonPSCell-r14		RadioResourceConfigCommonPSCell-v1440	OPTIONAL
}

PowerCoordinationInfo-r12 ::= SEQUENCE {
	p-MeNB-r12							INTEGER (1..16),
	p-SeNB-r12							INTEGER (1..16),
	powerControlMode-r12				INTEGER (1..2)
}

SCellToAddModList-r10 ::=		SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10

SCellToAddModList-v10l0 ::=		SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-v10l0

SCellToAddModList-v13c0 ::=		SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-v13c0

SCellToAddModList-r16 ::=		SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddMod-r16

SCellToAddModListExt-r13 ::=	SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-r13

SCellToAddModListExt-v1370 ::=	SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-v1370

SCellToAddModListExt-v13c0 ::=	SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddMod-v13c0

SCellToAddModListExt-v1430 ::=	SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-v1430

SCellGroupToAddModList-r15 ::=	SEQUENCE (SIZE (1..maxSCellGroups-r15)) OF SCellGroupToAddMod-r15

SCellToAddMod-r10 ::=			SEQUENCE {
	sCellIndex-r10						SCellIndex-r10,
	cellIdentification-r10				SEQUENCE {
		physCellId-r10						PhysCellId,
		dl-CarrierFreq-r10					ARFCN-ValueEUTRA
	}																OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigCommonSCell-r10		RadioResourceConfigCommonSCell-r10	OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigDedicatedSCell-r10	RadioResourceConfigDedicatedSCell-r10	OPTIONAL,	-- Cond SCellAdd2
	...,
	[[	dl-CarrierFreq-v1090				ARFCN-ValueEUTRA-v9e0	OPTIONAL	-- Cond EARFCN-max
	]],
	[[	antennaInfoDedicatedSCell-v10i0		AntennaInfoDedicated-v10i0	OPTIONAL	-- Need ON
	]],
	[[	srs-SwitchFromServCellIndex-r14		INTEGER (0.. 31) OPTIONAL	-- Need ON
	]],
	[[	sCellState-r15						ENUMERATED {activated, dormant}	OPTIONAL	-- Need ON
	]]
}

SCellToAddMod-v10l0 ::=			SEQUENCE {
	radioResourceConfigCommonSCell-v10l0		RadioResourceConfigCommonSCell-v10l0	OPTIONAL
}

SCellToAddMod-v13c0 ::=			SEQUENCE {
	radioResourceConfigDedicatedSCell-v13c0	RadioResourceConfigDedicatedSCell-v13c0	OPTIONAL
}

SCellToAddMod-r16 ::=			SEQUENCE {
	sCellIndex-r16						SCellIndex-r13,
	cellIdentification-r16				SEQUENCE {
		physCellId-r16						PhysCellId,
		dl-CarrierFreq-r16					ARFCN-ValueEUTRA-r9
	}																OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigCommonSCell-r16		RadioResourceConfigCommonSCell-r10	OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigDedicatedSCell-r16	RadioResourceConfigDedicatedSCell-r10	OPTIONAL,	-- Cond SCellAdd2
	antennaInfoDedicatedSCell-r16		AntennaInfoDedicated-v10i0	OPTIONAL,	-- Need ON
	srs-SwitchFromServCellIndex-r16			INTEGER (0.. 31) OPTIONAL,	-- Need ON
	sCellState-r16							ENUMERATED {activated, dormant}	OPTIONAL, 	-- Need ON
	...
}

SCellToAddModExt-r13 ::=			SEQUENCE {
	sCellIndex-r13						SCellIndex-r13,
	cellIdentification-r13				SEQUENCE {
		physCellId-r13						PhysCellId,
		dl-CarrierFreq-r13					ARFCN-ValueEUTRA-r9
	}																OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigCommonSCell-r13		RadioResourceConfigCommonSCell-r10	OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigDedicatedSCell-r13	RadioResourceConfigDedicatedSCell-r10	OPTIONAL,	-- Cond SCellAdd2
	antennaInfoDedicatedSCell-r13			AntennaInfoDedicated-v10i0		OPTIONAL	-- Need ON
}

SCellToAddModExt-v1370 ::=			SEQUENCE {
	radioResourceConfigCommonSCell-v1370		RadioResourceConfigCommonSCell-v10l0	OPTIONAL
}

SCellToAddModExt-v1430 ::=			SEQUENCE {
	srs-SwitchFromServCellIndex-r14			INTEGER (0.. 31)			OPTIONAL,	-- Need ON
	...,
	[[	sCellState-r15					ENUMERATED {activated, dormant}		OPTIONAL	-- Need ON
	]]
}

SCellGroupToAddMod-r15 ::=			SEQUENCE {
	sCellGroupIndex-r15					SCellGroupIndex-r15,
	sCellConfigCommon-r15				SCellConfigCommon-r15			OPTIONAL,	-- Need ON
	sCellToReleaseList-r15				SCellToReleaseListExt-r13		OPTIONAL,	-- Need ON
	sCellToAddModList-r15				SCellToAddModListExt-r13		OPTIONAL	-- Need ON
}

SCellToReleaseList-r10 ::=			SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SCellToReleaseListExt-r13 ::=			SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellIndex-r13

SCellGroupToReleaseList-r15 ::=			SEQUENCE (SIZE (1..maxSCellGroups-r15)) OF SCellGroupIndex-r15

SCellGroupIndex-r15 ::=			INTEGER (1..maxSCellGroups-r15)

SCellConfigCommon-r15 ::= SEQUENCE {
	radioResourceConfigCommonSCell-r15		RadioResourceConfigCommonSCell-r10	OPTIONAL,	-- Need ON
	radioResourceConfigDedicatedSCell-r15	RadioResourceConfigDedicatedSCell-r10	OPTIONAL,-- Need ON
	antennaInfoDedicatedSCell-r15			AntennaInfoDedicated-v10i0		OPTIONAL	-- Need ON
}

SCG-Configuration-r12 ::=			CHOICE {
	release								NULL,
	setup								SEQUENCE {
		scg-ConfigPartMCG-r12				SEQUENCE {
			scg-Counter-r12						INTEGER (0.. 65535)			OPTIONAL,	-- Need ON
			powerCoordinationInfo-r12			PowerCoordinationInfo-r12	OPTIONAL,	-- Need ON
			...
		}																OPTIONAL,	-- Need ON
		scg-ConfigPartSCG-r12				SCG-ConfigPartSCG-r12		OPTIONAL	-- Need ON
	}
}

SCG-Configuration-v12f0 ::=			CHOICE {
	release								NULL,
	setup								SEQUENCE {
		scg-ConfigPartSCG-v12f0				SCG-ConfigPartSCG-v12f0		OPTIONAL	-- Need ON
	}
}

SCG-Configuration-v13c0 ::=			CHOICE {
	release								NULL,
	setup								SEQUENCE {
		scg-ConfigPartSCG-v13c0				SCG-ConfigPartSCG-v13c0		OPTIONAL	-- Need ON
	}
}

SCG-ConfigPartSCG-r12 ::=			SEQUENCE {
	radioResourceConfigDedicatedSCG-r12	RadioResourceConfigDedicatedSCG-r12	OPTIONAL,	-- Need ON
	sCellToReleaseListSCG-r12			SCellToReleaseList-r10		OPTIONAL,	-- Need ON
	pSCellToAddMod-r12					PSCellToAddMod-r12			OPTIONAL,	-- Need ON
	sCellToAddModListSCG-r12			SCellToAddModList-r10		OPTIONAL,	-- Need ON
	mobilityControlInfoSCG-r12			MobilityControlInfoSCG-r12	OPTIONAL,	-- Need ON
	...,
	[[
	sCellToReleaseListSCG-Ext-r13			SCellToReleaseListExt-r13		OPTIONAL,	-- Need ON
	sCellToAddModListSCG-Ext-r13			SCellToAddModListExt-r13		OPTIONAL	-- Need ON
	]],
	[[
	sCellToAddModListSCG-Ext-v1370		SCellToAddModListExt-v1370	OPTIONAL	-- Need ON
	]],
	[[
	pSCellToAddMod-v1440				PSCellToAddMod-v1440		OPTIONAL	-- Need ON
	]],
	[[	sCellGroupToReleaseListSCG-r15	SCellGroupToReleaseList-r15	OPTIONAL,	-- Need ON
		sCellGroupToAddModListSCG-r15	SCellGroupToAddModList-r15	OPTIONAL	-- Need ON
	]],
	[[	-- NE-DC addition for setup/ modification and release SN configured measurements
		measConfigSN-r15				MeasConfig						OPTIONAL,	-- Need ON
		-- NE-DC additions concerning DRBs/ SRBs are within RadioResourceConfigDedicatedSCG
		tdm-PatternConfigNE-DC-r15		TDM-PatternConfig-r15			OPTIONAL	-- Cond FDD-PSCell
	]],
	[[	p-MaxEUTRA-r15					P-Max							OPTIONAL	-- Need ON
	]]
}

SCG-ConfigPartSCG-v12f0 ::=			SEQUENCE {
	pSCellToAddMod-v12f0				PSCellToAddMod-v12f0		OPTIONAL,	-- Need ON
	sCellToAddModListSCG-v12f0			SCellToAddModList-v10l0		OPTIONAL	-- Need ON
}

SCG-ConfigPartSCG-v13c0 ::=			SEQUENCE {
[bookmark: _Hlk531607361]	sCellToAddModListSCG-v13c0			SCellToAddModList-v13c0		OPTIONAL,	-- Need ON
	sCellToAddModListSCG-Ext-v13c0		SCellToAddModListExt-v13c0	OPTIONAL	-- Need ON
}

SecurityConfigHO ::=				SEQUENCE {
	handoverType						CHOICE {
		intraLTE							SEQUENCE {
			securityAlgorithmConfig				SecurityAlgorithmConfig		OPTIONAL,	-- Cond fullConfig
			keyChangeIndicator					BOOLEAN,
			nextHopChainingCount				NextHopChainingCount
		},
		interRAT							SEQUENCE {
			securityAlgorithmConfig				SecurityAlgorithmConfig,
			nas-SecurityParamToEUTRA			OCTET STRING (SIZE(6))
		}
	},
	...
}

SecurityConfigHO-v1530 ::=		SEQUENCE {
	handoverType-v1530				CHOICE {
		intra5GC-r15							SEQUENCE {
			securityAlgorithmConfig-r15			SecurityAlgorithmConfig		OPTIONAL,	-- Cond HO-toEUTRA
			keyChangeIndicator-r15				BOOLEAN,
			nextHopChainingCount-r15			NextHopChainingCount,
			nas-Container-r15					OCTET STRING	OPTIONAL	-- Need ON
		},
		fivegc-ToEPC-r15						SEQUENCE {
			securityAlgorithmConfig-r15			SecurityAlgorithmConfig,
			nextHopChainingCount-r15			NextHopChainingCount
		},
		epc-To5GC-r15						SEQUENCE {
			securityAlgorithmConfig-r15		SecurityAlgorithmConfig,
			nas-Container-r15				OCTET STRING
		}
	},
	...
}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	conditionalReconfiguration
This field is used to configure the UE with a conditional reconfiguration. The reconfiguration is applied when the execution condition(s) is fulfilled. The field is absent if daps-HO is configured for any DRB or if MobilityControlInfo is included in the RRCConnectionReconfiguration message. The conditionalReconfiguration is not configured in the RRCConnectionReconfiguration message included in a conditionalReconfiguration.

	daps-SourceRelease
A one-shot field that indicates that the UE shall release the resources associated with source PCell at a DAPS HO, including reconfiguration of the PDCP entity to release DAPS.

	dedicatedInfoNASList
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list. If dedicatedInfoNASList-r15 is present, UE shall ignore the dedicatedInfoNASList (without suffix).

	endc-ReleaseAndAdd
A one-shot field indicating whether the UE simultaneously releases and adds all the NR SCG related configuration within nr-Config, i.e. the configuration set by the NR RRCReconfiguration message (e.g. secondaryCellGroup, SRB3 and measConfig).

	fullConfig
Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message for intra-system intra-RAT handover. For inter-RAT handover from NR to E-UTRA, fullConfig indicates whether or not delta signalling of SDAP/PDCP from source RAT is applicable. This field is absent when the RRCConnectionReconfiguration message is generated by the E-UTRA SCG.

	keyChangeIndicator
If UE is connected to EPC, true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].
If UE is connected to 5GC, with keyChangeIndicator-r15, true is used in an intra-cell handover when a KeNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, as described in TS 33.501 [86] for KeNB re-keying.
False is used for intra-system handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.501 [86]. True is also used in NG based handover procedure with KAMF change, when a KeNB key is derived from the new KAMF key as described in TS 33.501 [86].

	lwa-Configuration
This field is used to provide parameters for LWA configuration. E-UTRAN does not simultaneously configure LWA with DC, LWIP or RCLWI for a UE.

	lwip-Configuration
[bookmark: OLE_LINK208][bookmark: OLE_LINK209]This field is used to provide parameters for LWIP configuration. E-UTRAN does not simultaneously configure LWIP with DC, LWA or RCLWI for a UE.

	measConfig
Measurements that E-UTRAN may configure when the UE is not configured with NE-DC.

	measConfigSN
Measurements that E-UTRAN may configure when the UE is configured with NE-DC and for which reports are carried within an NR RRC message.

	nas-Container
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although, if included, it affects activation of AS- security after handover within E-UTRA/5GC. The content is defined in TS 24.501 [95]. In case of NG based handover, the content of nas-Container is. the Intra N1 mode NAS transparent container IE. In case of inter-system handover to from 5GS to EPS, the content of NAS-Container is. the S1 mode to N1 mode NAS transparent container IE.

	nas-securityParamToEUTRA
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although, if included, it affects activation of AS- security after inter-RAT handover to E-UTRA/EPC or inter-system handover to E-UTRA/EPC. The content is defined in TS 24.301 [35]. This field is not used for handover from 5GC.

	networkControlledSyncTx
This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.

	nextHopChainingCount
Parameter NCC: See TS 33.401 [32] if UE is connected to EPC, else see 33.501 [86] if UE is connected to 5GC.

	nr-Config
Includes the NR related configurations. This field is used to configure (NG)EN-DC configuration, possibly in conjunction with fields sk-Counter and nr-RadioBearerConfig1/ 2. NOTE 1.

	nr-RadioBearerConfig1, nr-RadioBearerConfig2
Includes the NR RadioBearerConfig IE as specified in TS 38.331 [82]. The field includes the configuration of RBs configured with NR PDCP.

	nr-SecondaryCellGroupConfig
Includes the NR RRCReconfiguration message as specified in TS 38.331 [82]. In this version of the specification, the NR RRC message only includes fields secondaryCellGroup, conditionalReconfiguration, otherConfig, bap-Config, iab-IP-AddressConfigurationList and/ or measConfig. If nr-SecondaryCellGroupConfig is configured, the network always includes this field upon MN handover to initiate an NR SCG reconfiguration with sync and key change.

	perCC-GapIndicationRequest
Indicates that UE shall include perCC-GapIndicationList and numFreqEffective in the RRCConnectionReconfigurationComplete message. numFreqEffectiveReduced may also be included if frequencies are configured for reduced measurement performance.

	p-MaxEUTRA
Indicates the maximum power available for LTE.

	p-MaxUE-FR1
The maximum total transmit power to be used by the UE across all serving cells in frequency range 1 (FR1) across all cell groups. The maximum transmit power that the UE may use may be additionally limited on cell- or cell-group level. The field is optionally present, if (NG)EN-DC (nr-Config-r15) has been configured. It is absent otherwise.

	p-MeNB
Indicates the guaranteed power for the MeNB, as specified in TS 36.213 [23]. The value N corresponds to N-1 in TS 36.213 [23].

	powerControlMode
Indicates the power control mode used in DC. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in TS 36.213 [23].

	p-SeNB
Indicates the guaranteed power for the SeNB as specified in TS 36.213 [23], Table 5.1.4.2-1. The value N corresponds to N-1 in TS 36.213 [23].

	rclwi-Configuration
WLAN traffic steering command as specified in 5.6.16.2. E-UTRAN does not simultaneously configure RCLWI with DC, LWA or LWIP for a UE.

	sCellConfigCommon
Indicates the common configuration for the SCell group.

	sCellGroupIndex
Indicates the identity of SCell groups for which a common configuration is provided.

	sCellIndex
The sCellIndex is unique within the scope of the UE. In case of DC, an SCG cell can not use the same value as used for an MCG cell. For pSCellToAddMod, if sCellIndex-r13 is present the UE shall ignore sCellIndex-r12.

	sCellGroupToAddModList, sCellGroupToAddModListSCG
Indicates the SCell group to be added or modified. E-UTRAN only configures at most 4 SCell groups per UE over all cell groups. SCell groups can only be configured for LTE SCells, and all SCells in an SCell group must belong to the same cell group.

	sCellGroupToReleaseList
Indicates the SCell group to be released.

	sCellState
A one-shot field that indicates whether the SCell shall be considered to be in activated or dormant state upon SCell configuration.

	sCellToAddModList, sCellToAddModListExt
Indicates the SCell to be added or modified. E-UTRAN uses field sCellToAddModList-r10 to add or modify SCells (with sCellIndex-r10) for a UE that does not support carrier aggregation with more than 5 component carriers. If E-UTRAN includes sCellToAddModListExt-v1430 it includes the same number of entries, and listed in the same order, as in sCellToAddModListExt-r13. If E-UTRAN includes sCellToAddModList-v10l0 it includes the same number of entries, and listed in the same order, as in sCellToAddModList-r10. If E-UTRAN includes sCellToAddModListExt-v1370 it includes the same number of entries, and listed in the same order, as in sCellToAddModListExt-r13. If E-UTRAN includes sCellToAddModListExt-v13c0 it includes the same number of entries, and listed in the same order, as in sCellToAddModListExt-r13.

	sCellToAddModListSCG, sCellToAddModListSCG-Ext
Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field pSCellToAddMod). E-UTRAN uses field sCellToAddModListSCG-r12 to add or modify SCells (with sCellIndex-r10) for a UE that does not support carrier aggregation with more than 5 component carriers. If E-UTRAN includes sCellToAddModListSCG-v10l0 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-r12. If E-UTRAN includes sCellToAddModListSCG-Ext-v1370 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-Ext-r13. If E-UTRAN includes sCellToAddModListSCG-Ext-v13c0 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-Ext-r13.

	sCellToReleaseList, sCellToReleaseListExt
Indicates the SCell to be released. E-UTRAN uses field sCellToReleaseList-r10 to release SCells for a UE that does not support carrier aggregation with more than 5 component carriers.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell. E-UTRAN uses field sCellToReleaseListSCG-r12 to release SCells for a UE that does not support carrier aggregation with more than 5 component carriers.

	scg-Configuration
Covers the SCG configuration as used in case of DC and NE-DC. When the UE is configured with NE-DC, E-UTRAN neither applies value release nor configures scg-ConfigPartMCG. When resuming a connection with NE-DC, this field is included, containing at least the mobilityControlInfoSCG.

	scg-Counter
A counter used upon initial configuration of SCG security as well as upon refresh of S-KeNB. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	scg-State
Indicates that the NR SCG is deactivated. The field is absent if CPA or CPC is configured for the UE, or if the RRCConnectionReconfiguration message is contained in condReconfigurationToApply.

	securityConfigHO
This field contains the parameters required to update the security keys at handover. If E-UTRAN includes the securityConfigHO (i.e., without suffix), the choice intraLTE is used for handover within E-UTRA/EPC while the choice interRAT is used for handover from GERAN or UTRAN to E-UTRA/EPC. If E-UTRAN includes the securityConfigHO-v1530 (i.e., with suffix), the choice intra5GC is used for handover from NR or E-UTRA/5GC to E-UTRA/5GC while the choice fivegc-ToEPC is used for inter-system handover from NR or E-UTRA/5GC to E-UTRA/EPC and the choice epc-To5GC is used for inter-system handover from E-UTRA/EPC to E-UTRA/5GC.

	sk-Counter
A one-shot counter used upon initial configuration of S-KgNB as well as upon refresh of S-KgNB. E-UTRAN always provides this field either upon initial configuration of an NR SCG, or upon configuration of the first (SN terminated) RB using S-KgNB, whichever happens first.

	sl-ConfigDedicatedForNR
Container for providing the dedicated configurations for NR sidelink communication, the octet string contains the NR RRCReconfiguration message as specified in TS 38.331 [82]. In this version of the specification, the NR RRC message only includes fields related to NR sidelink communication, i.e. sl-ConfigDedicatedNR, measConfig and/or otherConfig. If the UE is configured by the current Pcell with sl-ScheduledConfig set to setup (i.e., NR sidelink communication mode 1), the network only includes sl-PrioritizationThres and sl-ConfiguredGrantConfig that only includes the configurations of configured sidelink grant Type 1 in the field sl-ScheduledConfig.

	sl-SSB-PriorityEUTRA
[bookmark: OLE_LINK79]Indicates the priority of LTE PSSS/SSSS/PSBCH transmission and reception. NOTE 3.

	sl-V2X-ConfigDedicated
Indicates sidelink configuration for non-P2X related V2X sidelink communication as well as P2X related V2X sidelink communication.

	smtc
The SSB periodicity/offset/duration configuration of target cell for NR PSCell addition and SN change. It is based on timing reference of EUTRA PCell. NOTE 2.
If the field is absent, the UE uses the SMTC in the measObjectNR having the same SSB frequency and subcarrier spacing, as configured before the reception of the RRC message.

	srs-SwitchFromServCellIndex
Indicates the serving cell whose UL transmission may be interrupted during SRS transmission on a PUSCH-less cell. During SRS transmission on a PUSCH-less cell, the UE may temporarily suspend the UL transmission on a serving cell with PUSCH in the same CG to allow the PUSCH-less cell to transmit SRS. The PUSCH-less cell is always a TDD cell but the serving cell with PUSCH may be either a FDD or TDD cell.

	systemInformationBlockType1Dedicated
This field is used to transfer SystemInformationBlockType1 or SystemInformationBlockType1-BR to the UE.

	systemInformationBlockType2Dedicated
This field is used to transfer BR version of SystemInformationBlockType2 to BL UEs or UEs in CE or SystemInformationBlockType2 to non-BL UEs.

	systemInformationBlockType31Dedicated
This field is used to transfer SystemInformationBlockType31 to BL UEs or UEs in CE in a NTN cell.

	t350
Timer T350 as described in clause 7.3. Value minN corresponds to N minutes.

	tdm-PatternConfig
This field is used when power control or IMD issues require single UL transmission in (NG)EN-DC as specified in TS 38.101-3 [101] and TS 38.213 [88].

	tdm-PatternConfig2
This field is used for dual UL transmission in EN-DC with LTE FDD PCell and for single UL transmission in EN-DC with LTE FDD/TDD PCell, as specified in TS 38.101-3 [101] and TS 38.213 [88].
The network sets at most one of tdm-PatternConfig and tdm-PatternConfig2 to setup.
When this field is configured in EN-DC with LTE TDD PCell, it is not applicable if TDD configuration is sa0 or sa6 in SIB1.

	tdm-PatternConfigNE-DC
This field is used when power control or IMD issues require single UL transmission in NE-DC as specified in TS 38.101-3 [101] and TS 38.213 [88].



	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	FDD-PCell
	This field is optionally present, need ON, for a FDD PCell if there is no SCell with configured uplink. Otherwise, the field is not present.

	FDD-PSCell
	This field is optionally present, need ON, for a FDD PSCell if there is no SCell with configured uplink. Otherwise, the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA and in a message contained in a NR DLInformationTransferMRDC message; otherwise the field is not present. The field is not present if source PCell resources after a DAPS handover have not been released.

	HO-Reestab
	The field is mandatory present in case of inter-system handover within E-UTRA or handover from NR to E-UTRA/EPC; it is optionally present, need ON, in case of intra-system handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; or for intra-system handover from NR to E-UTRA, otherwise the field is not present.

	HO-5GC
	The field is mandatory present in case of handover within E-UTRA/5GC, handover to E-UTRA/5GC, handover from NR to E-UTRA/EPC, or handover from E-UTRA/5GC to E-UTRA/EPC, otherwise the field is not present.

	HO-toEPC
	The field is mandatory present in case of handover within E-UTRA/EPC or to E-UTRA/EPC, except handover from NR or E-UTRA/5GC, otherwise the field is not present. 

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonFullConfig
	The field is not present when the fullConfig is included or in case of handover to E-UTRA; otherwise it is optional present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	NTN
	The field is mandatory present in case of handover to a NTN cell. Otherwise the field is optionally present, Need ON, in a NTN cell.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.



NOTE 1:	Fields sk-Counter and nr-RadioBearerConfig1/ 2 are placed outside nr-Config, as these may be configured while the UE is not configured with (NG)EN-DC.
NOTE 2:	It is not specified whether the timing reference for the SMTC configuration is the source EUTRA PCell or the target EUTRA PCell in case the NR PSCell addition or SN change takes place simultaneously with handover. As a consequence, explicit SMTC configuration is only supported when the source EUTRA PCell and the target EUTRA PCell of the handover are SFN/subframe-synchronized.
NOTE 3:	For UEs in RRC_IDLE, RRC_INACTIVE or out-of coverage, and for the case that sl-SSB-PriorityEUTRA is absent, it is up to UE implementation to decide the priority of LTE PSSS/SSSS/PSBCH transmission and reception.
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The RRCConnectionRelease message is used to command the release of an RRC connection, or to complete an UP-EDT procedure.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=			SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionRelease-r8				RRCConnectionRelease-r8-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionRelease-r8-IEs ::=		SEQUENCE {
	releaseCause						ReleaseCause,
	redirectedCarrierInfo				RedirectedCarrierInfo				OPTIONAL,	-- Need ON
	idleModeMobilityControlInfo			IdleModeMobilityControlInfo			OPTIONAL,	-- Need OP
	nonCriticalExtension				RRCConnectionRelease-v890-IEs		OPTIONAL
}

RRCConnectionRelease-v890-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING RRCConnectionRelease-v9e0-IEs)	OPTIONAL,
	nonCriticalExtension				RRCConnectionRelease-v920-IEs		OPTIONAL
}

-- Late non critical extensions
RRCConnectionRelease-v9e0-IEs ::= SEQUENCE {
	redirectedCarrierInfo-v9e0			RedirectedCarrierInfo-v9e0			OPTIONAL,	-- Cond NoRedirect-r8
	idleModeMobilityControlInfo-v9e0	IdleModeMobilityControlInfo-v9e0	OPTIONAL,	-- Cond IdleInfoEUTRA
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

-- Regular non critical extensions
RRCConnectionRelease-v920-IEs ::=	SEQUENCE {
	cellInfoList-r9					CHOICE {
		geran-r9						CellInfoListGERAN-r9,
		utra-FDD-r9						CellInfoListUTRA-FDD-r9,
		utra-TDD-r9						CellInfoListUTRA-TDD-r9,
		...,
		utra-TDD-r10					CellInfoListUTRA-TDD-r10
	}															OPTIONAL,	-- Cond Redirection
	nonCriticalExtension			RRCConnectionRelease-v1020-IEs		OPTIONAL
}

RRCConnectionRelease-v1020-IEs ::=	SEQUENCE {
	extendedWaitTime-r10				INTEGER (1..1800)		OPTIONAL,	-- Need ON
	nonCriticalExtension			RRCConnectionRelease-v1320-IEs				OPTIONAL
}

RRCConnectionRelease-v1320-IEs::=	SEQUENCE {
	resumeIdentity-r13					ResumeIdentity-r13				OPTIONAL,	-- Need OR	
	nonCriticalExtension				RRCConnectionRelease-v1530-IEs	OPTIONAL
}

RRCConnectionRelease-v1530-IEs ::=	SEQUENCE {
	drb-ContinueROHC-r15				ENUMERATED {true}			OPTIONAL,	-- Cond UP-EDTorPUR
	nextHopChainingCount-r15			NextHopChainingCount		OPTIONAL,	-- Cond EarlySec
	measIdleConfig-r15					MeasIdleConfigDedicated-r15	OPTIONAL,	-- Need ON
	rrc-InactiveConfig-r15				RRC-InactiveConfig-r15		OPTIONAL,	-- Need OR
	cn-Type-r15							ENUMERATED {epc,fivegc}		OPTIONAL,	-- Need OR
	nonCriticalExtension				RRCConnectionRelease-v1540-IEs			OPTIONAL
}

RRCConnectionRelease-v1540-IEs ::=	SEQUENCE {
	waitTime							INTEGER (1..16)		OPTIONAL, -- Cond 5GC
[bookmark: _Hlk21337411]	nonCriticalExtension				RRCConnectionRelease-v15b0-IEs	OPTIONAL
}

RRCConnectionRelease-v15b0-IEs ::=	SEQUENCE {
	noLastCellUpdate-r15				ENUMERATED {true}		OPTIONAL,	-- Need OP
	nonCriticalExtension				RRCConnectionRelease-v1610-IEs	OPTIONAL
}

RRCConnectionRelease-v1610-IEs ::=	SEQUENCE {
	fullI-RNTI-r16						I-RNTI-r15					OPTIONAL, -- Need OR
	shortI-RNTI-r16					ShortI-RNTI-r15 				OPTIONAL, -- Need OR
	pur-Config-r16						SetupRelease {PUR-Config-r16}	OPTIONAL, -- Need ON
	rrc-InactiveConfig-v1610			RRC-InactiveConfig-v1610	OPTIONAL,  -- Cond BLCE-IDLEeDRX
	releaseIdleMeasConfig-r16			ENUMERATED {true}			OPTIONAL, -- Need ON
	altFreqPriorities-r16				ENUMERATED {true}			OPTIONAL, -- Need ON
	t323-r16							ENUMERATED {
										min5, min10, min20, min30, min60, min120, min180,
										min720}						OPTIONAL, -- Need OR
	nonCriticalExtension				RRCConnectionRelease-v1650-IEs		OPTIONAL
}

RRCConnectionRelease-v1650-IEs ::=	SEQUENCE {
	mpsPriorityIndication-r16				ENUMERATED {true}	OPTIONAL, -- Cond Redirection2
	nonCriticalExtension					SEQUENCE {}		OPTIONAL
}

ReleaseCause ::=				ENUMERATED {loadBalancingTAUrequired,
											other, cs-FallbackHighPriority-v1020, rrc-Suspend-v1320}

[bookmark: OLE_LINK101][bookmark: OLE_LINK102]RedirectedCarrierInfo ::=			CHOICE {
	eutra								ARFCN-ValueEUTRA,
	geran								CarrierFreqsGERAN,
	utra-FDD							ARFCN-ValueUTRA,
	utra-TDD							ARFCN-ValueUTRA,
[bookmark: OLE_LINK114][bookmark: OLE_LINK115]	cdma2000-HRPD						CarrierFreqCDMA2000,
	cdma2000-1xRTT						CarrierFreqCDMA2000,
	...,
	utra-TDD-r10						CarrierFreqListUTRA-TDD-r10,
	nr-r15								CarrierInfoNR-r15
}

RedirectedCarrierInfo-v9e0 ::=			SEQUENCE {
	eutra-v9e0								ARFCN-ValueEUTRA-v9e0
}

RRC-InactiveConfig-r15::=		SEQUENCE {
	fullI-RNTI-r15					I-RNTI-r15,
	shortI-RNTI-r15					ShortI-RNTI-r15,
	ran-PagingCycle-r15				ENUMERATED {	rf32, rf64, rf128, rf256}	OPTIONAL,	--Need OR
	ran-NotificationAreaInfo-r15	RAN-NotificationAreaInfo-r15		OPTIONAL,	--Need ON
	periodic-RNAU-timer-r15			ENUMERATED {min5, min10, min20, min30, min60,
											min120, min360, min720}		OPTIONAL,	--Need OR
	nextHopChainingCount-r15		NextHopChainingCount		OPTIONAL,	--Cond INACTIVE
	dummy							SEQUENCE{}		OPTIONAL
}

RRC-InactiveConfig-v1610::=		SEQUENCE {
	ran-PagingCycle-v1610				ENUMERATED {rf512, rf1024}
}

RAN-NotificationAreaInfo-r15	::= CHOICE {
	cellList-r15					PLMN-RAN-AreaCellList-r15,
	ran-AreaConfigList-r15			PLMN-RAN-AreaConfigList-r15
}

PLMN-RAN-AreaCellList-r15	::=	SEQUENCE (SIZE (1..maxPLMN-r15)) OF PLMN-RAN-AreaCell-r15

PLMN-RAN-AreaCell-r15	::=		SEQUENCE {
	plmn-Identity-r15				PLMN-Identity	OPTIONAL,
	ran-AreaCells-r15				SEQUENCE (SIZE (1..32)) OF CellIdentity
}

PLMN-RAN-AreaConfigList-r15	::=	SEQUENCE (SIZE (1..maxPLMN-r15)) OF PLMN-RAN-AreaConfig-r15

PLMN-RAN-AreaConfig-r15	::=	SEQUENCE {
	plmn-Identity-r15			PLMN-Identity	OPTIONAL,
	ran-Area-r15				SEQUENCE (SIZE (1..16)) OF	RAN-AreaConfig-r15
}

RAN-AreaConfig-r15	::=	SEQUENCE {
	trackingAreaCode-5GC-r15	TrackingAreaCode-5GC-r15,
	ran-AreaCodeList-r15		SEQUENCE (SIZE (1..32)) OF RAN-AreaCode-r15	OPTIONAL	--Need OR
}

CarrierFreqListUTRA-TDD-r10 ::=			SEQUENCE (SIZE (1..maxFreqUTRA-TDD-r10)) OF ARFCN-ValueUTRA

IdleModeMobilityControlInfo ::=		SEQUENCE {
	freqPriorityListEUTRA				FreqPriorityListEUTRA			OPTIONAL,		-- Need ON
	freqPriorityListGERAN				FreqsPriorityListGERAN			OPTIONAL,		-- Need ON
	freqPriorityListUTRA-FDD			FreqPriorityListUTRA-FDD		OPTIONAL,		-- Need ON
	freqPriorityListUTRA-TDD			FreqPriorityListUTRA-TDD		OPTIONAL,		-- Need ON
	bandClassPriorityListHRPD			BandClassPriorityListHRPD		OPTIONAL,		-- Need ON
	bandClassPriorityList1XRTT			BandClassPriorityList1XRTT		OPTIONAL,		-- Need ON
	t320								ENUMERATED {
											min5, min10, min20, min30, min60, min120, min180,
											spare1}						OPTIONAL,		-- Need OR
	...,
	[[	freqPriorityListExtEUTRA-r12		FreqPriorityListExtEUTRA-r12		OPTIONAL		-- Need ON
	]],
	[[	freqPriorityListEUTRA-v1310			FreqPriorityListEUTRA-v1310			OPTIONAL,		-- Need ON
		freqPriorityListExtEUTRA-v1310		FreqPriorityListExtEUTRA-v1310		OPTIONAL		-- Need ON
	]],
	[[	freqPriorityListNR-r15				FreqPriorityListNR-r15		OPTIONAL		-- Need ON
	]]
}

IdleModeMobilityControlInfo-v9e0 ::=	SEQUENCE {
	freqPriorityListEUTRA-v9e0			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v9e0
}

FreqPriorityListEUTRA ::=			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListExtEUTRA-r12 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-r12

FreqPriorityListEUTRA-v1310 ::=			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityListExtEUTRA-v1310 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityEUTRA ::=				SEQUENCE {
	carrierFreq							ARFCN-ValueEUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityEUTRA-v9e0 ::=			SEQUENCE {
	carrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0		OPTIONAL	-- Cond EARFCN-max
}

FreqPriorityEUTRA-r12 ::=				SEQUENCE {
	carrierFreq-r12							ARFCN-ValueEUTRA-r9,
	cellReselectionPriority-r12				CellReselectionPriority
}

FreqPriorityEUTRA-v1310 ::=				SEQUENCE {
	cellReselectionSubPriority-r13				CellReselectionSubPriority-r13		OPTIONAL		-- Need ON
}

FreqPriorityListNR-r15 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR-r15

FreqPriorityNR-r15 ::=			SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	cellReselectionPriority-r15			CellReselectionPriority,
	cellReselectionSubPriority-r15		CellReselectionSubPriority-r13		OPTIONAL		-- Need OR
}

FreqsPriorityListGERAN ::=			SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=				SEQUENCE {
	carrierFreqs						CarrierFreqsGERAN,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-FDD ::=		SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-TDD ::=		SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityListHRPD ::=		SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD

BandClassPriorityHRPD ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityList1XRTT ::=	SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT

BandClassPriority1XRTT ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

CellInfoListGERAN-r9 ::=		SEQUENCE (SIZE (1..maxCellInfoGERAN-r9)) OF CellInfoGERAN-r9

CellInfoGERAN-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdGERAN,
	carrierFreq-r9						CarrierFreqGERAN,
	systemInformation-r9				SystemInfoListGERAN
}

CarrierInfoNR-r15	::= SEQUENCE {
	carrierFreq-r15					ARFCN-ValueNR-r15,
	subcarrierSpacingSSB-r15			ENUMERATED {kHz15, kHz30, kHz120, kHz240},
	smtc-r15							MTC-SSB-NR-r15				OPTIONAL		-- Need OP
}

CellInfoListUTRA-FDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-FDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-TDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r10 ::=		SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r10

CellInfoUTRA-TDD-r10 ::=			SEQUENCE {
	physCellId-r10						PhysCellIdUTRA-TDD,
	carrierFreq-r10						ARFCN-ValueUTRA,
	utra-BCCH-Container-r10				OCTET STRING
}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	altFreqPriorities
Indicates that the UE shall apply the alternative cell reselectionpriorities, when available. This field is not configured together with idleModeMobilityControlInfo.

	carrierFreq or bandClass
The carrier frequency (UTRA, E-UTRA, and NR) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied. For NR, the ARFCN-ValueNR corresponds to a GSCN value as specified in TS 38.101 [85].

	carrierFreqs
The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList
Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	cellList
Indicates a list of cells configured as RAN area. For each element, in the absence of plmn-Identity the UE considers the registered PLMN. Total number of cells across all PLMNs does not exceed 32.

	cn-Type
The cn-Type is used to indicate that the UE is redirected from 5GC to EPC or 5GC when redirectedCarrierInfo indicates E-UTRA frequency.

	drb-ContinueROHC
This field indicates whether to continue or reset the header compression protocol context for the DRBs configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues when UE initiates UP-EDT in the same cell, while absence indicates that the header compression protocol context is reset. 

	dummy
This field is not used in the specification. If received it shall be ignored by the UE.

	extendedWaitTime
Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX
Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 and/or freqPriorityListEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix). Field freqPriorityListExt includes additional neighbouring inter-frequencies, i.e. extending the size of the inter-frequency carrier list using the general principles specified in 5.1.2. EUTRAN only includes freqPriorityListExtEUTRA if freqPriorityListEUTRA (i.e without suffix) includes maxFreq entries. If E-UTRAN includes freqPriorityListExtEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListExtEUTRA-r12.

	idleModeMobilityControlInfo
Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4]. For E-UTRA and UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. regardless of the ARFCN that is used).

	measIdleConfig
Indicates a one-shot measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	mpsPriorityIndication
Indicates the UE can set the establishment cause to highPriorityAccess for a new connection to a new RAT following a redirect to E-UTRA. If the target RAT is NR, see TS 38.331 [82]. The eNB/ng-eNB sets the indication only for UEs authorized to receive MPS treatment as indicated by ARP and/or QoS characteristics at the eNB/ng-eNB, and it is applicable only for this instance of release with redirection to carrier/RAT included in the redirectedCarrierInfo field in the RRCConnectionRelease message.

	noLastCellUpdate
Presence of the field indicates that the last used cell for (G)WUS shall not be updated.

	periodic-RNAU-timer
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or RAN area code(s) to configure a UE. Total number of TACs across all PLMNs does not exceed 16. Total number of RAN-AreaCode across all PLMNs does not exceed 32.

	ran-NotificationAreaInfo
Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ranAreaConfigList
Indicates a list of RAN area codes or RA code(s) as RAN area. For each element, in the absence of plmn-Identity the UE considers the registered PLMN.

	ran-pagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	redirectedCarrierInfo
The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4]. The value geran can only be included after successful security activation when UE is connected to 5GC.

	releaseCause
The releaseCause is used to indicate the reason for releasing the RRC Connection. The cause value cs-FallbackHighPriority is only applicable when redirectedCarrierInfo is present with the value set to utra-FDD, utra-TDD or utra-TDD-r10. E-UTRAN should not set the releaseCause to loadBalancingTAURequired or to cs-FallbackHighPriority if the extendedWaitTime is present. The network should not set the releaseCause to loadBalancingTAURequired if the UE is connected to 5GC. The network does not set the releaseCause to rrc-Suspend if the UE is configured with a DAPS bearer, i.e. if source PCell resources after a DAPS handover have not been released.

	releaseIdleMeasConfig
Indicates that the UE shall release the idle/inactive measurement configurations, if configured.

	rrc-InactiveConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure this field when the UE is redirected to an inter-RAT carrier frequency or if the UE is configured with a DAPS bearer.

	smtc
The SSB periodicity/offset/duration configuration of the redirected target NR frequency. It is based on the timing reference of EUTRAN PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing

	subcarrierSpacingSSB
Indicate subcarrier spacing of SSB of redirected target NR frequency. Only the values 15 or 30 (FR1), 120 kHz or 240 kHz (FR2) are applicable.

	systemInformation
Container for system information of the GERAN cell i.e. one or more System Information (SI) messages as defined in TS 44.018 [45], table 9.1.1. 

	t320
Timer T320 as described in clause 7.3. Value minN corresponds to N minutes.

	t323
Timer T323 as described in clause 7.3. Value minN corresponds to N minutes.

	utra-BCCH-Container
Contains System Information Container message as defined in TS 25.331 [19].

	waitTime
Wait time value in seconds.



	Conditional presence
	Explanation

	5GC
	The field is optionally present, Need ON, if the UE is connected to 5GC; otherwise the field is not present.

	BLCE-IDLEeDRX
	The field is optionally present, Need OR, if the UE is a BL UE or UE in CE and the UE is connected to 5GC and IDLE mode eDRX is configured and ran-PagingCycle-r15 is absent; otherwise the field is not present.

	EARFCN-max
	The field is mandatory present if the corresponding carrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	EarlySec
	When the UE is connected to 5GC, the field is mandatory present. When the UE is connected to EPC, the field is optionally present, Need ON, if the UE supports UP-EDT or UP transmission using PUR or early security reactivation and releaseCause is set to rrc-Suspend; otherwise the field is not present.

	IdleInfoEUTRA
	The field is optionally present, Need OP, if the IdleModeMobilityControlInfo (i.e. without suffix) is included and includes freqPriorityListEUTRA; otherwise the field is not present.

	INACTIVE
	The field is mandatory present in this release.

	NoRedirect-r8
	The field is optionally present, Need OP, if the redirectedCarrierInfo (i.e. without suffix) is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, Need ON, if the redirectedCarrierInfo is included and set to geran, utra-FDD, utra-TDD or utra-TDD-r10; otherwise the field is not present.

	Redirection2
	The field is optionally present, Need OR, if redirectedCarrierInfo is included; otherwise the field is not present.

	UP-EDTorPUR
	The field is optionally present, Need ON, if the UE supports UP-EDT or UP transmission using PUR and releaseCause is set to rrc-Suspend; otherwise the field is not present.



–	RRCConnectionRequest
The RRCConnectionRequest message is used to request the establishment of an RRC connection.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: UE to E‑UTRAN
RRCConnectionRequest message
-- ASN1START

RRCConnectionRequest ::=			SEQUENCE {
	criticalExtensions					CHOICE {
		rrcConnectionRequest-r8				RRCConnectionRequest-r8-IEs,
		rrcConnectionRequest-r15			RRCConnectionRequest-5GC-r15-IEs
	}
}

RRCConnectionRequest-r8-IEs ::=		SEQUENCE {
	ue-Identity							InitialUE-Identity,
	establishmentCause					EstablishmentCause,
	spare								BIT STRING (SIZE (1))
}

RRCConnectionRequest-5GC-r15-IEs ::=	SEQUENCE {
	ue-Identity-r15								InitialUE-Identity-5GC-r15,
	establishmentCause-r15		 				EstablishmentCause-5GC-r15,
	spare									BIT STRING (SIZE (1))
}

InitialUE-Identity ::=				CHOICE {
	s-TMSI								S-TMSI,
	randomValue							BIT STRING (SIZE (40))
}

InitialUE-Identity-5GC-r15 ::=			CHOICE {
	ng-5G-S-TMSI-Part1					BIT STRING (SIZE (40)),
	randomValue							BIT STRING (SIZE (40))
}


EstablishmentCause ::=				ENUMERATED {
										emergency, highPriorityAccess, mt-Access, mo-Signalling,
										mo-Data, delayTolerantAccess-v1020, mo-VoiceCall-v1280, spare1}

EstablishmentCause-5GC-r15 ::=			ENUMERATED {
										emergency, highPriorityAccess, mt-Access, mo-Signalling,
										mo-Data, mo-VoiceCall, spare2, spare1}

-- ASN1STOP

	RRCConnectionRequest field descriptions

	establishmentCause
Provides the establishment cause for the RRC connection request as provided by the upper layers. W.r.t. the cause value names: highPriorityAccess concerns AC11..AC15, 'mt' stands for 'Mobile Terminating' and 'mo' for 'Mobile Originating. eNB is not expected to reject a RRCConnectionRequest due to unknown cause value being used by the UE. The cause value of delayTolerantAccess is not used for E-UTRA/5GC in this release.

	randomValue
Integer value in the range 0 to 240  1.

	ng-5G-S-TMSI-Part1
The rightmost 40 bits of 5G-S-TMSI.

	ue-Identity
UE identity included to facilitate contention resolution by lower layers.
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The RRCEarlyDataComplete message is used to confirm the successful completion of the CP-EDT procedure.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: E‑UTRAN to UE
RRCEarlyDataComplete message
-- ASN1START

RRCEarlyDataComplete-r15 ::=		SEQUENCE {
	criticalExtensions					CHOICE {
		rrcEarlyDataComplete-r15			RRCEarlyDataComplete-r15-IEs,
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCEarlyDataComplete-r15-IEs ::=	SEQUENCE {
	dedicatedInfoNAS-r15				DedicatedInfoNAS					OPTIONAL,	-- Need ON
	extendedWaitTime-r15				INTEGER (1..1800)					OPTIONAL,	-- Need ON
	idleModeMobilityControlInfo-r15		IdleModeMobilityControlInfo			OPTIONAL,	-- Need OP
	idleModeMobilityControlInfoExt-r15	IdleModeMobilityControlInfo-v9e0	OPTIONAL,	-- Cond IdleInfoEUTRA
	redirectedCarrierInfo-r15			RedirectedCarrierInfo-r15-IEs		OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCEarlyDataComplete-v1590-IEs	OPTIONAL
}

RRCEarlyDataComplete-v1590-IEs ::=	SEQUENCE {
	lateNonCriticalExtension				OCTET STRING					OPTIONAL,
	nonCriticalExtension					SEQUENCE {}					OPTIONAL
}

RedirectedCarrierInfo-r15-IEs ::=	CHOICE {
	eutra-r15						ARFCN-ValueEUTRA-r9,
	geran-r15						CarrierFreqsGERAN,
	utra-FDD-r15					ARFCN-ValueUTRA,
	cdma2000-HRPD-r15				CarrierFreqCDMA2000,
	cdma2000-1xRTT-r15				CarrierFreqCDMA2000,
	utra-TDD-r15					CarrierFreqListUTRA-TDD-r10
}

-- ASN1STOP

	RRCEarlyDataComplete field descriptions

	extendedWaitTime
Value in seconds for the wait time for Delay Tolerant access requests.



	Conditional presence
	Explanation

	IdleInfoEUTRA
	The field is optionally present, Need OP, if the IdleModeMobilityControlInfo-r15 is included and includes freqPriorityListEUTRA; otherwise the field is not present.
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–	AntennaInfo
The IE AntennaInfoCommon and the AntennaInfoDedicated are used to specify the common and the UE specific antenna configuration respectively.
AntennaInfo information elements
-- ASN1START

AntennaInfoCommon ::=				SEQUENCE {
	antennaPortsCount					ENUMERATED {an1, an2, an4, spare1}
}

AntennaInfoDedicated ::=			SEQUENCE {
	transmissionMode					ENUMERATED {
											tm1, tm2, tm3, tm4, tm5, tm6,
											tm7, tm8-v920},
	codebookSubsetRestriction			CHOICE {
		n2TxAntenna-tm3						BIT STRING (SIZE (2)),
		n4TxAntenna-tm3						BIT STRING (SIZE (4)),
		n2TxAntenna-tm4						BIT STRING (SIZE (6)),
		n4TxAntenna-tm4						BIT STRING (SIZE (64)),
		n2TxAntenna-tm5						BIT STRING (SIZE (4)),
		n4TxAntenna-tm5						BIT STRING (SIZE (16)),
		n2TxAntenna-tm6						BIT STRING (SIZE (4)),
		n4TxAntenna-tm6						BIT STRING (SIZE (16))
	}		OPTIONAL,															-- Cond TM
	ue-TransmitAntennaSelection			CHOICE{
		release							NULL,
		setup							ENUMERATED {closedLoop, openLoop}
	}
}

AntennaInfoDedicated-v920 ::=		SEQUENCE {
	codebookSubsetRestriction-v920		CHOICE {
		n2TxAntenna-tm8-r9					BIT STRING (SIZE (6)),
		n4TxAntenna-tm8-r9					BIT STRING (SIZE (32))
[bookmark: OLE_LINK26][bookmark: OLE_LINK80]	}		OPTIONAL															-- Cond TM8
}

AntennaInfoDedicated-r10 ::=		SEQUENCE {
	transmissionMode-r10				ENUMERATED {
											tm1, tm2, tm3, tm4, tm5, tm6, tm7, tm8-v920,
											tm9-v1020, tm10-v1130, spare6, spare5, spare4,
											spare3, spare2, spare1},
	codebookSubsetRestriction-r10		BIT STRING			OPTIONAL,			-- Cond TMX
	ue-TransmitAntennaSelection		CHOICE{
		release							NULL,
		setup							ENUMERATED {closedLoop, openLoop}
	}
}

AntennaInfoDedicated-v10i0::=	SEQUENCE {
	maxLayersMIMO-r10			ENUMERATED {twoLayers, fourLayers, eightLayers}		OPTIONAL	-- Need OR
}

AntennaInfoDedicated-v1250 ::=		SEQUENCE {
	alternativeCodebookEnabledFor4TX-r12	BOOLEAN
}

AntennaInfoDedicated-v1430 ::=		SEQUENCE {
	ce-UE-TxAntennaSelection-config-r14			ENUMERATED {on}		OPTIONAL	-- Need OR
}

AntennaInfoDedicatedSTTI-r15 ::=	CHOICE {
	release								NULL,
	setup								SEQUENCE {
		transmissionModeDL-MBSFN-r15		ENUMERATED {tm9, tm10}		OPTIONAL,	-- Need OR
		transmissionModeDL-nonMBSFN-r15	ENUMERATED {tm1, tm2, tm3, tm4, tm6, tm8, tm9,
														tm10}		OPTIONAL,	-- _Need OR
		codebookSubsetRestriction			CHOICE {
			n2TxAntenna-tm3-r15					BIT STRING (SIZE (2)),
			n4TxAntenna-tm3-r15					BIT STRING (SIZE (4)),
			n2TxAntenna-tm4-r15					BIT STRING (SIZE (6)),
			n4TxAntenna-tm4-r15					BIT STRING (SIZE (64)),
			n2TxAntenna-tm5-r15					BIT STRING (SIZE (4)),
			n4TxAntenna-tm5-r15					BIT STRING (SIZE (16)),
			n2TxAntenna-tm6-r15					BIT STRING (SIZE (4)),
			n4TxAntenna-tm6-r15					BIT STRING (SIZE (16)),
			n2TxAntenna-tm8-r15					BIT STRING (SIZE (6)),
			n4TxAntenna-tm8-r15					BIT STRING (SIZE (64)),
			n2TxAntenna-tm9and10-r15			BIT STRING (SIZE (6)),
			n4TxAntenna-tm9and10-r15			BIT STRING (SIZE (96)),
			n8TxAntenna-tm9and10-r15			BIT STRING (SIZE (109))
		}		OPTIONAL,															-- Cond TM
		maxLayersMIMO-STTI-r15			ENUMERATED {twoLayers, fourLayers}	OPTIONAL, -- Need OR
		slotSubslotPDSCH-TxDiv-2Layer-r15	BOOLEAN,
		slotSubslotPDSCH-TxDiv-4Layer-r15	BOOLEAN
	}
}

AntennaInfoDedicated-v1530 ::=		CHOICE {
	release								NULL,
	setup								CHOICE {
		ue-TxAntennaSelection-SRS-1T4R-Config-r15			NULL,	
		ue-TxAntennaSelection-SRS-2T4R-NrOfPairs-r15			ENUMERATED {two, three}
	}
}

-- ASN1STOP

	AntennaInfo field descriptions

	alternativeCodebookEnabledFor4TX
Indicates whether code book in TS 36.213 [23] Table 7.2.4-0A to Table 7.2.4-0D is being used for deriving CSI feedback and reporting. E-UTRAN only configures the field if the UE is configured with a) tm8 with 4 CRS ports, tm9 or tm10 with 4 CSI-RS ports and b) PMI/RI reporting.

	antennaPortsCount
Parameter represents the number of cell specific antenna ports where an1 corresponds to 1, an2 to 2 antenna ports etc. see TS 36.211 [21], clause 6.2.1.

	ce-ue-TxAntennaSelection-config
Configuration of UL closed-loop transmit antenna selection for non-BL UE in CE Mode A, see TS 36.212 [22].

	codebookSubsetRestriction
Parameter: codebookSubsetRestriction, see TS 36.213 [23], clause 7.2 and TS 36.211 [21], clause 6.3.4.2.3. The number of bits in the codebookSubsetRestriction for applicable transmission modes is defined in TS 36.213 [23], Table 7.2-1b. If the UE is configured with transmissionMode tm8, E-UTRAN configures the field codebookSubsetRestriction if PMI/RI reporting is configured. If the UE is configured with transmissionMode tm9, E-UTRAN configures the field codebookSubsetRestriction if PMI/RI reporting is configured and if the number of CSI-RS ports is greater than 1. E-UTRAN does not configure the field codebookSubsetRestriction in other cases where the UE is configured with transmissionMode tm8 or tm9. Furthermore, E-UTRAN does not configure the field codebookSubsetRestriction if the UE is configured with eMIMO-Type unless it is set to beamformed, alternativeCodebookEnabledBeamformed is set to FALSE and csi-RS-ConfigNZPIdListExt is not configured.

	maxLayersMIMO
Indicates the maximum number of layers for spatial multiplexing used to determine the rank indication bit width and Kc determination of the soft buffer size for the corresponding serving cell according to TS 36.212 [22]. EUTRAN configures this field only when transmissionMode is set to tm3, tm4, tm9 or tm10 for the corresponding serving cell. When configuring the field for a serving cell which transmissionMode is set to tm3 or tm4, EUTRAN only configures value fourLayers: For a serving cell which transmissionMode is set to tm9 or tm10, EUTRAN only configures the field only if intraBandContiguousCC-InfoList or FeatureSetDL-PerCC is indicated for the band and the band combination of the corresponding serving cell or the UE supports maxLayersMIMO-Indication.

	maxLayersMIMO-STTI
Indicates the maximum number of layers, for each serving cell, to be used when determining if the shifted DMRS pattern is applicable TS 36.211 [21], clause 6.10.3.2.

	slotSubslotPDSCH-TxDiv-2Layer, slotSubslotPDSCH-TxDiv-4Layer
Indicates the table to be used in case of dynamic TX diversity fallback for TM9 and 10 for up to 2-layer/4-layer slot or subslot PDSCH operation, see TS 36.212 [22], clause 5.3.3.1.22.

	transmissionMode
Points to one of Transmission modes defined in TS 36.213 [23], clause 7.1, where tm1 refers to transmission mode 1, tm2 to transmission mode 2 etc.

	[bookmark: _Hlk500758465]transmissionModeDL-MBSFN
Indicates, for MBSFN, the transmission mode as defined in TS 36.213 [23], clause 7.1, where tm1 refers to transmission mode 1, tm2 to transmission mode 2 etc for slot or subslot operation. In case of FDD, TM8 is not applicable. 

	[bookmark: _Hlk500758483]transmissionModeDL-nonMBSFN
Indicates, for non-MBSFN, the transmission mode as defined in TS 36.213 [23], clause 7.1, where tm1 refers to transmission mode 1, tm2 to transmission mode 2 etc. for slot or subslot operation. In case of FDD, TM8 is not applicable.

	ue-TransmitAntennaSelection
For value setup, the field indicates whether UE transmit antenna selection control is closed-loop or open-loop as described in TS 36.213 [23], clause 8.7.

	ue-TxAntennaSelection-SRS-1T4R-Config
Configuration of UL closed-loop transmit antenna selection for UE to select one antenna among four antennas to transmit SRS for the corresponding serving cell as described in TS 36.213 [23]. When ue-TxAntennaSelection-SRS-1T4R-Config and ue-TransmitAntennaSelection are configured simultaneously for a given serving cell, the UE selects one of the first two antennas for PUSCH transmission and selects one antenna among four antennas at each SRS instance for SRS transmission for the corresponding serving cell as described in TS 36.213 [23]. 

	ue-TxAntennaSelection-SRS-2T4R-NrOfPairs
Presence of the field indicates configuration of UL closed-loop transmit antenna selection for UE to select two antennas among four antennas to transmit SRS simultaneously for the corresponding serving cell as described in TS 36.213 [23]. Further, the field indicates the number of antenna pairs to select from for SRS transmission for a given serving cell as described in TS 36.213 [23]. Value two indicates the UE to select one antenna pair between two antenna pairs to transmit SRS simultaneously at each SRS instance for the corresponding serving cell. Value three indicates the UE to select one antenna pair among three antenna pairs to transmit SRS simultaneously at each SRS instance for the corresponding serving cell. EUTRAN does not simultaneously configure ue-TransmitAntennaSelection and ue-TxAntennaSelection-SRS-2T4R-NrOfPairs for a given serving cell.



	Conditional presence
	Explanation

	TM
	The field is mandatory present if the transmissionMode is set to tm3, tm4, tm5 or tm6. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TM8
	The field is optional present, need OR, if AntennaInfoDedicated is included and transmissionMode is set to tm8. If AntennaInfoDedicated is included and transmissionMode is set to a value other than tm8, the field is not present and the UE shall delete any existing value for this field. Otherwise the field is not present.

	TMX
	The field is mandatory present if the transmissionMode-r10 is set to tm3, tm4, tm5 or tm6. The field is optionally present, need OR, if the transmissionMode-r10 is set to tm8 or tm9. Otherwise the field is not present and the UE shall delete any existing value for this field.
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–	MobilityControlInfo
The IE MobilityControlInfo includes parameters relevant for network controlled mobility to/within E‑UTRA.
MobilityControlInfo information element
-- ASN1START

MobilityControlInfo ::=		SEQUENCE {
	targetPhysCellId					PhysCellId,
	carrierFreq							CarrierFreqEUTRA					OPTIONAL,	-- Cond HO-toEUTRA2
	carrierBandwidth					CarrierBandwidthEUTRA				OPTIONAL,	-- Cond HO-toEUTRA
	additionalSpectrumEmission			AdditionalSpectrumEmission			OPTIONAL,	-- Cond HO-toEUTRA
	t304								ENUMERATED {
											ms50, ms100, ms150, ms200, ms500, ms1000,
											ms2000, ms10000-v1310},
	newUE-Identity						C-RNTI,
	radioResourceConfigCommon			RadioResourceConfigCommon,
	rach-ConfigDedicated				RACH-ConfigDedicated				OPTIONAL,	-- Need OP
	...,
	[[	carrierFreq-v9e0				CarrierFreqEUTRA-v9e0				OPTIONAL	-- Need ON
	]],
	[[	drb-ContinueROHC-r11			ENUMERATED {true}					OPTIONAL	-- Cond HO
	]],
	[[	mobilityControlInfoV2X-r14	MobilityControlInfoV2X-r14				OPTIONAL,	-- Need ON
		handoverWithoutWT-Change-r14	ENUMERATED {keepLWA-Config, sendEndMarker}	OPTIONAL,	-- Cond HO
		makeBeforeBreak-r14				ENUMERATED {true}					OPTIONAL,	-- Need OR
		rach-Skip-r14					RACH-Skip-r14						OPTIONAL,	-- Need OR
		sameSFN-Indication-r14			ENUMERATED {true}					OPTIONAL	-- Cond HO-SFNsynced
	]],
	[[
		mib-RepetitionStatus-r14		BOOLEAN								OPTIONAL,	-- Need OR
		schedulingInfoSIB1-BR-r14		INTEGER (0..31)						OPTIONAL	-- Cond HO-SFNsynced
	]],
	[[	daps-Config-r16					DAPS-Config-r16						OPTIONAL	-- Cond NotFullConfigHO
	]]
}

MobilityControlInfo-v10l0 ::=		SEQUENCE {
	additionalSpectrumEmission-v10l0	AdditionalSpectrumEmission-v10l0	OPTIONAL	-- Need ON
}

MobilityControlInfoSCG-r12 ::=		SEQUENCE {
	t307-r12							ENUMERATED {
											ms50, ms100, ms150, ms200, ms500, ms1000,
											ms2000, spare1},
	ue-IdentitySCG-r12					C-RNTI							OPTIONAL,	-- Cond SCGEst,
	rach-ConfigDedicated-r12			RACH-ConfigDedicated			OPTIONAL,	-- Need OP
	cipheringAlgorithmSCG-r12		CipheringAlgorithm-r12		OPTIONAL,	-- Need ON
	...,
	[[	makeBeforeBreakSCG-r14			ENUMERATED {true}				OPTIONAL,	-- Need OR
		rach-SkipSCG-r14				RACH-Skip-r14					OPTIONAL	-- Need OR
	]]
}

MobilityControlInfoV2X-r14 ::=	SEQUENCE {
	v2x-CommTxPoolExceptional-r14		SL-CommResourcePoolV2X-r14		OPTIONAL,		-- Need OR
	v2x-CommRxPool-r14					SL-CommRxPoolListV2X-r14		OPTIONAL,		-- Need OR
	v2x-CommSyncConfig-r14				SL-SyncConfigListV2X-r14		OPTIONAL,		-- Need OR
	cbr-MobilityTxConfigList-r14		SL-CBR-CommonTxConfigList-r14	OPTIONAL		-- Need OR
}

CarrierBandwidthEUTRA ::=			SEQUENCE {
	dl-Bandwidth						ENUMERATED {
												n6, n15, n25, n50, n75, n100, spare10,
												spare9, spare8, spare7, spare6, spare5,
												spare4, spare3, spare2, spare1},
	ul-Bandwidth						ENUMERATED {
												n6, n15, n25, n50, n75, n100, spare10,
												spare9, spare8, spare7, spare6, spare5,
												spare4, spare3, spare2, spare1}	OPTIONAL -- Need OP
}

CarrierFreqEUTRA ::=				SEQUENCE {
	dl-CarrierFreq						ARFCN-ValueEUTRA,
	ul-CarrierFreq						ARFCN-ValueEUTRA				OPTIONAL	-- Cond FDD
}

CarrierFreqEUTRA-v9e0 ::=			SEQUENCE {
	dl-CarrierFreq-v9e0					ARFCN-ValueEUTRA-r9,
	ul-CarrierFreq-v9e0					ARFCN-ValueEUTRA-r9			OPTIONAL	-- Cond FDD
}

DAPS-Config-r16 ::=					SEQUENCE {
	daps-PowerCoordinationInfo-r16		DAPS-PowerCoordinationInfo-r16	OPTIONAL,	-- Need ON
	...
}

DAPS-PowerCoordinationInfo-r16 ::=	SEQUENCE {
	p-DAPS-Source-r16					INTEGER (1..16),
	p-DAPS-Target-r16					INTEGER (1..16),
	powerControlMode-r16				INTEGER (1..2)
}

RACH-Skip-r14 ::=					SEQUENCE {
	targetTA-r14					CHOICE {
		ta0-r14							NULL,
		mcg-PTAG-r14						NULL,
		scg-PTAG-r14						NULL,
		mcg-STAG-r14					STAG-Id-r11,
		scg-STAG-r14					STAG-Id-r11
	},
	ul-ConfigInfo-r14				SEQUENCE {
		numberOfConfUL-Processes-r14			INTEGER (1..8),
		ul-SchedInterval-r14			ENUMERATED {sf2, sf5, sf10},
		ul-StartSubframe-r14			INTEGER (0..9),
		ul-Grant-r14					BIT STRING (SIZE (16))
	}																OPTIONAL	-- Need OR
}

-- ASN1STOP

	MobilityControlInfo field descriptions

	additionalSpectrumEmission
For a UE with no SCells configured for UL in the same band as the PCell, the UE shall apply the value for the PCell instead of the corresponding value from SystemInformationBlockType2 or SystemInformationBlockType1. For a UE with SCell(s) configured for UL in the same band as the PCell, the UE shall, in case all SCells configured for UL in that band are released after handover completion, apply the value for the PCell instead of the corresponding value from SystemInformationBlockType2 or SystemInformationBlockType1. The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42], table 6.2.4-1, for UEs neither in CE nor BL UEs and TS 36.101 [42], table 6.2.4E-1, for UEs in CE or BL UEs.

	carrierBandwidth
Provides the parameters Downlink bandwidth, and Uplink bandwidth, see TS 36.101 [42].

	carrierFreq
Provides the EARFCN to be used by the UE in the target cell.

	cbr-MobilityTxConfigList
Indicates the list of CBR ranges and the list of PSSCH transmission parameter configurations available to configure congestion control to the UE for V2X sidelink communication during handover.

	cipheringAlgorithmSCG
Indicates the ciphering algorithm to be used for SCG DRBs. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	dl-Bandwidth
Parameter: Downlink bandwidth, see TS 36.101 [42].

	drb-ContinueROHC
This field indicates whether to continue or reset, for this handover, the header compression protocol context for the RLC UM bearers configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues while absence indicates that the header compression protocol context is reset. E-UTRAN includes the field only in case of a handover within the same eNB. This field does not apply to any configured DAPS bearers.

	handoverWithoutWT-Change
Indicates whether UE performs handover where LWA configuration is retained with the same WT If sendEndMarker is configured, the LWA end-marker for PDCP key change indication is used as defined in [8]. If value keepLWA-Config is configured, LWA end marker is not used and UE shall only retain the LWA configuration.

	makeBeforeBreak
Indicates that the UE shall continue uplink transmission/ downlink reception with the source cell(s) before performing the first transmission through PRACH to the target intra-frequency PCell, or performing initial PUSCH transmission to the target intra-frequency PCell while rach-Skip is configured.

	makeBeforeBreakSCG
Indicates that the UE shall continue uplink transmission/ downlink reception with the source cell(s) before performing the first transmission through PRACH to the target intra-frequency PSCell, or performing initial PUSCH transmission to the target intra-frequency PSCell while rach-SkipSCG is configured.

	mib-RepetitionStatus
Indicates whether additional MIB repetition is enabled in the target cell or not. Value TRUE indicates additional MIB repetition is enabled in the target cell. Value FALSE indicates additional MIB repetition is not enabled in the target cell. The absence of this field indicates additional MIB repetition may or may not be enabled in the target cell. See 5.2.1.2 and TS 36.211 [21], clause 6.4.1. This field is applicable to BL UE or UE in CE.

	mobilityControlInfoV2X
Indicates the sidelink configurations of the target cell for V2X sidelink communication during handover.

	numberOfConfUL-Processes
The number of configured HARQ processes for preallocated uplink grant, see TS 36.321 [6], clause 5.20. This field is applicable if a UE is configured with asynchronous HARQ, otherwise it shall be ignored.

	p-DAPS-Source
Indicates the guaranteed power for the source PCell during a DAPS handover, as specified in TS 36.213 [23]. The value N corresponds to N-1 in TS 36.213 [23].

	p-DAPS-Target
Indicates the guaranteed power for the target PCell during a DAPS handover as specified in TS 36.213 [23], Table 5.1.4.2-1. The value N corresponds to N-1 in TS 36.213 [23].

	powerControlMode
Indicates the power control mode used in during a DAPS handover. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in TS 36.213 [23].

	rach-ConfigDedicated
The dedicated random access parameters. If absent the UE applies contention based random access as specified in TS 36.321 [6].

	rach-Skip
This field indicates whether random access procedure for the target PCell is skipped.

	rach-SkipSCG
This field indicates whether random access procedure for the target PSCell is skipped.

	sameSFN-Indication
This field indicates that the target cell has the same SFN as the source cell and that the BL UE or UE in CE is not required to acquire MasterInformationBlock in the target PCell during handover to obtain the SFN of the target cell, as specified in clause 5.3.5.4.

	schedulingInfoSIB1-BR
Indicates the index to the tables that define SystemInformationBlockType1-BR scheduling information. The tables are specified in TS 36.213 [23], Table 7.1.6-1 and Table 7.1.7.2.7-1. Value 0 means SystemInformationBlockType1-BR is not scheduled. If absent when sameSFN-Indication is present, UE assumes that SystemInformationBlockType1-BR scheduling information in target cell may be different from source cell.

	t304
Timer T304 as described in clause 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on. EUTRAN includes extended value ms10000-v1310 only when UE supports CE.

	t307
Timer T307 as described in clause 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on.

	targetTA
This field refers to the timing adjustment indication, see TS 36.213 [23], indicating the NTA value which the UE shall use for the target PTAG of handover or the target PSTAG of SCG change. ta0 corresponds to NTA=0. mcg-PTAG corresponds to the latest NTA value of the PTAG associated with MCG. scg-PTAG corresponds to the latest NTA value of the PTAG associated with SCG. mcg-STAG corresponds to the latest NTA value of a MCG STAG indicated by the STAG-Id. scg-STAG corresponds to the latest NTA value of a SCG STAG indicated by the STAG-Id.

	ul-Bandwidth
Parameter: Uplink bandwidth, see TS 36.101 [42], table 5.6-1. For TDD, the parameter is absent and it is equal to downlink bandwidth. If absent for FDD, apply the same value as applies for the downlink bandwidth.

	ul-Grant
Indicates the resources of the target PCell/PSCell to be used for the uplink transmission of PUSCH [23], clause 8.8.

	ul-SchedInterval
Indicates the scheduling interval in uplink, see TS 36.321 [6], clause 5.20. Value in number of sub-frames. Value sf2 corresponds to 2 subframes, sf5 corresponds to 5 subframes and so on.

	ul-StartSubframe
Indicates the subframe in which the UE may initiate the uplink transmission, see TS 36.321 [6], clause 5.20. Value 0 corresponds to subframe number 0, 1 correponds to subframe number 1 and so on. The subframe indicating a valid uplink grant according to the calculation of UL grant configured by ul-StartSubframe and ul-SchedInterval, see TS 36.321 [6], clause 5.20, is the same across all radio frames.

	v2x-CommRxPool
Indicates reception pools for receiving V2X sidelink communication during handover. 

	v2x-CommSyncConfig
Indicates synchronization configurations for performing V2X sidelink communication during handover.

	v2x-CommTxPoolExceptional
Indicates the transmission resources by which the UE is allowed to transmit V2X sidelink communication during handover.



	Conditional presence
	Explanation

	FDD
	The field is mandatory with default value (the default duplex distance defined for the concerned band, as specified in TS 36.101 [42]) in case of "FDD"; otherwise the field is not present.

	HO
	This field is optionally present, need OP, in case of handover within E-UTRA when the fullConfig is not included; otherwise the field is not present.

	HO-SFNsynced
	This field is optionally present, need OP, in case of source E-UTRA and target E-UTRA cells are SFN synchronised.

	HO-toEUTRA
	The field is mandatory present in case of inter-RAT handover to E-UTRA; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is absent if carrierFreq-v9e0 is present. Otherwise it is mandatory present in case of inter-RAT handover to E-UTRA and optionally present, need ON, in all other cases.

	NotFullConfigHO
	This field is optionally present, Need OR, in case of handover within E-UTRA when the fullConfig is not included in the RRCConnectionReconfiguration message. Otherwise the field is not present.

	SCGEst
	This field is mandatory present in case of SCG establishment; otherwise the field is optionally present, need ON.
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–	SCG-Config
This message is used to transfer the SCG radio configuration generated by the SeNB.
Direction: Secondary eNB to master eNB
SCG-Config message
-- ASN1START

SCG-Config-r12 ::=					SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE{
			scg-Config-r12					SCG-Config-r12-IEs,
			spare7 NULL,
			spare6 NULL, spare5 NULL, spare4 NULL,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

SCG-Config-r12-IEs ::=				SEQUENCE {
	scg-RadioConfig-r12					SCG-ConfigPartSCG-r12				OPTIONAL,
	nonCriticalExtension					SCG-Config-v12i0a-IEs				OPTIONAL
}

SCG-Config-v12i0a-IEs ::=				SEQUENCE {
	-- Following field is only for late non-critical extensions from REL-12
	lateNonCriticalExtension			OCTET STRING (CONTAINING SCG-Config-v12i0b-IEs)	OPTIONAL,
	nonCriticalExtension				SCG-Config-v13c0-IEs				OPTIONAL
}

SCG-Config-v12i0b-IEs ::=				SEQUENCE {
	scg-RadioConfig-v12i0				SCG-ConfigPartSCG-v12f0			OPTIONAL,	-- Need ON
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}

SCG-Config-v13c0-IEs ::=				SEQUENCE {
	scg-RadioConfig-v13c0				SCG-ConfigPartSCG-v13c0				OPTIONAL,
	-- Following field is only for late non-critical extensions from REL-13 onwards
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

-- ASN1STOP

	SCG-Config field descriptions

	scg-RadioConfig-r12
Includes the change of the dedicated SCG configuration and, upon addition of an SCG cell, the common SCG configuration.
The SeNB only includes a new SCG cell in response to a request from MeNB, but may include release of an SCG cell release or release of the SCG part of an SCG/Split DRB without prior request from MeNB. The SeNB does not use this field to initiate release of the SCG.



END OF CHANGE
