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	Reason for change:
	RAN3 has discussed the issue on how the anchor NG-RAN node could generate the security key during UE context retrieval procedure in case of the NPN-only cell, and at RAN3#116-e it was agreed that the configuration option (i.e. configuring the cellIdentity of the first entry of the plmn-IdentityInfoList with the same value as the cellIdentity-r16 of the first entry in the npn-IdentityInfoList-r16 for NPN only cell) is adopted, and an LS R3-223928 was sent to RAN2 to notify this agreement and ask RAN2 to update TS 38.331 accordingly.

	
	

	Summary of change:
	· Add the following sentence in the field description of npn-IdentityInfoList: “the cellIdentity of the first entry of the PLMN-IdentityInfoList is set to the same value as the cellIdentity-r16 of the first entry of the NPN-IdentityInfoList. ”
Impact analysis
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If the network is implemented according to this CR while the UE is not, the consequences if not approved will happen.


	
	

	Consequences if not approved:
	The old NG-RAN node cannot calculate the security key during UE context retrieval procedure in case of the NPN-only cell.
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	Change Begins


6.3.2
Radio resource control information elements

<Unchanged Text Omitted>

–
CellAccessRelatedInfo

The IE CellAccessRelatedInfo indicates cell access related information for this cell.
CellAccessRelatedInfo information element

-- ASN1START

-- TAG-CELLACCESSRELATEDINFO-START

CellAccessRelatedInfo   ::=         SEQUENCE {

    plmn-IdentityInfoList               PLMN-IdentityInfoList,

    cellReservedForOtherUse             ENUMERATED {true}             OPTIONAL,   -- Need R

    ...,

    [[

    cellReservedForFutureUse-r16        ENUMERATED {true}             OPTIONAL,   -- Need R

    npn-IdentityInfoList-r16            NPN-IdentityInfoList-r16      OPTIONAL    -- Need R

    ]]

}

-- TAG-CELLACCESSRELATEDINFO-STOP

-- ASN1STOP

	CellAccessRelatedInfo field descriptions

	cellReservedForFutureUse

Indicates whether the cell is reserved, as defined in 38.304 [20] for future use. The field is applicable to all PLMNs and NPNs. This field is ignored by IAB-MT.

	cellReservedForOtherUse
Indicates whether the cell is reserved, as defined in 38.304 [20]. The field is applicable to all PLMNs. This field is ignored by IAB-MT for cell barring determination, but still considered by NPN capable IAB-MT for determination of an NPN-only cell.

	npn-IdentityInfoList

The npn-IdentityInfoList is used to configure a set of NPN-IdentityInfo elements. Each of those elements contains a list of one or more NPN Identities and additional information associated with those NPNs. The total number of PLMNs (identified by a PLMN identity in plmn -IdentityList), PNI-NPNs (identified by a PLMN identity and a CAG-ID), and SNPNs (identified by a PLMN identity and a NID) together in the PLMN-IdentityInfoList and NPN-IdentityInfoList does not exceed 12, except for the NPN-only cells. A PNI-NPN and SNPN can be included only once, and in only one entry of the NPN-IdentityInfoList. In case of NPN-only cells the PLMN-IdentityList contains a single element that does not count to the limit of 12 and the cellIdentity of the first entry of the PLMN-IdentityInfoList is set to the same value as the cellIdentity-r16 of the first entry of the NPN-IdentityInfoList. The NPN index is defined as B+c1+c2+…+c(n-1)+d1+d2+…+d(m-1)+e(i) for the NPN identity included in the n-th entry of NPN-IdentityInfoList and in the m-th entry of npn-Identitylist within that NPN-IdentityInfoList entry, and the i-th entry of its corresponding NPN-Identity, where

- B is the index used for the last PLMN in the PLMN-IdentittyInfoList; in NPN-only cells B is considered 0;

- c(j) is the number of NPN index values used in the j-th NPN-IdentityInfoList entry;

- d(k) is the number of NPN index values used in the k-th npn-IdentityList entry within the n-th NPN-IdentityInfoList entry;
- e(i) is

    - i if the n-th entry of NPN-IdentityInfoList entry is for SNPN(s);

    - 1 if the n-th entry of NPN-IdentityInfoList entry is for PNI-NPN(s).

	plmn-IdentityInfoList

The plmn-IdentityInfoList is used to configure a set of PLMN-IdentityInfo elements. Each of those elements contains a list of one or more PLMN Identities and additional information associated with those PLMNs. A PLMN-identity can be included only once, and in only one entry of the PLMN-IdentityInfoList. The PLMN index is defined as b1+b2+…+b(n-1)+i for the PLMN included at the n-th entry of PLMN-IdentityInfoList and the i-th entry of its corresponding PLMN-IdentityInfo, where b(j) is the number of PLMN-Identity entries in each PLMN-IdentityInfo, respectively.
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