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	Reason for change:
	RRM measurements for FR2-2 cell have been introduced in 36.331. The common understanding is that the UE supporting the HO to FR2-2 should also support the FR2-2 measurement framework. This is currently not clear in 36.306. 

	
	

	Summary of change:
	Clarify in the field descriptions of eutra-5GC-HO-ToNR-TDD-FR2-2-r17 and eutra-EPC-HO-ToNR-TDD-FR2-2-r17 that the UE supporting these features shall also support the corresponding RRM measurements. 

Impact analysis
Impacted 5G architecture options: 
SA, ENDC
Impacted functionality:
FR2-2
Inter-operability: 
· If the UE is implemented according to this CR while the network is not, the network doesn’t know whether the UE supports the FR2-2 measurements or not. However in this case there is no interoperability issue since the UE can be configured with measurements if the network chooses to do this. 
· If the network is implemented according to this CR while the UE is not, the network may configure measurements for FR2-2 which may result in invalid (unsupported) configuration on the UE side if the UE doesn’t support this configuration.

	
	

	Consequences if not approved:
	It is unclear whether the UE supporting HO to FR2-2 also supports the measurements or not. 
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[bookmark: _Toc108824233][bookmark: _Toc29241610][bookmark: _Toc37153079][bookmark: _Toc37237020][bookmark: _Toc46494199][bookmark: _Toc52535093]4.3.34.25	eutra-5GC-HO-ToNR-TDD-FR2-2-r17
This field indicates whether the UE supports handover from E-UTRA/5GC to NR TDD FR2-2 as specified in TS 38.101-x[xx]. A UE that indicates this field also supports eutra-5GC-r15. A UE supporting handover from E-UTRA/5GC to NR TDD FR2-2 shall also support the RRM measurements for FR2-2 as specified in TS 36.331 [5]. 
[bookmark: _Toc108824234]Next Change
4.3.34.26	eutra-EPC-HO-ToNR-TDD-FR2-2-r17
This field indicates whether the UE supports handover from E-UTRA/EPC to NR TDD FR2-2 as specified in TS 38.101-x[xx]. A UE supporting handover from E-UTRA/EPC to NR TDD FR2-2 shall also support the RRM measurements for FR2-2 as specified in TS 36.331 [5].
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