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<Start of Changes>
[bookmark: _Toc27477917][bookmark: _Toc36226610][bookmark: _Toc44323867][bookmark: _Toc52990050][bookmark: _Toc60823246][bookmark: _Toc60825168][bookmark: _Toc69306065]6.2D.4.5	Test requirement
The maximum output power measured shall not exceed the values specified in Table 6.2D.4.5-1.
Table 6.2D.4.5-1: PCMAX configured UE output power
	Configured transmitted power

	Measured UE output power test point 1
	0 dBm ± (7+TT)

	Measured UE output power test point 2
	14 dBm ± (6+TT)

	Measured UE output power test point 3
	18 dBm ± (5+TT)

	Note 1:	TT for each frequency and channel bandwidth is specified in Table 6.2D.4.5-2.
Note 2:	In addition note 2 in Table 6.2D.1.3-1 shall apply to the tolerances.



Table 6.2D.4.5-2: Test Tolerance (Configured transmitted power for UL MIMO)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	0.7
	1.0

	40MHz < BW ≤ 100MHz
	1.0
	1.0



For the UE which supports inter-band NR CA configuration, inter-band NR-DC configuration, SUL configuration or inter-band EN-DC configuration, ΔTIB,c as specified in 6.2A.4.0.2 for NR CA, 6.2B.4.0.2 for NR-DC, clause 6.2C.2 for SUL, or TS 38.521-3 [14] clause 6.2B.4.2 for EN-DC applies. Unless otherwise stated, ΔTIB,c is set to zero. In case the UE supports more than one of band combinations for CA, NR-DC, SUL or EN-DC, and an operating band belongs to more than one band combinations then
a)	When the operating band frequency range is ≤ 1 GHz, the applicable additional ΔTIB,c shall be the average value for all band combinations defined in clause 6.2A.4.0.2, 6.2B.4.0.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.521-3 [14], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ΔTIB,c among the different supported band combinations involving such band shall be applied.
b)	When the operating band frequency range is > 1 GHz, the applicable additional ΔTIB,c shall be the maximum value for all band combinations defined in clause 6.2A.4.0.2, 6.2B.4.0.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.521-3 [14] for the applicable operating bands.
6.2D.4_1	Configured transmitted power for SUL with UL MIMO
[bookmark: _Toc27477910][bookmark: _Toc36226603][bookmark: _Toc44323860][bookmark: _Toc52990043][bookmark: _Toc60823239][bookmark: _Toc60825161][bookmark: _Toc69306058]6.2D.4_1.1	Test purpose
Same test purpose as in clause 6.2D.4.1.
[bookmark: _Toc27477911][bookmark: _Toc36226604][bookmark: _Toc44323861][bookmark: _Toc52990044][bookmark: _Toc60823240][bookmark: _Toc60825162][bookmark: _Toc69306059]6.2D.4_1.2	Test applicability
This test applies to all types of NR UE release 17 and forward that support SUL and UL MIMO operating on the SUL bands.
6.2D.4_1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.2D.4.3.
[bookmark: _Toc27477913][bookmark: _Toc36226606][bookmark: _Toc44323863][bookmark: _Toc52990046][bookmark: _Toc60823242][bookmark: _Toc60825164][bookmark: _Toc69306061]6.2D.4_1.4	Test description
[bookmark: _Toc27477914][bookmark: _Toc36226607][bookmark: _Toc44323864][bookmark: _Toc52990047][bookmark: _Toc60823243][bookmark: _Toc60825165][bookmark: _Toc69306062]6.2D.4_1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2D.4_1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2D.4_1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for both SUL carrier and Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier 
[bookmark: OLE_LINK58]Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.5C-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 2)

	1
	
	
	CP-OFDM QPSK
	Inner Full

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.



Table 6.2D.4_1.4.1-2: Test Configuration Table for uplink full power transmission (ULFPTx)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for both SUL carrier and Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier 
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.5C-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 2)

	1
	
	
	DFT-s-OFDM Pi/2 BPSK
	Inner Full

	2
	
	
	DFT-s-OFDM QPSK
	Inner Full

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.5 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2 and G.3.0 with consideration of supplementary uplink physical channels.
4.	The UL Reference Measurement Channel is set according to Table 6.2D.4_1.4.1-1 or 6.2D.4_1.4.1-2.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.2D.4_1.4.3.
[bookmark: _Toc27477915][bookmark: _Toc36226608][bookmark: _Toc44323865][bookmark: _Toc52990048][bookmark: _Toc60823244][bookmark: _Toc60825166][bookmark: _Toc69306063]6.2D.4_1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.2D.4_1.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC. The PDCCH DCI format 0_1 is specified with the condition 2TX_UL_MIMO in 38.508-1 [5] subclause 4.3.6.1.1.2.
2.	Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms starting from the first TPC command in this step for the UE to reach PUMAX level of the test point.
3.	Measure the sum of the mean power of the UE at each transmit antenna connector in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration of 1ms over all active uplink slots and in the uplink symbols.
4.	If UE supports ULFPTx, repeat test steps 1~3 with UL RMC according to Table 6.2D.4_1.4.1-2. The PDCCH DCI format 0_1 is specified with the condition ULFPTx_Mode1, ULFPTx_Mode2 or ULFPTx_ModeFull in 38.508-1 [5] subclause 4.3.6.1.1.2 depending on UE reported capability.
[bookmark: _Toc27477916][bookmark: _Toc36226609][bookmark: _Toc44323866][bookmark: _Toc52990049][bookmark: _Toc60823245][bookmark: _Toc60825167][bookmark: _Toc69306064]6.2D.4_1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.3.6.1.1.2 ensuring UL/SUL indicator in Table 4.3.6.1.1.2-1 with condition SUL, subclause 4.6 ensuring Table 4.6.1-28 with condition SUL AND (RF OR RRM), Tables 4.6.3-14 with condition SUL_SUL for SUL carrier, Table 4.6.3-167 with condition PUSCH_PUCCH_ON_SUL, and Table 4.6.3-182 with the condition 2TX_UL_MIMO and following exception.
Table 6.2D.4_1.4.3-1: FrequencyInfoUL-SIB: Test point 1
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	0
	
	



Table 6.2D.4_1.4.3-2: FrequencyInfoUL-SIB: Test point 2
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	14
	
	



Table 6.2D.4_1.4.3-3: FrequencyInfoUL-SIB: Test point 3
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	18
	
	



6.2D.4_1.5	Test requirement
The maximum output power measured shall not exceed the values specified in Table 6.2D.4_1.5-1.
Table 6.2D.4_1.5-1: PCMAX configured UE output power
	Configured transmitted power

	Measured UE output power test point 1
	0 dBm ± (7+TT)

	Measured UE output power test point 2
	14 dBm ± (6+TT)

	Measured UE output power test point 3
	18 dBm ± (5+TT)

	Note 1:	TT for each frequency and channel bandwidth is specified in Table 6.2D.4_1.5-2.
Note 2:	In addition note 2 in Table 6.2D.1_1.3-1 shall apply to the tolerances.



Table 6.2D.4_1.5-2: Test Tolerance (Configured transmitted power for UL MIMO)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	0.7
	1.0

	40MHz < BW ≤ 100MHz
	1.0
	1.0



For the UE which supports inter-band NR CA configuration, inter-band NR-DC configuration, SUL configuration or inter-band EN-DC configuration, ΔTIB,c as specified in 6.2A.4.0.2 for NR CA, 6.2B.4.0.2 for NR-DC, clause 6.2C.2 for SUL, or TS 38.521-3 [14] clause 6.2B.4.2 for EN-DC applies. Unless otherwise stated, ΔTIB,c is set to zero. In case the UE supports more than one of band combinations for CA, NR-DC, SUL or EN-DC, and an operating band belongs to more than one band combinations then
a)	When the operating band frequency range is ≤ 1 GHz, the applicable additional ΔTIB,c shall be the average value for all band combinations defined in clause 6.2A.4.0.2, 6.2B.4.0.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.521-3 [14], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ΔTIB,c among the different supported band combinations involving such band shall be applied.
b)	When the operating band frequency range is > 1 GHz, the applicable additional ΔTIB,c shall be the maximum value for all band combinations defined in clause 6.2A.4.0.2, 6.2B.4.0.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.521-3 [14] for the applicable operating bands.

[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>

