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<Start of modified section 1>
16.3.2.3	RRC connection release with redirection for RedCap
16.3.2.3.0	Minimum conformance requirements
16.3.2.3.0.1	Minimum conformance requirements for FR1 RRC connection release with redirection
The requirements in clause 6.3.2.3.0.1 shall apply when RedCap UE is capable of 2 Rx. 
When UE is only required to support 1 Rx antenna, the requirements defined in clause 6.3.2.3.0.1 shall apply except that:
-	Tidentify-NR as specified in Table 16.3.2.3.0.1-1.
Table 16.3.2.3.0.1-1: Time to identify target NR cell for RRC connection release with redirection to NR
	FR of target NR cell
	Tidentify-NR

	FR1
	MAX (680 ms, [12] x Trs)

	Note:	If the UE has been provided with higher layer signaling of smtc2 specified in TS 38.331 [2] prior to the redirection command, Trs follows smtc1 or smtc2 according to the physical cell ID of the target cell.



The HD-FDD UE shall meet the RRC connection release with redirection requirements provided that SSB is available at the UE once every SMTC period during Tsearch.
The normative reference for this requirement is TS 38.133 [6] clauses 6.2.3A.2.1.
16.3.2.3.0.2	Minimum conformance requirements for FR1 – E-UTRAN RRC connection release with redirection
The requirements in clause 6.3.2.3.0.2 shall apply.
The normative reference for this requirement is TS 38.133 [6] clauses 6.2.3A.2.2.
<End of modified section 1>
