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	Reason for change:
	Following implementation of R5-224482, a correction is needed for this function because the paging cycle from f_NR_GetSIB1_PagingCycle() / f_NR_ConvertPagingCycle() will be in radio frames and will need to be converted to seconds for call to f_Delay()


	
	

	Summary of change:
	Convert the unit of PagingCycle to seconds from radio frame (10ms)


	
	

	Consequences if not approved:
	A conformant may fail this test case
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	11.3.4.NR5GC

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc114151067]Table of Contents
Table of Contents	2
1	Overview	3
2	Corrections required	3
2.1	Change 1	4


1. [bookmark: _Toc122434485][bookmark: _Toc114151068]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D22wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc114151069]Corrections required
1. [bookmark: _Toc30685521]Change 1
	Function name
	f_NR_WaitOnePagingCycle()

	Reason for change
	Following implementation of R5-224482, a correction is needed for this function because the paging cycle from f_NR_GetSIB1_PagingCycle() / f_NR_ConvertPagingCycle() will be in radio frames and will need to be converted to seconds for call to f_Delay()


	Summary of change
	Translate the unit of PagingCycle to seconds from radio frame (10ms)



	TTCN module
	NR5GC_SysinfoPaging

	MCC160 Comment
	



Before Change
	function f_NR_WaitOnePagingCycle( NR_CellId_Type p_NR_CellId) runs on NR_BASE_PTC
  {
    var PagingCycle v_PagingCycle := f_NR_GetSIB1_PagingCycle(p_NR_CellId);
    var float v_PagingCycle_Integer := int2float(fl_NR_ConvertPagingCycle(v_PagingCycle));
    
    f_Delay(v_PagingCycle_Integer);
  }



After Change
	  function f_NR_WaitOnePagingCycle( NR_CellId_Type p_NR_CellId) runs on NR_BASE_PTC
  {
    var PagingCycle v_PagingCycle := f_NR_GetSIB1_PagingCycle(p_NR_CellId);
    var float v_PagingCycle_Integer := int2float(fl_NR_ConvertPagingCycle(v_PagingCycle))/100.0; 
    
    f_Delay(v_PagingCycle_Integer);  
  }




