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	Reason for change:
	In the current implementation of the function fl_TC_11_4_5_NR5GC_TestBody after Step 17 the UE will be in idle state. As a result the postamble should be done in state  STATE_IDLE_1A.

This needs to be corected.

	
	

	Summary of change:
	In the function f_TC_11_4_5_NR5GC, called f_NR_Postamble(nr_Cell1, STATE_IDLE_1A /*WA#11_4_5 STATE_CONNECTED_3A*/); instead of f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
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1.1 [bookmark: _Toc114643775]Correction to the function f_TC_11_4_5_NR5GC
	Template name
	f_TC_11_4_5_NR5GC

	Reason for change
	In the current implementation of the function fl_TC_11_4_5_NR5GC_TestBody after Step 17 the UE will be in idle state. As a result the postamble should be done in state  STATE_IDLE_1A.
This needs to be corected.

	Summary of change
	In the function f_TC_11_4_5_NR5GC, called f_NR_Postamble(nr_Cell1, STATE_IDLE_1A /*WA#11_4_5 STATE_CONNECTED_3A*/); instead of f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);

	TTCN module
	Emergency_NR5GC.ttcn

	MCC160 Comment
	



    
Before Change:
	function f_TC_11_4_5_NR5GC() runs on NR5GC_PTC
  { //5GMM-REGISTERED.LIMITED-SERVICE / 5GMM-IDLE / Emergency call establishment and release / Handling of 5GS forbidden tracking areas for roaming
    f_NR5GC_Init(NR_1);

    //Create and configure cells//@sic R5s210875 sic@
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell11);//@sic R5-217820 sic@
    //Set power for the cells//@sic R5s210875 sic@
    f_NR_SetCellPower (nr_Cell1, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);
    f_NR_SetCellPower (nr_Cell11, tsc_NR_NonSuitableOffCellSSS_EPRE, tsc_NR_NonSuitableOffCellSSS_EPRE);

    //The UE is in test state 1N-A as defined in TS 38.508-1 [4], subclause 4.4A.2 on NR Cell 1
    //In the list of tracking areas provided by the AMF (IE 'TAI list') contains only the TAI of NR Cell 1.
    f_NR5GC_Preamble (nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    fl_TC_11_4_5_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);//@sic R5s210875 sic@

  }



After Change:
	function f_TC_11_4_5_NR5GC() runs on NR5GC_PTC
  { //5GMM-REGISTERED.LIMITED-SERVICE / 5GMM-IDLE / Emergency call establishment and release / Handling of 5GS forbidden tracking areas for roaming
    f_NR5GC_Init(NR_1);

    //Create and configure cells//@sic R5s210875 sic@
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell11);//@sic R5-217820 sic@
    //Set power for the cells//@sic R5s210875 sic@
    f_NR_SetCellPower (nr_Cell1, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);
    f_NR_SetCellPower (nr_Cell11, tsc_NR_NonSuitableOffCellSSS_EPRE, tsc_NR_NonSuitableOffCellSSS_EPRE);

    //The UE is in test state 1N-A as defined in TS 38.508-1 [4], subclause 4.4A.2 on NR Cell 1
    //In the list of tracking areas provided by the AMF (IE 'TAI list') contains only the TAI of NR Cell 1.
    f_NR5GC_Preamble (nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    fl_TC_11_4_5_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_IDLE_1A /*WA#11_4_5 STATE_CONNECTED_3A*/);//@sic R5s210875 sic@

  }



