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<< Start of changes >>
[bookmark: _Toc27475857][bookmark: _Toc29495367][bookmark: _Toc36116412][bookmark: _Toc36118461][bookmark: _Toc36560576][bookmark: _Toc43977093][bookmark: _Toc52213670][bookmark: _Toc60743135][bookmark: _Toc68206323][bookmark: _Toc75972126][bookmark: _Toc85051564][bookmark: _Toc90493586][bookmark: _Toc90494226][bookmark: _Toc100094267][bookmark: _Toc106872959][bookmark: _Toc114908597]7.3A	Reference sensitivity for CA without EN-DC
[bookmark: _Toc27475858][bookmark: _Toc29495368][bookmark: _Toc36116413][bookmark: _Toc36118462][bookmark: _Toc36560577][bookmark: _Toc43977094][bookmark: _Toc52213671][bookmark: _Toc60743136][bookmark: _Toc68206324][bookmark: _Toc75972127][bookmark: _Toc85051565][bookmark: _Toc90493587][bookmark: _Toc90494227][bookmark: _Toc100094268][bookmark: _Toc106872960][bookmark: _Toc114908598]7.3A.1	General
For NR CA operation, NR single carrier and CA operation of REFSENS requirements defined in TS 38.101-1 [2] and TS 38.101-2 [3] apply to all downlink bands part of NR CA configurations listed in Table 5.2A.1-1 unless sensitivity degradation is allowed as defined in clause 7.3A in TS 38.101-3 [4].
A UE which supports inter-band NR CA configuration is allowed to apply each sensitivity degradation for FR1 specified in clause 7.3A.2 TS 38.101-1 [2] and for FR2 specified in clause 7.3A.2 of TS 38.101-2 [3] independently.
[bookmark: _Toc27475859][bookmark: _Toc29495369][bookmark: _Toc36116414][bookmark: _Toc36118463][bookmark: _Toc36560578][bookmark: _Toc43977095][bookmark: _Toc52213672][bookmark: _Toc60743137][bookmark: _Toc68206325][bookmark: _Toc75972128][bookmark: _Toc85051566][bookmark: _Toc90493588][bookmark: _Toc90494228][bookmark: _Toc100094269][bookmark: _Toc106872961][bookmark: _Toc114908599]7.3A.2	Reference sensitivity power level for CA without EN-DC
[bookmark: _Toc27475860]7.3A.2.1	Test purpose
Same test purpose as in clause 7.3.2 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 7.3.2 in TS 38.521-2 [9] for NR FR2 carrier(s).
[bookmark: _Toc27475861]7.3A.2.2	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The NR/5GC requirements for receiver sensitivity power level apply and are tested in TS 38.521-1 [8] clauses 7.3 and 7.3A and TS 38.521-2 [9] clauses 7.3 and 7.3A.
[bookmark: _Toc27475862][bookmark: _Toc29495370][bookmark: _Toc36116415][bookmark: _Toc36118464][bookmark: _Toc36560579][bookmark: _Toc43977096][bookmark: _Toc52213673][bookmark: _Toc60743138][bookmark: _Toc68206326][bookmark: _Toc75972129][bookmark: _Toc85051567][bookmark: _Toc90493589][bookmark: _Toc90494229][bookmark: _Toc100094270][bookmark: _Toc106872962][bookmark: _Toc114908600]7.3A.3	ΔRIB,c for CA without EN-DC
For the UE which supports inter-band NR CA configuration, the minimum requirement for reference sensitivity in clause 7.3.2 in TS 38.101-1 [2] and clause 7.3.2, 7.3A.2in TS 38.101-2 [3] shall be increased by the amount given in ΔRIB,c in Tables below. Unless otherwise stated, ΔRIB,c is set to zero.
In case the UE supports more than one of band combinations for CA, SUL or DC, and an operating band belongs to more than one band combinations then
-	When the operating band frequency range is ≤ 1GHz, the applicable additional ∆RIB,c shall be the average value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in this specification and 7.3A, 7.3B in TS 38.101-3 [4], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ΔRIB,c among the different supported band combinations involving such band shall be applied
-	When the operating band frequency range is > 1 GHz, the applicable additional ΔRIB,c shall be the maximum value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in this specification and 7.3A, 7.3B in TS 38.101-3 [4] for the applicable operating bands.
[bookmark: _Toc27475863][bookmark: _Toc29495371][bookmark: _Toc36116416][bookmark: _Toc36118465][bookmark: _Toc36560580][bookmark: _Toc43977097][bookmark: _Toc52213674][bookmark: _Toc60743139][bookmark: _Toc68206327][bookmark: _Toc75972130][bookmark: _Toc85051568][bookmark: _Toc90493590][bookmark: _Toc90494230][bookmark: _Toc100094271][bookmark: _Toc106872963][bookmark: _Toc114908601]7.3A.3.1	ΔRIB,c for Inter-band CA between FR1 and FR2 without EN-DC
Unless otherwise stated, ΔRIB,c for NR FR1 band and FR2 band of inter-band CA defined in table 5.5A.1-1 is set to zero.
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