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[bookmark: _Toc27475613][bookmark: _Toc29495203][bookmark: _Toc36116247][bookmark: _Toc36118296][bookmark: _Toc36560409][bookmark: _Toc43976906][bookmark: _Toc52213478][bookmark: _Toc60742934][bookmark: _Toc68206114][bookmark: _Toc75971912][bookmark: _Toc85051335][bookmark: _Toc90493333][bookmark: _Toc90493973][bookmark: _Toc100093997][bookmark: _Toc106872641][bookmark: _Toc114908270]6.2B.1.4.1	UE Maximum Output Power for Inter-Band EN-DC including FR2 (1 NR CC) - EIRP and TRP
Editor's note:	The following aspects are either missing or not yet determined:
-	The referred test case 6.2.1.1 in TS 38.521-2 is incomplete for power class 1 FR2b, 2 and 4.
6.2B.1.4.1.1	Test purpose
Same test purpose as in clause 6.2.1.1.1 in TS 38.521-2 [9] for the NR carrier.


<<< Skip unchanged sections >>>


[bookmark: _Toc36116291][bookmark: _Toc36118340][bookmark: _Toc36560455][bookmark: _Toc43976956][bookmark: _Toc52213528][bookmark: _Toc60742989][bookmark: _Toc68206169][bookmark: _Toc75971967][bookmark: _Toc85051391][bookmark: _Toc90493403][bookmark: _Toc90494043][bookmark: _Toc100094072][bookmark: _Toc106872729][bookmark: _Toc114908366]6.3B.2.4	Transmit OFF Power for inter-band EN-DC including FR2 (1 NR CC)
Editor's note:	This test case is complete for Band n257. Following aspects are either missing or not yet determined:
- The referred test case 6.3.2 in TS 38.521-2 [9] is incomplete for other than band n257.
- Measurement Uncertainties and Test Tolerances are FFS for power class 1 FR2b, 2 and 4.
6.3B.2.4.1	Test purpose
Same test purpose as in clause 6.3.2.1 in TS 38.521-2 [9] for the NR carrier.




<<< Skip unchanged sections >>>
[bookmark: _Toc27475788][bookmark: _Toc29495327][bookmark: _Toc36116372][bookmark: _Toc36118421][bookmark: _Toc36560536][bookmark: _Toc43977053][bookmark: _Toc52213628][bookmark: _Toc60743092][bookmark: _Toc68206282][bookmark: _Toc75972083][bookmark: _Toc85051518][bookmark: _Toc90493537][bookmark: _Toc90494177][bookmark: _Toc100094216][bookmark: _Toc106872884][bookmark: _Toc114908521]6.5B.2.4.1	Spectrum emissions mask for Inter-band EN-DC including FR2 (1 NR CC)
Editor’s note: The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances are FFS for power class 1 FR2b, 2, and 4.
[bookmark: _Toc27475789]6.5B.2.4.1.1	Test purpose
Same test purpose as in clause 6.5.2.1.1 in TS 38.521-2 [9] for the NR carrier.
[bookmark: _Toc27475790]6.5B.2.4.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 1 NR UL CC.





<<< Skip unchanged sections >>>

[bookmark: _Toc52213634][bookmark: _Toc60743098][bookmark: _Toc68206288][bookmark: _Toc75972089][bookmark: _Toc85051524][bookmark: _Toc90493543][bookmark: _Toc90494183][bookmark: _Toc100094222][bookmark: _Toc106872890][bookmark: _Toc114908527]6.5B.2.4.3	Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (1 NR CC)
Editor's note:	The following aspects are either missing or not yet determined:
-	The referred test case 6.5.2.3 in TS 38.521-2 [9] is incomplete for PC1, 2 and 4.
[bookmark: _Toc27475799]-	The referred test case 6.5.2.3 in TS 38.521-2 [9] is incomplete for aggregated BW > 400MHz.
6.5B.2.4.3.1	Test purpose
Same test purpose as in clause 6.5.2.3.1 in TS 38.521-2 [9] for the NR carrier.




<<< Skip unchanged sections >>>

[bookmark: _Toc43977130][bookmark: _Toc52213708][bookmark: _Toc60743173][bookmark: _Toc68206351][bookmark: _Toc75972149][bookmark: _Toc85051587][bookmark: _Toc90493609][bookmark: _Toc90494249][bookmark: _Toc100094290][bookmark: _Toc106872983][bookmark: _Toc114908621]7.3B.2.4	Reference sensitivity for Inter-band EN-DC including FR2 (1 NR CC)
Editor's note:	The following aspects are either missing or not yet determined:
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1 FR2b, 2 and 4.
7.3B.2.4.1	Test purpose
Same test purpose as in clause 7.3.2.1 in TS 38.521-2 [9] for the NR carrier.






<<< Skip unchanged sections >>>

[bookmark: _Toc85051662][bookmark: _Toc90493684][bookmark: _Toc90494324][bookmark: _Toc100094366][bookmark: _Toc106873057][bookmark: _Toc114908695]7.5B.4	Adjacent Channel Selectivity for inter-band EN-DC including FR2 (1 NR CC)
Editor's note:	Following aspects are either missing or not yet determined: 
-	Measurement Uncertainty is FFS for power class 1 FR2b, 2 and 4.
-	The minimum conformance requirements for Case 2 in this test case are not testable due to maximum input level unachievable in IFF OTA test setup. Other test setups have not been analysed.
-	Testability issue due to high PSD interferer has been identified.
[bookmark: _Toc27475974]7.5B.4.1	Test purpose
Same test purpose as in clause 7.5B.1.1.
[bookmark: _Toc27475975]7.5B.4.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 1 NR DL CC.




<<< Skip unchanged sections >>>

[bookmark: _Toc85051692][bookmark: _Toc90493714][bookmark: _Toc90494354][bookmark: _Toc100094396][bookmark: _Toc106873087][bookmark: _Toc114908725]7.6B.2.4	Inband blocking for inter-band EN-DC including FR2 (1 NR CC)
Editor’s note: The following aspects are either missing or not yet determined:
· Measurement uncertainty is FFS for power class 1 FR2b, 2 and 4.
7.6B.2.4.1	Test Purpose
Same test purpose as in clause 7.6.2.1 in TS 38.521-2 [9] for the NR carrier.
7.6B.2.4.2	Test Applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 1 NR DL CC.
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