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[bookmark: _Toc75790014][bookmark: _Toc84264702][bookmark: _Toc90560844][bookmark: _Toc61120929][bookmark: _Toc67918091]5.2A.2	2RX requirements
<Sections skipped>
5.2A.2.1.1.3	Test description
5.2A.2.1.1.3.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 and Table 5.3.6-1 of 38.521-1 [7].
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.
Test Environment: Normal, as defined in TS 38.508-1 [6] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [6] clause 5.2.2.
Channel BW to be tested: largest aggregated bandwidth combination as per Table 5.1.1.5.2-2.
CA capability to be tested: As per table 5.1.1.5.2-1
Table 5.2A.2.1.1.3.1-1: Test point selection table
	Test number
	CA duplex mode
	Configuration

	1
	FDD 15 kHz + FDD 15 kHz
	As defined in Table 5.2A.2.1.0-1

	2
	TDD 30 kHz + TDD 30 kHz
	As defined in Table 5.2A.2.1.0-3

	3
	FDD 15 kHz + TDD 30 kHz
	As defined in Table 5.2A.2.1.0-1 and Table 5.2A.2.1.0-3 per CC

	4 (note 2)
	FDD 15 kHz + TDD 15 kHz
	As defined in Table 5.2A.2.1.0-1 and Table 5.2A.2.1.0-2 per CC

	5 (note 3)
	TDD 15 kHz + TDD 30 kHz
	As defined in Table 5.2A.2.1.0-2 and Table 5.2A.2.1.0-3 per CC

	Note 1:	For each test point, select any one of the CA configurations which contain CA bandwidth combination with the largest aggregated channel bandwidth and supported maximum data rate based on the equation 
Note 2:	Test point 4 can be skipped if test point 3 is verified. 
Note 3:	Test point 5 can be skipped if test point 23 or 4 is verified.



<Sections skipped>
5.2A.3	4RX requirements
<Sections skipped>
5.2A.3.1.1.3	Test description
5.2A.3.1.1.3.1	Initial conditions
Same initial conditions as specified in clause 5.2A.2.1.1.3.1 with the following exception
Channel BW to be tested: largest aggregated bandwidth combination as per Table 5.1.1.5.2-2.
CA capability to be tested: As per table 5.1.1.5.2-1
Table 5.2A.3.1.1.3.1-1: Test point selection table
	Test number
	CA duplex mode
	Minimum performance requirements

	1
	FDD 15 kHz + FDD 15 kHz
	As defined in Table 5.2A.3.1.0-1

	2
	TDD 30 kHz + TDD 30 kHz
	As defined in Table 5.2A.3.1.0-3

	3
	FDD 15 kHz + TDD 30 kHz
	As defined in Table 5.2A.3.1.0-1 and Table 5.2A.3.1.0-3 per CC

	4 (note 2)
	FDD 15 kHz + TDD 15 kHz
	As defined in Table 5.2A.3.1.0-1 and Table 5.2A.3.1.0-2 per CC

	5 (note 3)
	TDD 15 kHz + TDD 30 kHz
	As defined in Table 5.2A.3.1.0-2 and Table 5.2A.3.1.0-3 per CC

	Note 1:	For each test point, select any one of the CA configurations which contain CA bandwidth combination with the largest aggregated channel bandwidth and supported maximum data rate based on the equation 
Note 2:	Test point 4 can be skipped if test point 3 is verified. 
Note 3:	Test point 5 can be skipped if test point 23 or 4 is verified.



<Sections skipped>
5.2A.3A	2Rx-4RX requirements
<Sections skipped>
5.2A.3A.1.1.3	Test description
5.2A.3A.1.1.3.1	Initial conditions
Same initial conditions as specified in clause 5.2A.2.1.1.3.1 with the following exception
Channel BW to be tested: largest aggregated bandwidth combination as per Table 5.1.1.5.2-2.
CA capability to be tested: As per table 5.1.1.5.2-1
Table 5.2A.3A.1.1.3.1-1: Test point selection table
	Test number
	CA duplex mode
	Configuration

	1
	FDD 15 kHz + FDD 15 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-1
For 4Rx CC, as defined in Table 5.2A.3.1.0-1

	2
	TDD 30 kHz + TDD 30 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-3
For 4Rx CC, as defined in Table 5.2A.3.1.0-3

	3
	FDD 15 kHz + TDD 30 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-1 and Table 5.2A.2.1.0-3 per CC
For 4Rx CC, as defined in Table 5.2A.3.1.0-1 and Table 5.2A.3.1.0-3 per CC

	4 (note 2)
	FDD 15 kHz + TDD 15 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-1 and Table 5.2A.2.1.0-2 per CC
For 4Rx CC, as defined in Table 5.2A.3.1.0-1 and Table 5.2A.3.1.0-2 per CC

	5 (note 3)
	TDD 15 kHz + TDD 30 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-2 and Table 5.2A.2.1.0-3 per CC
For 4Rx CC, as defined in Table 5.2A.3.1.0-2 and Table 5.2A.3.1.0-3 per CC

	Note 1:	For each test point, select any one of the CA configurations which contain CA bandwidth combination with the largest aggregated channel bandwidth and supported maximum data rate based on the equation 
Note 2:	Test point 4 can be skipped if test point 3 is verified. 
Note 3:	Test point 5 can be skipped if test point 23 or 4 is verified.



<End changes>
