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[bookmark: _Toc20936516][bookmark: _Toc75427375][bookmark: _Toc99826678]< START OF CHANGES>
5.10	Set UL Message test function
[bookmark: _Toc20936517][bookmark: _Toc75427376][bookmark: _Toc99826679]5.10.1	General
This test function is mandatory for UEs supporting UL RRC segmentation and whose maximum UECapabilityInformation message size is less than the allowed maximum supported size of a PDCP SDU. 
The SS uses the Set UL message test procedure to indicate to the UE to use a preconfigured uplink message, see figure 5.10.1-1.
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Description automatically generated]
Figure 5.10.1-1: Set UL Message test procedure
[bookmark: _Toc75427377][bookmark: _Toc99826680]5.10.2	Initiation
The SS requests the UE to use the preconfigured UL message by transmitting a SET UL MESSAGE REQUEST message and the UE confirms by responding with a SET UL MESSAGE RESPONSE message.
[bookmark: _Toc75427378][bookmark: _Toc99826681]5.10.3	Reception of SET UL MESSAGE REQUEST message by UE
When UE receives SET UL MESSAGE REQUEST message then the UE shall:
1> if the UE is operating in RRC_CONNECTED state:
2>	if E0 = 1.
3>	use the predefined UE capability as defined in Annex B.1 to create the subsequent UECapabilityInformation message to be transmitted upon receiving a UECapabilityEnquiry message.
3>	Transmit SET UL MESSAGE RESPONSE message.
2>	else
3>	the UE behaviour is unspecified.
1>	else:
2>	the UE behaviour is unspecified.
< End OF CHANGES>
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