3GPP TSG RAN meeting #98	RP-222811
Electronic Meeting, 12th-16th Dec, 2022

Status Report to TSG
Agenda item:			13.4.25
	WI / SI Name
	UE Conformance – Support of reduced capability NR devices

	included in this status report
	Study Item: 
No
	Core part: 
No
	Performance part:
No
	Testing part:
Yes

	Acronym
	NR_redcap_plus_ARCH-UEConTest

	Unique ID
	950066

	TSG Tdoc of latest approved WI/SI description (if any)
	RP-222830

	Target Completion Date
(indicate if changed)
	Study Item: 

	Core part: 
	Performance part: 
	Testing part: 
6/2023

	Overall Completion level
	Study Item: 

	Core part: 

	Performance Part: 

	Testing part: 
57% (+26%)


Note: Overall completion level percentage numbers should use one of the colors below:
· xx%: Normal progress, no RAN plenary action needed
· xx%: Progress behind schedule, may need RAN plenary intervention. If so, SR should clearly define requested action
· xx%: Progress critically behind, RAN plenary shall intervene. SR should define requested action

Source:
	Leading WG
	TSG RAN WG5

	Rapporteur
	Name
	Shi，Yu

	
	Company
	China Unicom

	
	Email
	shiyu19@chinaunicom.cn




1	Work plan related evaluation
N/A

2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
2.1.2	Remaining Open issues
2.2	RAN2
2.2.1	Agreements
2.2.2	Remaining Open issues 
2.3	RAN3
2.3.1	Agreements
2.3.2	Remaining Open issues
2.4	RAN4
2.4.1	Agreements
2.4.2	Remaining Open issues
2.5	RAN5
2.5.1	Agreements
At RAN5#96-e meeting, 155 CRs were agreed. This WI is estimated to be 57% complete. The Work Plan was updated in [1].
2.5.2	Remaining Open issues
Handling of SUL in RedCap in RAN5 is still under discussion.
2.5.3	Remaining Open issues with cross-WG dependencies
2.6	RAN6
2.6.1	Agreements
2.6.2	Remaining Open issues

3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
	
4.	References
Work plan:
[1] R5-227113   WP on UE Conformance – Support of reduced capability NR devices; Source: China Unicom; RAN5#97

TS 38.508-1
R5-223784 Addition of RedCap default test channel bandwidth; Source: Huawei, HiSilicon; RAN5#95e
R5-223410 Addition of abbreviations for RedCap test; Source: Huawei, HiSilicon; RAN5#95e
R5-222650 Correction to general functional requirements for RedCap test; Source: Huawei, HiSilicon; RAN5#95e
R5-225682 Correction of test channel bandwidth for n79; Source: CAICT, Tejet; RAN5#96e
R5-225766 Corrections on Mid test channel bandwidth for band n66 for Redcap; Source: ZTE Corporation; RAN5#96e
R5-224725 Update the SN-FieldLength of PDCP-Config and RLC-Config for RedCap test; Source: Huawei, Hisilicon; RAN5#96e
R5-225342 Addition of RedCap default test channel bandwidth for signaling MFBI test; Source: Huawei, Hisilicon; RAN5#96e
R5-225343 Addition of RedCap default test channel bandwidth for signaling test; Source: Huawei, Hisilicon; RAN5#96e
R5-226110 Correction to default configurations for RedCap RRM TCs; Source: Huawei, Hisilicon; RAN5#97
R5-226684 Addition of 2x1 antenna connection for RedCap; Source: Ericsson; RAN5#97
R5-227587 Update TS 38.508-1 clause 4.5B for RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227518 Update common configurations for RedCap UE; Source: Huawei, Hisilicon; RAN5#97

TS 38.508-2
R5-222827 Add PICS for RedCap test; Source: Huawei, HiSilicon; RAN5#95e
R5-225767 Update PICS for RedCap UE; Source: Huawei, HiSilicon; RAN5#96e
R5-227894 Addition of PICS for RedCap RRM TCs; Source: Huawei, Hisilicon; RAN5#97
R5-227708 Addition of PICS for Redcap CSI test cases; Source: Qualcomm Israel Ltd.; RAN5#97
R5-227521 Addition of RedCap capabilities; Source: Ericsson; RAN5#97
R5-227588 RedCap UE capability for Legacy test cases; Source: Huawei, Hisilicon; RAN5#97

TS 38.521-1
R5-223785 Addition of Redcap MOP 6.2I.1; Source: Huawei, HiSilicon; RAN5#95e
R5-223786 Addition of Redcap MPR 6.2I.2; Source: Huawei, HiSilicon; RAN5#95e
R5-223787 Addition of Redcap AMPR 6.2I.3; Source: Huawei, HiSilicon; RAN5#95e
R5-223788 Addition of Redcap configured output power 6.2I.4; Source: Huawei, HiSilicon; RAN5#95e
R5-223789 Addition of Reference sensitivity TC for RedCap; Source: China Unicom; RAN5#95e
R5-223198 Addition of redcap requirement into sub-clause 7.1 and 7.2; Source: China Unicom; RAN5#95e
R5-223790 Addition of redcap general requirement into clause 3-5; Source: China Unicom, ZTE Corporation; RAN5#95e
R5-224245 Removing of n91, n92, n93 and n94 from 7.3I.2; Source: CAICT; RAN5#96e
R5-225683 Update of  Refsens TC for RedCap UE in 7.3I; Source: China Unicom; RAN5#96e
R5-227116 Update of MOP TC for RedCap; Source: China Unicom; RAN5#97
R5-226595 Update for 7.3I Ref sensitivity for RedCap; Source: Qualcomm Korea; RAN5#97
R5-227935 Update of 7.3.2 Reference sensitivity power level for redcap; Source: China Unicom; RAN5#97
R5-226765 Editorial correction to clause 4.3 description; Source: Bureau Veritas; RAN5#97

TS 38.521-2
R5-227777 FR2 Redcap UL configuration and UE type definition; Source: QUALCOMM JAPAN LLC.; RAN5#97

TS 38.521-4
R5-227809 Addition of test case 6.2.2.1.1.4 for redcap; Source: Qualcomm Israel Ltd.; RAN5#97
R5-227810 Addition of test case 6.2.2.1.2.4 for redcap; Source: Qualcomm Israel Ltd.; RAN5#97
R5-227806 Addition of applicability for requirements for RedCap; Source: Ericsson; RAN5#97
R5-226687 Addition of test case 5.2.1.1.1 1Rx FDD FR1 PDSCH performance for RedCap; Source: Ericsson; RAN5#97
R5-226688 Addition of applicability for csi requirements for RedCap; Source: Ericsson; RAN5#97
R5-227807 Addition of test case 6.2.1.1.1.1 1Rx FDD FR1 periodic CQI reporting under AWGN conditions for RedCap; Source: Ericsson; RAN5#97
R5-226682 Addition of minimum test time for RedCap demod test cases; Source: Ericsson; RAN5#97
R5-226690 Updating clause 3 and Annexes for RedCap; Source: Ericsson; RAN5#97

TS 38.522
R5-223791 Addition of test applicability for RedCap test cases; Source: China Unicom; RAN5#95e
R5-226112 Addition of applicability for RedCap RRM TCs; Source: Huawei, Hisilicon; RAN5#97
R5-226702 Addition of applicability for RedCap demod test cases; Source: Ericsson; RAN5#97
R5-227874 Update to test applicability of SUL test cases; Source: Huawei, Hisilicon; RAN5#97
R5-227117 Update of test applicability for RedCap test cases; Source: China Unicom; RAN5#97

TS 38.523-1
R5-225344 Addition of RedCap TC 7.1.1.8.3 - Separate BWP; Source: Huawei, HiSilicon; RAN5#96e
R5-225345 Addition of RedCap TC 7.1.1.1.16 - MSG3 identification on CCCH1; Source: Huawei, HiSilicon; RAN5#96e
R5-225346 Addition of RedCap TC 6.1.2.26 - Cell Selection; Source: Huawei, HiSilicon; RAN5#96e
R5-225347 Addition of RedCap TC 7.1.1.1.17 - Msg1-based UE identification; Source: Huawei, HiSilicon; RAN5#96e
R5-225348 New RedCap test case 8.1.3.4.1; Source: Ericsson; RAN5#96e
R5-225173 New RedCap test case 11.7.2; Source: Ericsson; RAN5#96e
R5-227522 Addition of eDRX TC 11.7.1; Source: Qualcomm CDMA Technologies; RAN5#97
R5-227589 Updates to test case 8.1.3.4.1; Source:	Ericsson; RAN5#97
R5-227590 Updates to test case 11.7.2; Source: Ericsson; RAN5#97
R5-227523 Update to NR TC 7.1.2.3.3 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227528 Update to NR TC 7.1.2.3.5 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-226947 Update to NR TC 7.1.2.3.6 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-226948 Update to NR TC 7.1.2.3.8 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227529 Update to NR TC 7.1.2.3.9 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227601	Update to NR TC 7.1.2.3.10 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227530	Correction to RedCap TC 7.1.1.8.3-Separate BWP; Source: Huawei, Hisilicon; RAN5#97
R5-227531	Update to NR TC 8.1.5.2.2 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227156	Correction of RedCap TC 6.1.2.26-Cell Selection; Source: Huawei, Hisilicon; RAN5#97
R5-227533	Correction of RedCap TC 7.1.1.1.17-Msg1-based UE identification; Source: Huawei, Hisilicon; RAN5#97
R5-227162	Update to NR TC 7.1.1.3.4 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227163	Update to NR TC 7.1.1.4.1.1 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227164	Update to NR TC 7.1.2.3.7 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227535	Update to NR TC 7.1.3.4.1 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227166	Update to NR TC 7.1.1.4.2.1 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227167	Update to NR TC 7.1.1.4.2.3 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227168	Update to NR TC 7.1.1.4.2.4 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227169	Update to NR TC 7.1.1.4.2.5 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227170	Update to NR TC 7.1.1.9.1 to test RedCap UE; Source: Huawei, Hisilicon; RAN5#97
R5-227536	Addition of Cell Reselection RedCap TC 6.1.2.27; Source: Qualcomm Tech. Netherlands B.V; RAN5#97

TS 38.523-2
R5-225350 RedCap UE Test applicability for new test cases; Source: Huawei, HiSilicon; RAN5#96e
R5-225174 Applicabilities for new RedCap test cases; Source: Ericsson; RAN5#96e
R5-227591	Updates to RedCap test case applicabilities; Source: Ericsson; RAN5#97
R5-227541	RedCap UE Test applicability for Legacy test cases; Source: Huawei, Hisilicon; RAN5#97
R5-227602	Test applicability for New RedCap test cases; Source: Huawei, Hisilicon; RAN5#97
R5-227537	Addition of applicability for RedCap test cases; Source: Qualcomm Tech. Netherlands B.V; RAN5#97

TS 38.533
R5-226113	Addition of minimum requirements for RedCap RRM TCs 16.3.1.0 - FR1 HO; Source: Huawei, HiSilicon; RAN5#97
R5-226114	Addition of RedCap RRM TC 16.3.1.7 - inter-RAT HO 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-228013	Addition of RedCap RRM TC 16.3.1.8 - inter-RAT HO 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226116	Addition of RedCap RRM TC 16.3.1.9 - inter-RAT blind HO 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-228014	Addition of RedCap RRM TC 16.3.1.10 - inter-RAT blind HO 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226118	Addition of minimum requirements for RedCap RRM TCs 16.3.2.1.0 - FR1 Reestablish; Source: Huawei, HiSilicon; RAN5#97
R5-226119	Addition of RedCap RRM TC 16.3.2.1.1 - intra reestablish 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226120	Addition of RedCap RRM TC 16.3.2.1.2 - intra reestablish 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226121	Addition of RedCap RRM TC 16.3.2.1.3 - inter reestablish 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226122	Addition of RedCap RRM TC 16.3.2.1.4 - inter reestablish 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226123	Addition of RedCap RRM TC 16.3.2.1.5 - no timing reestablish 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226124	Addition of RedCap RRM TC 16.3.2.1.6 - no timing reestablish 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226125	Addition of minimum requirements for RedCap RRM TCs 16.3.2.2.0 - RACH; Source: Huawei, HiSilicon; RAN5#97
R5-226126	Addition of RedCap RRM TC 16.3.2.2.1 - 4 step CBRA 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226127	Addition of RedCap RRM TC 16.3.2.2.2 - 4 step CBRA 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226128	Addition of RedCap RRM TC 16.3.2.2.3 - 4 step CFRA 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226129	Addition of RedCap RRM TC 16.3.2.2.4 - 4 step CFRA 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-228015	Addition of RedCap RRM TC 16.3.2.2.5 - 2 step CBRA 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-228016	Addition of RedCap RRM TC 16.3.2.2.6 - 2 step CBRA 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-228017	Addition of RedCap RRM TC 16.3.2.2.7 - 2 step CFRA 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-228018	Addition of RedCap RRM TC 16.3.2.2.8 - 2 step CFRA 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226134	Addition of minimum requirements for RedCap RRM TCs 16.3.2.3.0 - Redirection; Source: Huawei, HiSilicon; RAN5#97
R5-226135	Addition of RedCap RRM TC 16.3.2.3.1 - NR redirection 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-228019	Addition of RedCap RRM TC 16.3.2.3.2 - NR redirection 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-228020	Addition of RedCap RRM TC 16.3.2.3.3 - LTE redirection 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-228021	Addition of RedCap RRM TC 16.3.2.3.4 - LTE redirection 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226139	Addition of minimum requirements for RedCap RRM TCs 16.4.1.0 - Tx timing; Source: Huawei, HiSilicon; RAN5#97
R5-228022	Addition of RedCap RRM TC 16.4.1.1 - Tx timing 1 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-228023	Addition of RedCap RRM TC 16.4.1.2 - Tx timing 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226142	Addition of minimum requirements for RedCap RRM TCs 16.5.1.0 - RLM; Source: Huawei, HiSilicon; RAN5#97
R5-226143	Addition of RedCap RRM TC 16.5.1.1 - OOS non-DRX 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226144	Addition of RedCap RRM TC 16.5.1.2 - OOS non-DRX 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226145	Addition of RedCap RRM TC 16.5.1.3 - IS non-DRX 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226146	Addition of RedCap RRM TC 16.5.1.4 - IS non-DRX 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226147	Addition of RedCap RRM TC 16.5.1.7 - IS DRX 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226148	Addition of RedCap RRM TC 16.5.1.8 - IS DRX 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226149	Addition of minimum requirements for RedCap RRM TCs 16.5.2.0 - BFD; Source: Huawei, HiSilicon; RAN5#97
R5-226150	Addition of RedCap RRM TC 16.5.2.1 - SSB BFR 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-228024	Addition of RedCap RRM TC 16.5.2.2 - SSB BFR 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226152	Addition of minimum requirements for RedCap RRM TCs 16.6.1.0 - Intra-freq measurement; Source: Huawei, HiSilicon; RAN5#97
R5-226153	Addition of RedCap RRM TC 16.6.1.3 - no gap DRX 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226154	Addition of RedCap RRM TC 16.6.1.4 - no gap DRX 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226155	Addition of RedCap RRM TC 16.6.1.7 - gap DRX 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226156	Addition of RedCap RRM TC 16.6.1.8 - gap DRX 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226157	Addition of RedCap RRM TC 16.6.1.11 - gap non-DRX SSB index 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-226158	Addition of RedCap RRM TC 16.6.1.12 - gap non-DRX SSB index 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226159	Addition of minimum requirements for RedCap RRM TCs 16.6.4.0 - L1-RSRP; Source: Huawei, HiSilicon; RAN5#97
R5-226160	Addition of RedCap RRM TC 16.6.4.1 - L1-RSRP non-DRX 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-228025	Addition of RedCap RRM TC 16.6.4.2 - L1-RSRP non-DRX 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226162	Addition of RedCap RRM TC 16.6.4.3 - L1-RSRP DRX 1 Rx; Source: Huawei, HiSilicon; RAN5#97
R5-228026	Addition of RedCap RRM TC 16.6.4.4 - L1-RSRP DRX 2 Rx with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226164	Addition of minimum requirements for RedCap RRM TCs 17.3.2.1.0 - Reestablish; Source: Huawei, HiSilicon; RAN5#97
R5-226165	Addition of RedCap RRM TC 17.3.2.1.1 - intra reestablish with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226166	Addition of RedCap RRM TC 17.3.2.1.2 - inter reestablish with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226167	Addition of RedCap RRM TC 17.3.2.1.3 - no timing reestablish; Source: Huawei, HiSilicon; RAN5#97
R5-226168	Addition of minimum requirements for RedCap RRM TCs 17.5.1.0 - RLM; Source: Huawei, HiSilicon; RAN5#97
R5-226169	Addition of RedCap RRM TC 17.5.1.1 - OOS non-DRX with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226170	Addition of RedCap RRM TC 17.5.1.2 - IS non-DRX with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226171	Addition of RedCap RRM TC 17.5.1.4 - IS DRX with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226172	Addition of minimum requirements for RedCap RRM TCs 17.6.1.0 - Intra-freq measurement; Source: Huawei, HiSilicon; RAN5#97
R5-226173	Addition of RedCap RRM TC 17.6.1.1 - no gap non-DRX with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226174	Addition of minimum requirements for RedCap RRM TCs 18.2.1.0 - L2N HO; Source: Huawei, HiSilicon; RAN5#97
R5-226175	Addition of RedCap RRM TC 18.2.1.1 - L2N HO with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226176	Addition of minimum requirements for RedCap RRM TCs 18.2.2.0 - L2N redirection; Source: Huawei, HiSilicon; RAN5#97
R5-226177	Addition of RedCap RRM TC 18.2.2.1 - L2N redirection with TT; Source: Huawei, HiSilicon; RAN5#97
R5-226178	Correction to Clause 3 for RedCap RRM TCs; Source: Huawei, HiSilicon; RAN5#97
R5-227827	Correction to Annex A for RedCap RRM TCs; Source: Huawei, HiSilicon; RAN5#97
R5-226180	Correction to Annex B for RedCap RRM TCs; Source: Huawei, HiSilicon; RAN5#97
R5-226181	Correction to Annex E for RedCap RRM TCs; Source: Huawei, HiSilicon; RAN5#97
R5-227845	Correction to Annex F for RedCap RRM TCs; Source: Huawei, HiSilicon; RAN5#97
R5-226183	Correction to Annex G for RedCap RRM TCs; Source: Huawei, HiSilicon; RAN5#97
R5-227828	Addition of NR SA FR1 Cell reselection RedCap test case 16.1.1.1
R5-227828	Addition of NR SA FR1 Cell reselection RedCap test case 16.1.1.1; Source: Ericsson; RAN5#97
R5-227211	Addition of NR SA FR1 Cell reselection RedCap test case 16.1.1.2; Source: Ericsson; RAN5#97
R5-227212	Addition of NR SA FR1 Cell reselection RedCap test case 16.1.1.3; Source: Ericsson; RAN5#97
R5-227213	Addition of NR SA FR1 Cell reselection RedCap test case 16.1.1.4; Source: Ericsson; RAN5#97
R5-227214	Addition of NR SA FR1 Cell reselection RedCap test case 16.1.1.5; Source: Ericsson; RAN5#97
R5-227215	Addition of NR SA FR1 Cell reselection RedCap test case 16.1.1.6; Source: Ericsson; RAN5#97
R5-227216	Addition of NR SA FR1 Cell reselection RedCap test case 16.1.1.7; Source: Ericsson; RAN5#97
R5-227217	Addition of NR SA FR1 Cell reselection RedCap test case 16.1.1.8; Source: Ericsson; RAN5#97
R5-227829	Addition of NR - E-UTRA cell re-selection test cases for RedCap; Source: Ericsson; RAN5#97


TS 38.903
R5-227846 TT analysis for RedCap RRM TC 16.3.1.8 - inter-RAT HO 2 Rx; Source: Huawei, Hisilicon; RAN5#97
R5-227847 TT analysis for RedCap RRM TC 16.3.1.10 - inter-RAT blind HO 2 Rx; Source: Huawei, Hisilicon; RAN5#97
R5-227848 TT analysis for RedCap RRM TC 16.3.2.1.2 - intra reestablish 2 Rx; Source: Huawei, Hisilicon; RAN5#97
R5-227849 TT analysis for RedCap RRM TC 16.3.2.1.4 - inter reestablish 2 Rx; Source: Huawei, Hisilicon; RAN5#97
R5-227850 TT analysis for RedCap RRM TC 16.3.2.1.6 - no timing reestablish 2 Rx; Source: Huawei, Hisilicon; RAN5#97
R5-227851 TT analysis for RedCap RRM TC 16.3.2.2.2 and 16.3.2.2.4 - 4 step RACH 2 Rx; Source: Huawei, Hisilicon; RAN5#97
R5-227852 TT analysis for RedCap RRM TC 16.3.2.2.6 and 16.3.2.2.8 - 2 step RACH 2 Rx; Source: Huawei, Hisilicon; RAN5#97
R5-227853 TT analysis for RedCap RRM TC 16.3.2.3.2 and 18.2.2.1 - NR redirection 2 Rx; Source: Huawei, Hisilicon; RAN5#97
R5-227854 TT analysis for RedCap RRM TC 16.3.2.3.4 - LTE redirection 2 Rx; Source: Huawei, Hisilicon; RAN5#97
R5-226428 TT analysis for RedCap RRM TC 16.4.1.1 and 16.4.1.2 - Tx timing; Source: Huawei, Hisilicon; RAN5#97
R5-227855 TT analysis for RedCap RRM TC 16.5.1.2 - OOS SSB; Source: Huawei, Hisilicon; RAN5#97
R5-227856 TT analysis for RedCap RRM TC 16.5.1.4 and 16.5.1.8 - IS SSB; Source: Huawei, Hisilicon; RAN5#97
R5-227857 TT analysis for RedCap RRM TC 16.5.2.2 - SSB BFR; Source: Huawei, Hisilicon; RAN5#97
R5-227858 TT analysis for RedCap RRM TC 16.6.1.x - intra-freq; Source: Huawei, Hisilicon; RAN5#97
R5-227859 TT analysis for RedCap RRM TC 16.6.4.x - SSB L1-RSRP; Source: Huawei, Hisilicon; RAN5#97
R5-226434 TT analysis for RedCap RRM TC 17.3.2.1.1 - intra reestablish; Source: Huawei, Hisilicon; RAN5#97
R5-226435 TT analysis for RedCap RRM TC 17.3.2.1.2 - inter reestablish; Source: Huawei, Hisilicon; RAN5#97
R5-226436 TT analysis for RedCap RRM TC 17.5.1.1 - OOS non-DRX; Source: Huawei, Hisilicon; RAN5#97
R5-226437 TT analysis for RedCap RRM TC 17.5.1.2 - IS non-DRX; Source: Huawei, Hisilicon; RAN5#97
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