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	Reason for change:
	In the current specification, it is unclear how the priority value of PSFCH transmission with conflict information is determined due to the half-duplex problem on one resource indicated by SCI format 1-A of one UE-B.

	
	

	Summary of change:
	Clarify the determination of the priority value of PSFCH transmission with conflict information due to the half-duplex problem on one resource indicated by SCI format 1-A of one UE-B.

	
	

	Consequences if not approved:
	The specification is unclear for the priority value of PSFCH transmission with conflict information for Condition 2-A-2.
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For a PSFCH transmission or reception with HARQ-ACK information, a priority value for the PSFCH is equal to the priority value indicated by an SCI format 1-A associated with the PSFCH.
For PSFCH transmission with conflict information, a priority value for the PSFCH is equal to the smallest priority value determined by the corresponding SCI format(s) 1-A for the conflicting resource(s).
For PSFCH reception with conflict information, a priority value for the PSFCH is equal to the priority value determined by the corresponding SCI format 1-A for the conflicting resource.
If a UE 
-	would transmit  PSFCHs and receive  PSFCHs, and
-	transmissions of the  PSFCHs would overlap in time with receptions of the  PSFCHs
the UE transmits or receives only a set of PSFCHs corresponding to the smallest priority field value, as determined by a first set of SCI format 1-A and/or a second set of SCI format 1-A [5, TS 38.212] that are respectively associated with PSFCHs with HARQ-ACK information from the  PSFCHs and PSFCHs with HARQ-ACK information from the  PSFCHs when one or more of the PSFCHs provide HARQ-ACK information. If none of the  PSFCHs and none of the  PSFCHs provide HARQ-ACK information, the UE transmits or receives only a set of PSFCHs corresponding to the smallest priority value of the first set of PSFCHs and the second set of PSFCHs that are respectively associated with the  PSFCHs and the  PSFCHs when the PSFCHs provide conflict information.
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