

	
3GPP TSG-RAN4 Meeting # 105	R4-2219801
 Toulouse, 14th  –18th November, 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.176-2
	CR
	0014
	rev
	-
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR on eIAB performance- Requirements for simultaneous IAB-MT and IAB-DU operation 

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R4

	
	

	Work item code:
	NR_IAB_enh-Perf
	
	Date:
	2022-11-07

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Some ambiguity existis for the requirements for simultaneous IAB-MT and IAB-DU operation is introduced in clause 4.14

	
	

	Summary of change:
	Improved the text for requirments on simultaneous IAB-MT and IAB-DU operation

	
	

	Consequences if not approved:
	The ambiguity still in specificaiton.

	
	

	Clauses affected:
	4.16

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1




< start of changes#1 >
[bookmark: _Toc98762907]4.16	Requirements for IAB-DU and IAB-MT capable of simultaneous operation 
IAB-DU and IAB-MT can be configured as IAB Simultaneous Operation based on declaration. Unless otherwise stated, the requirements in the present specification apply for IAB-MT and IAB-DU of IAB-node configured as IAB Simultaneous Operation.  For for IAB-DU and IAB-MT simultaneous transmission, the requirements for of IAB-DU apply and . For for IAB-DU and IAB-MT simultaneous reception, the requirements for of IAB-MT apply.
For IAB-node in IAB Simultaneous Operation, as detailed in the requirement clause, transmitter requirements apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer’s specification as detailed in the requirement clause.
NOTE:	For IAB node operating as simultaneous transmission of IAB-DU and IAB-MT, the manufacturer can provide different declarations on power imbalance between IAB-DU and IAB-MT (D.IAB-4) for verification on Modulation quality and ACLR according to the conformance specification declaration requirements.
For IAB-node in IAB Simultaneous Operation, as detailed in the requirement clause, receiver requirements shall be met for any transmitter setting unless otherwise stated.


< end of changes >

