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	Reason for change:
	According to current specification, at uplink data switching, the PDCP entity for AM DRBs performs the retransmission from the first PDCP SDU for which the successful delivery of the corresponding PDCP Data PDU has not been confirmed. In this case, the data volume for the PDCP SDUs to be retransmitted shall be reported to the target cell. 
However, in the current specification, the PDCP SDUs to be retransmitted are not calcauated for data volume at uplink data switching.


	
	

	Summary of change:
	At uplink data switching, the PDCU SDUs to be retransmitted are calcuated for the data volume. 

Impact analysis
Impacted 5G architecture options:
NR standalone

Impacted functionality:
Data volume calculation

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, the UE may report the incorrect information for buffer status report. Then, the network provides the uplink grant based on the incorrect information for buffer status report.
2.	 If the UE is implemented according to the CR and the network is not, no inter-operability issue is foreseen.


	
	

	Consequences if not approved:
	Incorrect information for buffer status report is reported for DAPS handover.
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[bookmark: _Toc502437817]<Start of modification>
[bookmark: _Toc12616345][bookmark: _Toc37126959][bookmark: _Toc46492072][bookmark: _Toc46492180][bookmark: _Toc108991516]5.6	Data volume calculation
For the purpose of MAC buffer status reporting, the transmitting PDCP entity shall consider the following as PDCP data volume:
-	the PDCP SDUs for which no PDCP Data PDUs have been constructed;
-	the PDCP Data PDUs that have not been submitted to lower layers;
-	the PDCP Control PDUs;
-	for AM DRBs, the PDCP SDUs to be retransmitted according to clause 5.1.2 and clause 5.13;
-	for AM DRBs, the PDCP Data PDUs to be retransmitted according to clause 5.5.

<End of modification>

