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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	No



If you answered No:	Then please remove the Excel file from the zip file of this status report.
If you answered Yes:	Then please fill out the attached Excel template to request a modification of the time 		budgets for your WI /SI. The Excel table has to be filled out for all affected RAN WGs and 		up to the target date of the WI/SI. The basis are the endorsed time budgets of the last 		RAN meeting. Please highlight all changes of the values.
		One time unit (TU) corresponds to ~ 2 hours in the meeting.
		If this status report covers a WI with Core and Performance part, then please have one 		line for each in the attached Excel table.
		Note: If no Excel table is attached, then this means no time budget change.
Additional explanations/motivations for the time budget changes in the attached Excel table:


2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
RAN1#111 (November 2022)
	Agreement
In an LS to RAN4, in addition to reuse 5 MHz channel bandwidth, RAN1 suppose only 3 MHz channel bandwidth is supported, and would like to get RAN4 responses on the maximum transmission bandwidth (the number of PRBs) for this channel BW.

Agreement
RAN1 would like to ask RAN4 if finer sync. raster for the 3MHz and/or 5MHz channel bandwidth is feasible, as well as any input from RAN1 for RAN4’s answer to this question.

Agreement
Before getting RAN4 responses, RAN1 assume maximum transmission bandwidth, 15RBs or 16RBs for 3 MHz channel BW for evaluation and analysis.
Note: include agreement into the LS

Agreement
Before getting RAN4 responses, RAN1 assume that the UE could know which RBs are used for SSB transmission after PSS/SSS is detected for evaluation and analysis. 
Note: it does not mean indication signaling is needed.
Note: include this agreement into the LS

[bookmark: _Hlk119584988]Agreement
Final LS to RAN4 R1-2212919 is endorsed.
Agreement
For transmission bandwidths of <5MHz for 3MHz and 5MHz channel bandwidth, a subset of PRBs of 20-PRB PBCH are used for PBCH transmission if the transmission BW of a channel is less than 20PRBs. 
· FFS which PRBs are used and how to use the PRBs 
· Note: PRBs for PSS/SSS are not punctured.

Agreement
For CORESET#0 configuration for transmission bandwidths <5 MHz for 3MHz and 5MHz channel bandwidth, following options are for study, 
· Opt.1: Existing configuration table for 15kHz SCS, 5MHz minimum channel BW (i.e., table 13-1 in TS38.213) is reused for configuration
· Opt.2: A new CORESET#0 configuration table is to be introduced for the configuration.

Conclusion
[bookmark: OLE_LINK5][bookmark: OLE_LINK7]No enhancements are required for PRACH to operate NR on transmission bandwidths of <5MHz for 3MHz and 5MHz channel bandwidth. 
· Note: PRACH formats and configurations not fitting into the transmission BW are not applicable

Agreement
Short PRACH formats with 15kHz SCS, and long PRACH formats with 1.25kHz SCS are supported for transmission bandwidths <5 MHz for 3MHz and 5MHz channel bandwidth.

Conclusion 
No enhancements are needed for PUCCH to support transmission bandwidths of <5MHz for 3MHz and 5MHz channel bandwidth, 
· FFS: the necessity for PUCCH FH disabling.

Agreement 
Study whether and how to recover PDCCH detection performance of CORESET#0 for transmission bandwidths of <5MHz for 3MHz and 5MHz channel bandwidth. The following options are considered, 
· Opt.1: Power boosting 
· Opt.2: Non-interleaved CCE-to-REG mapping
· Opt.3: A new interleaver to ensure PDCCH is fully mapped in the spectrum
· Opt.4: New aggregation level(s) for fit in the spectrum
· Opt.5: PDCCH rate matching
· Opt.6.: no enhancement specified 

Agreement
[bookmark: OLE_LINK16]Study whether and how to recover PBCH detection performance for transmission bandwidths of <5MHz for 3MHz and 5MHz channel bandwidth. The following options are considered, 
· Opt.1: Power boosting
· Opt.2: Multiple PBCH receptions 
· Opt.3: PBCH remapping
· Opt.4: PBCH payload reduction
· Opt.5: PBCH rate matching around the punctured PRBs
· Opt.6: no enhancement specified



2.1.2	Remaining Open issues
- Details of PBCH transmission using less than 20 PRBs
- Details of CORESET#0 transmission using less than 20 PRBs
- Determination of necessity for changes to other signals and channels.

2.2	RAN2
2.2.1	Agreements
2.2.2	Remaining Open issues 
2.3	RAN3
2.3.1	Agreements
2.3.2	Remaining Open issues
2.4	RAN4
2.4.1	Agreements
- To be started in February 2023
2.4.2	Remaining Open issues
· Specify necessary RAN4 requirements to support deploying NR in spectrum allocations from approximately 3 MHz up to below 5 MHz [RAN4], including in bands n100, n8, n26 and n28:
· Specify system parameters (including channel and sync rasters) for the associated dedicated spectrum.
· Minimize impact on RF requirements:
· Reuse 5 MHz channel bandwidth at least for FRMCS use case (assuming co-located NR and GSM-R with same operator).
· Specify the required RF requirements for optional 3 MHz channel bandwidth in bands n100, n8, n26 and n28.
· Specify RRM requirements while minimizing specification impact to support operation in dedicated spectrum allocations from approximately 3 MHz up to below 5 MHz.

2.5	RAN5
2.5.1	Agreements
2.5.2	Remaining Open issues
2.5.3	Remaining Open issues with cross-WG dependencies
2.6	RAN6
2.6.1	Agreements
2.6.2	Remaining Open issues

3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
	
4.	References
NOTE:	This can be e.g. a list of all related Tdocs in the affected WGs since last TSG, references to LSs, produced TRs/TSs, the work/study item description or status reports of previous TSGs.
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