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22.3.1.13.3	Test description
22.3.1.13.3.1	Pre-test conditions
System Simulator:
-	Ncell 1 is configured according to Table 8.1.4.2-3 and Table 8.1.4.2-5 in TS 36.508 [18].
-	System information combination 8 as defined in TS 36.508 [18] clause 8.1.4.3.1.1 is used.
UE:
-	The UE is in Automatic PLMN selection mode.
-	The UE's positioning engine (e.g., standalone GNSS receiver) should be enabled to allow it to acquire the position. This could be done by use of AT command, such as AT+CPOS or other commands. Otherwise, or in addition any other suitable method may also be used, e.g., GNSS simulator.
Preamble
-	The UE is in state 1-NB according to TS 368.508 [18] clause 8.1.5.1.
22.3.1.13.3.2	Test procedure sequence
Table 22.3.1.13.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Power on UE.
	-
	-
	-
	-

	2
	The UE transmits preamble on PRACH.
	-->
	PRACH Preamble
	-
	-

	3
	The SS transmits Random Access Response with RAPID corresponding to the transmitted Preamble in step 2
	<--
	Random Access Response
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionRequest-NB message with Timing Advance Report MAC CE?
	-->
	MAC PDU (Timing Advance Report MAC CE)
	1
	P

	5-16
	Steps 3 to 14b1 of the Attach, connected mode procedure described in TS 36.508 [18] subclause 8.1.5.2.3 are performed on Ncell 1.
	-
	-
	-
	-

	17
	The SS transmits an RRCConnectionReconfiguration-NB message to configure the offsetThresholdTA.
	<--
	RRC: RRCConnectionReconfiguration-NB
	-
	-

	18
	The UE transmits an RRCConnectionReconfigurationComplete-NB message.
	-->
	RRC: RRCConnectionReconfigurationComplete-NB
	-
	-

	197
	The SS transmits a MAC PDU containing a Differential Koffset MAC CE.
	<--
	MAC PDU (Differential Koffset MAC CE)
	-
	-

	2018
	Check: Does the UE transmit an MAC PDU with Timing Advance Report MAC CE?
	-->
	MAC PDU (Timing Advance Report MAC CE)
	2
	P
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