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<Start of first modified section>
[bookmark: _Toc21353853][bookmark: _Toc27749472]–	MeasObjectNR
Table 4.6.3-76: MeasObjectNR(Thres)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR ::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR with condition DL_SSB
	
	

	  ssbSubcarrierSpacing
	SubcarrierSpacing
	
	

	  smtc1
	SSB-MTC
	
	

	  smtc2
	Not present
	
	

	  refFreqCSI-RS
	Not present
	
	

	  referenceSignalConfig SEQUENCE {
	
	
	

	    ssb-ConfigMobility SEQUENCE {
	
	
	

	      ssb-ToMeasure CHOICE {
	
	
	

	        setup
	SSB-ToMeasure
	
	

	      }
	
	
	

	      deriveSSB-IndexFromCell
	false
	
	FDD

	
	true
	
	TDD

	      ssb-PositionQCL-Common-r16
	Not present
	
	 

	
	SSB-PositionQCL-Relation
	
	SharedSpectrum

	      ssb-PositionQCL-CellsToAddModList-r16
	Not present
	
	

	      ssb-PositionQCL-CellsToRemoveList-r16
	Not present
	
	

	      ss-RSSI-Measurement
	Not present
	
	

	    }
	
	
	

	    csi-rs-ResourceConfigMobility
	Not present
	
	

	  }
	
	
	

	  absThreshSS-BlocksConsolidation SEQUENCE {
	
	
	

	    thresholdRSRP
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	    thresholdRSRQ
	Not present
	
	

	    thresholdSINR
	Not present
	
	

	  }
	
	
	

	  absThreshCSI-RS-Consolidation
	Not present
	
	

	  nrofSS-BlocksToAverage
	2
	
	

	  nrofCSI-RS-ResourcesToAverage
	Not present
	
	

	  quantityConfigIndex
	1
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	dB0
	
	

	    rsrqOffsetSSB
	dB0
	
	

	    sinrOffsetSSB
	dB0
	
	

	    rsrpOffsetCSI-RS
	dB0
	
	

	    rsrqOffsetCSI-RS
	dB0
	
	

	    sinrOffsetCSI-RS
	dB0
	
	

	  }
	
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackexcludedCellsToRemoveList
	Not present
	
	

	  blackexcludedCellsToAddModList
	Not present
	
	

	  whiteallowedCellsToRemoveList
	Not present
	
	

	  whiteallowedCellsToAddModList
	Not present
	
	

	  freqBandIndicatorNR
	FreqBandIndicatorNR
	
	

	  rmtc-Config-r16
	Not present
	
	

	
	RMTC-Config
	
	SharedSpectrum

	}
	
	
	



	Condition
	Explanation

	SharedSpectrum
	Operation with shared spectrum channel access 



<End of modified section>

