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	Reason for change:
	In the PDU SESSION ESTABLISHMENT procedure, there has one  EPS bearer with bearer Identity 10 configured in the Mapped EPS bearer context  to UE; in the PDU SESSION MODIFICATION COMMAND message there again has one EPS bearer with bearer Identity 7 configured in the Mapped EPS bearer context  to UE.
Then in function fl_TC_8_1_4_2_1_2_NR5GC_EUTRA_TestBody () at step 3 the template cr_508_EPS_BearerContextStatusTAUReq expects epsBearerContextStatus.ebi8_15 to be '00000000'B , which is incorrect as the UE would report EPS Bearer ID 10 and 7 as active.. 
This needs to be addressed.
Since this testcase has no dependency on content of EPS Bearer Context Status in the TAU REQ, it is proposed to relax the check for this IE.

A Prose CR will be raised for this

	
	

	Summary of change:
	Instead of using template cr_508_EPS_BearerContextStatusTAUReq, used template cr_EPS_BearerContextStatus_Any if present

	
	

	Consequences if not approved:
	A conformant UE will fail this test case.
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc115078592]Corrections required
1.1 [bookmark: _Toc115078593]Change 1
	Function name
	fl_TC_8_1_4_2_1_2_NR5GC_EUTRA_TestBody() 

	Reason for change
	In the PDU SESSION ESTABLISHMENT procedure, there has one  EPS bearer with bearer Identity 10 configured in the Mapped EPS bearer context  to UE; in the PDU SESSION MODIFICATION COMMAND message there again has one EPS bearer with bearer Identity 7 configured in the Mapped EPS bearer context  to UE.
Then in function fl_TC_8_1_4_2_1_2_NR5GC_EUTRA_TestBody () at step 3 the template cr_508_EPS_BearerContextStatusTAUReq expects epsBearerContextStatus.ebi8_15 to be '00000000'B , which is incorrect as the UE would report EPS Bearer ID 10 and 7 as active.. 
This needs to be addressed.
Since this testcase has no dependency on content of EPS Bearer Context Status in the TAU REQ, it is proposed to relax the check for this IE.

A Prose CR will be raised for this

	Summary of change
	Instead of using template cr_508_EPS_BearerContextStatusTAUReq, used template cr_EPS_BearerContextStatus_Any if present

	TTCN module
	8_1_4\IRAT_Handover_NR5GC_EUTRA.ttcn

	MCC160 Comment
	



Before Change:
	function fl_TC_8_1_4_2_1_2_NR5GC_EUTRA_TestBody() runs on EUTRA_Multi5GS_PTC
  {
…..

    // @siclog "Step 3" siclog@
    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,
                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected,
                                                      cr_TAU_Request_N1ToS1((tsc_EpsUpdate_TaUpdate, tsc_EpsUpdate_Combined_IMSIAttach, tsc_EpsUpdate_Combined_TaLaUpdate),
                                                                            v_SecurityRx.KSI,
                                                                            cr_DRXparameter_Any ('5C'O) ifpresent,
                                                                            v_AdditionalUpdateType,
                                                                            v_MappedGUTI,
                                                                            v_TAI ifpresent,
                                                                            -,
                                                                            tsc_NasKsi_MappedSecurityContext,
                                                                            cdr_NAS_KeySetIdentifier_tlv (?, ?) ifpresent,
                                                                            -, -,
                                                                            cr_508_EPS_BearerContextStatusTAUReq ifpresent))))-> value v_ReceivedMsg; 
    ……
  }


After Change:
	function fl_TC_8_1_4_2_1_2_NR5GC_EUTRA_TestBody() runs on EUTRA_Multi5GS_PTC
  {
…..

    // @siclog "Step 3" siclog@
    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,
                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected,
                                                      cr_TAU_Request_N1ToS1((tsc_EpsUpdate_TaUpdate, tsc_EpsUpdate_Combined_IMSIAttach, tsc_EpsUpdate_Combined_TaLaUpdate),
                                                                            v_SecurityRx.KSI,
                                                                            cr_DRXparameter_Any ('5C'O) ifpresent,
                                                                            v_AdditionalUpdateType,
                                                                            v_MappedGUTI,
                                                                            v_TAI ifpresent,
                                                                            -,
                                                                            tsc_NasKsi_MappedSecurityContext,
                                                                            cdr_NAS_KeySetIdentifier_tlv (?, ?) ifpresent,
                                                                            -, -,                                                                                                         
                                                                            cr_EPS_BearerContextStatus_Any ifpresent))))-> value v_ReceivedMsg;
    ……
  }

	



