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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc116481403]Corrections required
1. [bookmark: _Toc116481404]Correction to function f_TC_8_36_NR5GC_IMS1
	Function name
	f_TC_8_36_NR5GC_IMS1

	Reason for change
	Test case implementation is missing the transfer call confirmation MMI, translated as AT command with AT+CHLD=4.

	Summary of change
	Added MMI command to complete the Call Transfer.

	TTCN module
	\IMS\NR5GC_8\IMS_NR5GC_SupplementaryServiceTestcases.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
  function f_TC_8_36_NR5GC_IMS1() runs on IMS_PTC
  { // MO Voice Call Explicit Communication Transfer / Consultative Call Transfer / 5GS
    /* sister test case of 15.25:
       Explicit Communication Transfer according to 24.629 with consultative transfer (24.629 annex A.2):
       The UE is the transferror (UE-B in figure A.2), the SS emulates the transferee (UE-A) and the Transfer-Target (UE-C);
       in the test case there are two dialogs only as the UE (UE-B) is not involved in dialog 3 of figure A.2 */
    var IMS_CC_MO_CallInfo_Type v_CallInfo_Dialog1;
    var IMS_CC_MO_CallInfo_Type v_CallInfo_Dialog2;
    var charstring v_CalleeUri_Dialog1 := px_IMS_CalleeUri;
    var charstring v_CalleeUri_Dialog2 := px_IMS_CalleeUri2;
    var charstring v_CalleeContactUri_Dialog1 := px_IMS_CalleeContactUri;
    var charstring v_CalleeContactUri_Dialog2 := px_IMS_CalleeContactUri2;
    var template (value) SDP_Message v_SDP_LatestMessageBySS;
    var template (value) SipUrl v_ContactSipUrlSS_Dialog1;
    var SipUrl v_ContactSipUrlUE;
    var boolean v_RadioBearersEstablished;
    var boolean v_DontIncrementSessVers;

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall, v_CalleeUri_Dialog1);
    
    v_CallInfo_Dialog1 := f_IMS_MOCallSetup_NR5GC_A_4_1(v_CalleeUri_Dialog1, v_CalleeContactUri_Dialog1); /* Call between the UE (transferror, UE-B) and the emulated transferee (UE-A) */
    v_DontIncrementSessVers := true;  // @sic R5s211703: session version shall not be incremented sic@
    v_SDP_LatestMessageBySS := f_IMS_BuildSDP_UpdatedAnswer_TX(v_CallInfo_Dialog1.LatestSdpOffer, v_DontIncrementSessVers);
    v_ContactSipUrlSS_Dialog1 := f_MessageHeader_GetContactSipUrl(v_CallInfo_Dialog1.MessageHeader183);   /* NOTE: Dialog 2 should have only one transferee's Contact (even though in f_TC_15_25_IMS1 there is v_SessionInfo_Dialog1.ContactUrl and v_ContactUrl_1) */
    v_ContactSipUrlUE := f_IMS_PTC_ImsInfo_GetContactUrlUE(dialog);

    f_IMS_TestBody_Set(true);
    
    // @siclog "Step 1" siclog@   Initiate Explicit Communication Transfer (ECT) - 3GPP TS 24.629
    f_UT_IMS_ExplicitCallTransfer(MMI, v_CalleeUri_Dialog2);
    
    // @siclog "Step 2 - 5" siclog@
    f_IMS_MOCallHoldResume(HOLD, v_CallInfo_Dialog1.InviteRequestWithSdp.Invite, v_CallInfo_Dialog1.MessageHeader183, v_CallInfo_Dialog1.LatestSdpOffer, v_CalleeContactUri_Dialog1);
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 2");
 
    // @siclog "Step 6" Void siclog@

    // @siclog "Step 7 - 18" siclog@
    f_IMS_PTC_ImsInfo_ActivateDialog(secondDialog);
    f_IMS_PTC_ImsInfo_DialogSetSessIdTX("11111112");      // @sic R5-221479 sic@
    v_RadioBearersEstablished := true;                    // @sic R5s211703 sic@
    v_CallInfo_Dialog2 := f_IMS_MOCallSetup_NR5GC_A_4_1(v_CalleeUri_Dialog2, v_CalleeContactUri_Dialog2, v_RadioBearersEstablished); /* Call between the UE (transferror, UE-B) and the emulated Transfer-Target (UE-C) */
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 7");

    // @siclog "Step 19" Void siclog@

    // @siclog "Step 20 - 23" siclog@
    f_IMS_MOCallHoldResume(HOLD, v_CallInfo_Dialog2.InviteRequestWithSdp.Invite, v_CallInfo_Dialog2.MessageHeader183, v_CallInfo_Dialog2.LatestSdpOffer, v_CalleeContactUri_Dialog2);
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 20");
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function f_TC_8_36_NR5GC_IMS1() runs on IMS_PTC
  { // MO Voice Call Explicit Communication Transfer / Consultative Call Transfer / 5GS
    /* sister test case of 15.25:
       Explicit Communication Transfer according to 24.629 with consultative transfer (24.629 annex A.2):
       The UE is the transferror (UE-B in figure A.2), the SS emulates the transferee (UE-A) and the Transfer-Target (UE-C);
       in the test case there are two dialogs only as the UE (UE-B) is not involved in dialog 3 of figure A.2 */
    var IMS_CC_MO_CallInfo_Type v_CallInfo_Dialog1;
    var IMS_CC_MO_CallInfo_Type v_CallInfo_Dialog2;
    var charstring v_CalleeUri_Dialog1 := px_IMS_CalleeUri;
    var charstring v_CalleeUri_Dialog2 := px_IMS_CalleeUri2;
    var charstring v_CalleeContactUri_Dialog1 := px_IMS_CalleeContactUri;
    var charstring v_CalleeContactUri_Dialog2 := px_IMS_CalleeContactUri2;
    var template (value) SDP_Message v_SDP_LatestMessageBySS;
    var template (value) SipUrl v_ContactSipUrlSS_Dialog1;
    var SipUrl v_ContactSipUrlUE;
    var boolean v_RadioBearersEstablished;
    var boolean v_DontIncrementSessVers;

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall, v_CalleeUri_Dialog1);
    
    v_CallInfo_Dialog1 := f_IMS_MOCallSetup_NR5GC_A_4_1(v_CalleeUri_Dialog1, v_CalleeContactUri_Dialog1); /* Call between the UE (transferror, UE-B) and the emulated transferee (UE-A) */
    v_DontIncrementSessVers := true;  // @sic R5s211703: session version shall not be incremented sic@
    v_SDP_LatestMessageBySS := f_IMS_BuildSDP_UpdatedAnswer_TX(v_CallInfo_Dialog1.LatestSdpOffer, v_DontIncrementSessVers);
    v_ContactSipUrlSS_Dialog1 := f_MessageHeader_GetContactSipUrl(v_CallInfo_Dialog1.MessageHeader183);   /* NOTE: Dialog 2 should have only one transferee's Contact (even though in f_TC_15_25_IMS1 there is v_SessionInfo_Dialog1.ContactUrl and v_ContactUrl_1) */
    v_ContactSipUrlUE := f_IMS_PTC_ImsInfo_GetContactUrlUE(dialog);

    f_IMS_TestBody_Set(true);
    
    // @siclog "Step 1" siclog@   Initiate Explicit Communication Transfer (ECT) - 3GPP TS 24.629
    f_UT_IMS_ExplicitCallTransfer(MMI, v_CalleeUri_Dialog2);
    
    // @siclog "Step 2 - 5" siclog@
    f_IMS_MOCallHoldResume(HOLD, v_CallInfo_Dialog1.InviteRequestWithSdp.Invite, v_CallInfo_Dialog1.MessageHeader183, v_CallInfo_Dialog1.LatestSdpOffer, v_CalleeContactUri_Dialog1);
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 2");
 
    // @siclog "Step 6" Void siclog@

    // @siclog "Step 7 - 18" siclog@
    f_IMS_PTC_ImsInfo_ActivateDialog(secondDialog);
    f_IMS_PTC_ImsInfo_DialogSetSessIdTX("11111112");      // @sic R5-221479 sic@
    v_RadioBearersEstablished := true;                    // @sic R5s211703 sic@
    v_CallInfo_Dialog2 := f_IMS_MOCallSetup_NR5GC_A_4_1(v_CalleeUri_Dialog2, v_CalleeContactUri_Dialog2, v_RadioBearersEstablished); /* Call between the UE (transferror, UE-B) and the emulated Transfer-Target (UE-C) */
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 7");

    // @siclog "Step 19" Void siclog@

    // @siclog "Step 20 - 23" siclog@
    f_UT_ExplicitCallTransfer(MMI);  
    f_IMS_MOCallHoldResume(HOLD, v_CallInfo_Dialog2.InviteRequestWithSdp.Invite, v_CallInfo_Dialog2.MessageHeader183, v_CallInfo_Dialog2.LatestSdpOffer, v_CalleeContactUri_Dialog2);
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 20");
<<SKIPPED CODE>>



