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1.1 [bookmark: _Toc107472038]Correction to f_TC_8_1_6_1_3_4_TestBody
	Function name
	f_TC_8_1_6_1_3_4_TestBody

	Reason for change
	According to 38.331 sec 
5.3.5.3            Reception of an RRCReconfiguration by the UE
2> if the RRCReconfiguration includes the reconfigurationWithSync in spCellConfig of an MCG:
3> if the UE has connection establishment failure or connection resume failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
4> include connEstFailInfoAvailable in the RRCReconfigurationComplete message;
3> if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report; or
3> if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 36.331 [10] and if the UE is capable of cross-RAT RLF reporting and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]:
4> include rlf-InfoAvailable in the RRCReconfigurationComplete message;

since in this test cases we don't include reconfigurationwithSync in RRCReconfiguration complete message its incorrect to expect the UE to send rlf-InfoAvailable

	Summary of change
	Removed the check for cr_RRCReconfigurationComplete_v1530 when receiving RRCReconfiguration Complete message

	TTCN module
	RRC_MDT_IntraNR_RLF_NR5GC

	MCC160 Comment
	



Before Change:
	function f_TC_8_1_6_1_3_4_TestBody() runs on NR5GC_PTC
  {
    var template (value) DL_DCCH_Message v_RRCReconfigurationHO;
    var PLMN_Identity v_PlmnID_NRCell1 := f_NR_CellInfo_GetPLMN (nr_Cell1);
    var CellIdentity v_CellIdentity_NRCell1 := f_NR_CellInfo_GetCellIdentity(nr_Cell1);
    var TrackingAreaCode v_TAC_NRCell1 := f_NR_CellInfo_GetTAC (nr_Cell1);
    var template RRCReestablishmentComplete_v1610_IEs v_RRCReestablishmentComplete_v1610_IEs;// := cr_RRCReestablishmentComplete_v1610_IEs_RLF;
    var RNTI_Value v_RNTI_Value:=f_NR_CellInfo_GetRNTI(nr_Cell1) ;//@sic R5s220421 sic@
    var IntegerList_Type v_DrbIdList;//@sic R5s220421 sic@

    // Reconfigure nr_Cell2 to no respond to any RA Preamble
    // Table 8.1.4.1.5.3.2-4: The UE attempts to perform the handover using MAC Random Access Preamble on NR Cell 2. SS does not respond.
    f_NR_SS_RachProcedureConfig(nr_Cell2, cs_NR_RachProcedureConfig_NoResponse);
    //@siclog "Step 1" siclog@
    // The SS transmits an RRCReconfiguration message on NR Cell 1 to order the UE to perform handover to NR Cell 2.
    // Note: failure case UE doesn't go to nr_Cell2 => the standard function need not be used
    v_RRCReconfigurationHO := f_NR5GC_RRCReconfiguration_IntraNR_HO(nr_Cell2);
    SRB.send(cas_NR_SRB1_RrcPdu_REQ(nr_Cell1, -, v_RRCReconfigurationHO));
    //@siclog "Step 2" siclog@
    //The SS changes the power level setting according to the row "T1".
    f_NR_SetCellPower (nr_Cell2, tsc_NR_NonSuitableOffCellSSS_EPRE, tsc_NR_NonSuitableOffCellSSS_EPRE);//@sic R5-220054 R5s220421 sic@
    //@siclog "Step 3-6" siclog@
    //Re-establishment procedure
    v_DrbIdList := f_NR_GetActiveDRBs(nr_Cell1);//@sic R5s220421 sic@
    f_NR_SS_SRBs_DRBs_Release(nr_Cell1, -, v_DrbIdList, tsc_NoCnfReq);//@sic R5s220421 sic@
    f_NR_SS_SRBs_DRBs_Config(nr_Cell1, -, omit, true);//@sic R5s220421 sic@
    v_RRCReestablishmentComplete_v1610_IEs := cr_RRCReestablishmentComplete_v1610_IEs_RLF;
    f_NR5GC_RRCReestablishment_Steps0To2(nr_Cell1, nr_Cell1); //@sic R5s220421 sic@
    f_NR5GC_RRCReestablishment_Steps3To7(nr_Cell1, 2, -, v_RRCReestablishmentComplete_v1610_IEs); //@sic R5s220421 sic@
    f_NR5GC_RRCReestablishment_Steps8To10(nr_Cell1, nr_Cell1,-, -, false); //@sic R5s220421 sic@
    //@siclog "Step 7" siclog@
    //Re-establishment procedure
    //Check: Does the UE transmit an RRCReconfigurationtComplete message with rlf-InfoAvailable included?
    SRB.receive(car_NR_SRB_RrcPdu_IND(nr_Cell1, tsc_NR_RbId_SRB1, cr_38508_RRCReconfigurationComplete(
                                                                                                      cr_RRCReconfigurationComplete_v1530(-,
                                                                                                      cr_RRCReconfigurationComplete_v1560(-,cr_RRCReconfigurationComplete_v1610_RLF)))));
    
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 7");



After Change:
	  function f_TC_8_1_6_1_3_4_TestBody() runs on NR5GC_PTC
  {
    var template (value) DL_DCCH_Message v_RRCReconfigurationHO;
    var PLMN_Identity v_PlmnID_NRCell1 := f_NR_CellInfo_GetPLMN (nr_Cell1);
    var CellIdentity v_CellIdentity_NRCell1 := f_NR_CellInfo_GetCellIdentity(nr_Cell1);
    var TrackingAreaCode v_TAC_NRCell1 := f_NR_CellInfo_GetTAC (nr_Cell1);
    var template RRCReestablishmentComplete_v1610_IEs v_RRCReestablishmentComplete_v1610_IEs;// := cr_RRCReestablishmentComplete_v1610_IEs_RLF;
    var RNTI_Value v_RNTI_Value:=f_NR_CellInfo_GetRNTI(nr_Cell1) ;//@sic R5s220421 sic@
    var IntegerList_Type v_DrbIdList;//@sic R5s220421 sic@

    // Reconfigure nr_Cell2 to no respond to any RA Preamble
    // Table 8.1.4.1.5.3.2-4: The UE attempts to perform the handover using MAC Random Access Preamble on NR Cell 2. SS does not respond.
    f_NR_SS_RachProcedureConfig(nr_Cell2, cs_NR_RachProcedureConfig_NoResponse);
    //@siclog "Step 1" siclog@
    // The SS transmits an RRCReconfiguration message on NR Cell 1 to order the UE to perform handover to NR Cell 2.
    // Note: failure case UE doesn't go to nr_Cell2 => the standard function need not be used
    v_RRCReconfigurationHO := f_NR5GC_RRCReconfiguration_IntraNR_HO(nr_Cell2);
    SRB.send(cas_NR_SRB1_RrcPdu_REQ(nr_Cell1, -, v_RRCReconfigurationHO));
    //@siclog "Step 2" siclog@
    //The SS changes the power level setting according to the row "T1".
    f_NR_SetCellPower (nr_Cell2, tsc_NR_NonSuitableOffCellSSS_EPRE, tsc_NR_NonSuitableOffCellSSS_EPRE);//@sic R5-220054 R5s220421 sic@
    //@siclog "Step 3-6" siclog@
    //Re-establishment procedure
    v_DrbIdList := f_NR_GetActiveDRBs(nr_Cell1);//@sic R5s220421 sic@
    f_NR_SS_SRBs_DRBs_Release(nr_Cell1, -, v_DrbIdList, tsc_NoCnfReq);//@sic R5s220421 sic@
    f_NR_SS_SRBs_DRBs_Config(nr_Cell1, -, omit, true);//@sic R5s220421 sic@
    v_RRCReestablishmentComplete_v1610_IEs := cr_RRCReestablishmentComplete_v1610_IEs_RLF;
    f_NR5GC_RRCReestablishment_Steps0To2(nr_Cell1, nr_Cell1); //@sic R5s220421 sic@
    f_NR5GC_RRCReestablishment_Steps3To7(nr_Cell1, 2, -, v_RRCReestablishmentComplete_v1610_IEs); //@sic R5s220421 sic@
    f_NR5GC_RRCReestablishment_Steps8To10(nr_Cell1, nr_Cell1,-, -, false); //@sic R5s220421 sic@
    //@siclog "Step 7" siclog@
    //Re-establishment procedure
    //Check: Does the UE transmit an RRCReconfigurationtComplete message with rlf-InfoAvailable included?
     SRB.receive(car_NR_SRB_RrcPdu_IND(nr_Cell1, tsc_NR_RbId_SRB1, cr_38508_RRCReconfigurationComplete)); // removed checking for non critical extension  
                                                                                                      

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 7");



