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<START OF CHANGES>
5.3B.7	MCVideo Transmission End Request CO
5.3B.7.1	Initial conditions
As specified in the test case which calls the procedure.
5.3B.7.2	Definition of system information messages
The E-UTRA default system information messages as defined in TS 36.508 [6] are used.
5.3B.7.3	Procedure
Table 5.3B.7.3-1: MCVideo transmission End Request CO
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE (MCVideo Client) send a Transmission End Request message indicating that it wants to terminate a MCVideo On-Demand Pre-Arranged Emergency Group Call, with implicit Transmission Control?
	-->
	Transmission End Request
	-
	P

	2
	The SS (MCVideo Server) responds with a Transmission End Response message verifying that the UE (MCVideo Client) is able to end an MCVideo On-Demand Pre-Arranged Emergency Group Call, with implicit Transmission Control.
	<--
	Transmission End Response
	-
	-

	3
	Check: Does the UE (MCVideo Client) send a Transmission Control Ack message?
	-->
	Transmission Control Ack
	-
	P

	4
	The SS (MCVideo Server) sends a Transmission Idle message. Do I need this message? No difference whether ending an emergency call or normal call?
	<--
	Transmission Idle
	
	

	NOTE 1:	This expected to be done via a suitable implementation dependent MMI.



5.3B.7.4	Specific message contents
All message contents are as specified in clause 5.5 and in the test case calling the procedure, with the following clarifications:
Table 5.3B.7.4-1: Transmission End Response (Step 2, Table 5.3B.7.3-1)
	Derivation Path: Table 5.5.11.3.2-1, condition ACK



<END OF CHANGES>
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