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{Start of changes}
6.2D.3	UE additional maximum output power reduction for UL MIMO
[bookmark: _Toc27477901][bookmark: _Toc36226594][bookmark: _Toc44323851][bookmark: _Toc52990034][bookmark: _Toc60823230][bookmark: _Toc60825152][bookmark: _Toc69306049]Editor’s Note:
- Supporting of ULFPTx is only completed for NS_04
6.2D.3.1	Test purpose
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated a unique with network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band (the IE freqBandIndicatorNR) and an associated value of additionalSpectrumEmission in the relevant RRC information elements [6].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2D.1.3-1. Unless stated otherwise, an A-MPR of 0 dB shall be used. 
[bookmark: _Toc27477902][bookmark: _Toc36226595][bookmark: _Toc44323852][bookmark: _Toc52990035][bookmark: _Toc60823231][bookmark: _Toc60825153][bookmark: _Toc69306050]6.2D.3.2	Test applicability
The requirements of this test apply in test case 6.5D.2.3 Additional Spectrum Emission mask for UL MIMO for network signalling value NS_03, NS_03U, NS_04 to all types of NR UE release 15 and forward that support UL MIMO.
The requirements of this test apply in test case 6.5D.2.4.2 Adjacent channel leakage ratio for network signalling values NS_03U, NS_05U, and NS_100 to all types of NR Power Class 2 and 3 UE release 15 and forward.
The requirements of this test apply in test case 6.5D.3.3 Additional Spurious Emissions for network signalling value NS_04 to all types of NR UE release 15 and forward that support UL-MIMO.
NOTE:	Test execution is not necessary if 6.5D.2.3, 6.5D.2.4.2 and 6.5D.3.3 are executed.
[bookmark: _Toc27477903][bookmark: _Toc36226596][bookmark: _Toc44323853][bookmark: _Toc52990036][bookmark: _Toc60823232][bookmark: _Toc60825154][bookmark: _Toc69306051]6.2D.3.3	Minimum conformance requirements
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the A-MPR values specified in subclause 6.2.3.3 shall apply to the maximum output power specified in Table 6.2D.1.3-1. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-2. For UE supporting UL MIMO, the maximum output power is defined as the sum of the maximum output power from both UE antenna connector. Unless stated otherwise, an A-MPR of 0 dB shall be used.
{End of changes}

