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<<Unchanged sections skipped>>
H.3.5	RRC messages and information elements contents exceptions for NR radio link monitoring (RLM)
CSI-RS information elements contents exception for NR RLM SSB-Based test cases
Table H.3.5-1 to H.3.5-3: Void
Table H.3.5-4: CSI-ReportConfig
	Derivation Path: TS 38.508[14] Table 7.3.1-12F

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigType CHOICE {
	
	
	

	    periodic SEQUENCE {
	
	
	

	      reportSlotConfig ::=  CHOICE {
	
	
	

	         slots5
	0
	
	SCS15kHz_FDD

	         slots5
	2
	
	SCS15kHz_TDD

	         slots10
	4
	
	SCS30kHz

	         slots40
	16
	
	SCS120kHz

	       }
	
	
	

	       pucch-CSI-ResourceList SEQUENCE (SIZE (1..maxNrofBWPs)) OF{
	
	
	

	          PUCCH_CSI_Resource[0] SEQUENCE {
	
	
	

	               uplinkBandwidthPartId
	BWP-Id
	
	

	                pucch_Resource
	9
	
	

	           }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table H.3.5-5 to H.3.5-7: Void

BWP-DownlinkDedicated: to setup radioLinkMonitoringConfig Configuration
Table H.3.5-8: Void
RadioLinkMonitoringConfig: Configuration for RLM RS
Table H.3.5-9: RadioLinkMonitoringConfig
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-133

	Information Element
	Value/remark
	Comment
	Condition

	RadioLinkMonitoringConfig ::= SEQUENCE {
	
	
	

	  failureDetectionResourcesToAddModList SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF SEQUENCE {
	1 entryn entries
	n = 1 for FR1, 
n = 2 for FR2
	

	    radioLinkMonitoringRS-Id[1]
	0
	
	

	    purpose[1]
	rlf
	
	

	    detectionResource[1] CHOICE {
	
	
	

	      ssb-Index
	0
	Index of SSB #0
	SSB RLM

	      csi-RS-Index
	NZP-CSI-RS-ResourceId for TRS(4)
	TS 38.508-1[14], table 7.3.1-7C
	CSI-RS RLM

	    }
	
	
	

	    RadioLinkMonitoringRS[2] SEQUENCE {
	
	
	FR2

	      radioLinkMonitoringRS-Id
	1
	
	

	      purpose
	rlf
	
	

	      detectionResource CHOICE {
	
	
	

	        ssb-Index
	1
	Index of SSB #1
	SSB RLM

	        csi-RS-Index
	NZP-CSI-RS-ResourceId for TRS(4) with condition SECOND_SET
	TS 38.508-1[14], table 7.3.1-7C
	CSI-RS RLM

	  }
	
	
	

	  failureDetectionResourcesToReleaseList
	Not present
	
	

	  beamFailureInstanceMaxCount
	Not present
	
	

	  beamFailureDetectionTimer
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	SSB RLM
	Configuration for SSB based RLM test cases

	CSI-RS RLM
	Configuration for CSI-RS based RLM test cases



Table H.3.5-10: Void
<<End of change>>

