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<<SKIPPED TEXT>>
-	PDN CONNECTIVITY REQUEST
This message is sent by the UE to the SS.
Table 4.7.3-20: PDN CONNECTIVITY REQUEST
	Derivation Path: 24.301 clause 8.3.20

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	No EPS bearer identity assigned
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	'0001'B
	initial request
	

	PDN type
	Any value between '001'B, '010'B, '011'B and '100'B
	The allowed values are respectively IPv4, IPv6, IPv4v6 and "unused but interpreted as IPv6 by the network"
	

	PDN type
	‘101’B
	Non-IP
	CIoT_CP_NON_IP

	ESM information transfer flag
	Not present or any allowed value
	
	

	Access point name
	Not present
	The value is mandatoryThis IE shall not be included when the PDN CONNECTIVITY REQUEST message is sent together with an ATTACH REQUEST message.
	

	Protocol configuration options
	Not present or any allowed value
	The value received from the UE does not affect the possible verdict associated with the message when received by the SS. The SS shall remember if this IE is present and its contents because this affects subsequent SS behaviour, e.g. coding of ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST.
	NOT (pc_NB or pc_NonIP_PDN)

	Protocol configuration options
	Not present
	
	pc_NB or pc_NonIP_PDN

	Protocol configuration options
	If present including at least the following container
	
	Interworking_with_5GS

	  Container ID n
	‘001A’H
	n assigned to next available number
	

	    Length of container ID n contents
	
	1 octet
	

	    Container ID n contents
	PDU session ID
	PDU session ID assigned by the UE
	

	NBIFOM container
	Not present or any allowed value
	
	

	Header compression configuration
	Not present or any allowed value
	
	

	Extended protocol configuration options
	Not present or any allowed value
	
	

	Extended protocol configuration options
	If present including at least the following container
	
	Interworking_with_5GS

	  Container ID n
	‘001A’H
	n assigned to next available number
	

	    Length of container ID n contents
	
	1 octet
	

	    Container ID n contents
	PDU session ID
	PDU session ID assigned by the UE
	



	Condition
	Explanation

	CIoT_CP_NON_IP
	If the UE requests a Non-IP type PDN

	Interworking_with_5GS
	If the UE has indicated support of N1, then the SS shall include this IE to provide details for the interworking with 5GS. Applicable to 5G test cases defined in TS 38.523-1 [71].

Note: The PDU session ID container shall be sent in either the Protocol configuration options or the Extended protocol configuration options IE.




