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	Reason for change:
	There’s NOTE 12 defined in n77 that the band has defined dedicate frequency range to be used in USA and Canada according to the spectrum defined by FCC certification and ISED authorization.

	n7712
	3300 MHz – 4200 MHz
	3300 MHz – 4200 MHz
	TDD



NOTE 12: In the USA this band is restricted to 3450 – 3550 MHz and 3700 – 3980 MHz. In Canada this band is restricted to 3450 – 3650 MHz and 3650 – 3980 MHz.

Currently, the UE Physical Layer Baseline Implementation Capabilities is missing in the PICS statement and need to be included.

	
	

	Summary of change:
	Added new ICS for physical layer parameters in Table A.4.3.2-1 for restricted frequency range in USA.
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{Start of changes}
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Table A.4.3.2-1: UE Physical Layer Baseline Implementation Capabilities
	Item
	UE Physical Layer Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated “Yes” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support PDSCH reception based on semi-persistent scheduling
	38.306, 4.2.7.10
	Rel-15
	pc_downlinkSPS
	No
	
	

	2
	Support 256QAM for PDSCH for FR1
	38.306, 4.2.7.10
	Rel-15
	pc_pdsch_256QAM_FR1
	CY
	
	Mandatory for non-RedCap UEs and optional for RedCap UEs.

	
	<Unchanged Sections Skipped>
	
	
	
	
	
	

	85
	Support of repetition of PUSCH transmission scheduled by RAR UL grant and DCI format 0_0 with CRC scrambled by TC-RNTI
	38.306, 4.2.7.2
	Rel-17
	pc_pusch_RepetitionCRC_r17
	No
	
	

	86
	Support of DL scheduling slot offset (K0) greater than 0 for PDSCH mapping type A.
	38.306, 4.2.7.10
	Rel-15
	pc_dl_SchedulingOffset_PDSCH_TypeA
	Yes
	
	

	xx1
	Supports the restriction to 3450 - 3550 MHz and 3700 - 3980 MHz ranges of band n77
	38.306, 4.2.7.11
	Rel-16
	pc_extendedBand_n77_r16
	No
	
	Applicable for UE support band n77 and in the USA this band is restricted to 3450 – 3550 MHz and 3700 – 3980 MHz.
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