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	Reason for change:
	This CR is to capture the following agreement:

Agreement: 
· For multi-PUSCHs scheduled by DCI format 0_1 in Rel-16, when the corresponding UL grant indicates UL-TDAI but a PUCCH with HARQ-ACK is absent throughout the multi-PUSCHs, the UE does not multiplex on any of the PUSCHs.


	
	

	Summary of change:
	To capture the following agreement:
Agreement: 
· For multi-PUSCHs scheduled by DCI format 0_1 in Rel-16, when the corresponding UL grant indicates UL-TDAI but a PUCCH with HARQ-ACK is absent throughout the multi-PUSCHs, the UE does not multiplex on any of the PUSCHs.

	
	

	Consequences if not approved:
	UE bebavior is unclear when the corresponding UL grant indicates UL-TDAI but a PUCCH with HARQ-ACK is absent throughout the multi-PUSCHs. 
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<Unchanged parts are omitted>
If a UE transmits a PUSCH over multiple slots or multiple PUSCHs over multiple slots that are scheduled by a DCI format 0_1, and the UE would transmit a PUCCH with HARQ-ACK and/or CSI information over a single slot that overlaps with the PUSCH transmission in one or more slots of the multiple slots, and the PUSCH transmission in the one or more slots fulfills the conditions in clause 9.2.5 for multiplexing the HARQ-ACK and/or CSI information, the UE multiplexes the HARQ-ACK and/or CSI information in the PUSCH transmission in the one or more slots. The UE does not multiplex HARQ-ACK and/or CSI information in the PUSCH transmission in a slot from the multiple slots if the UE would not transmit a single-slot PUCCH with HARQ-ACK and/or CSI information in the slot in case the PUSCH transmission was absent.
If a UE transmits a PUSCH with repetition Type B and the UE would transmit a PUCCH with HARQ-ACK and/or CSI information over a single slot that overlaps with the PUSCH transmission in one or more slots, the UE expects all actual repetitions of the PUSCH transmission [6, TS 38.214] that would overlap with the PUCCH transmission to fulfill the conditions in clause 9.2.5 for multiplexing the HARQ-ACK and/or CSI information, and the UE multiplexes the HARQ-ACK and/or CSI information in the earliest actual PUSCH repetition of the PUSCH transmission that would overlap with the PUCCH transmission and includes more than one symbol. The UE does not expect that all actual repetitions that would overlap with the PUCCH transmission do not include more than one symbol.
If the PUSCH transmission over the multiple slots is scheduled by a DCI format that includes a DAI field, the value of the DAI field is applicable for multiplexing HARQ-ACK information in the PUSCH transmission in any slot from the multiple slots where the UE multiplexes HARQ-ACK information.
When a UE would multiplex HARQ-ACK information in a PUSCH transmission that is configured by a ConfiguredGrantConfig, and includes CG-UCI [5, TS 38.212], the UE multiplexes the HARQ-ACK information in the PUSCH transmission if the UE is provided cg-UCI-Multiplexing; otherwise, the UE does not transmit the PUSCH and multiplexes the HARQ-ACK information in a PUCCH transmission or in another PUSCH transmission. 

