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This message is sent by the gNB-CU to request the setup of an MBS session context for a broadcast session, and establish an MBS-associated logical F1-connection.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	
	YES
	reject

	MBS CU to DU RRC Information
	M
	
	9.3.1.225
	
	YES
	reject

	S-NSSAI
	M
	
	9.3.1.38
	
	YES
	reject

	Broadcast MRB To Be Setup List
	
	1
	
	
	YES
	reject

	>Broadcast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>BC Bearer Context F1-U TNL Info at CU
	O
	
	BC Bearer Context F1-U TNL Info
9.3.2.7
	gNB-CU endpoint(s) of the F1 transport bearer(s). For delivery of F1-U PDU Type 1.
	-
	



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.

	maxnoofMBSQoSFlows

	Maximum no. of flows allowed to be mapped to one MRB, the maximum value is 64.
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This message is sent by the gNB-CU to request the gNB-DU to modify broadcast context information.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	Overwrites any previously received MBS Service Area information
	YES
	reject

	MBS CU to DU RRC Information
	M
	
	9.3.1.225
	
	YES
	reject

	Broadcast MRB To Be Setup List
	
	0..1
	
	
	YES
	reject

	>Broadcast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>BC Bearer Context F1-U TNL Info at CU
	M
	
	BC Bearer Context F1-U TNL Info
9.3.2.7
	gNB-CU endpoint(s) of the F1 transport bearer(s). For delivery of F1-U PDU Type 1.
	-
	

	Broadcast MRB To Be Modified List
	
	0..1
	
	
	YES
	reject

	>Broadcast MRB to Be Modified Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>MRB QoS Information
	O
	
	QoS Flow Level QoS Parameters
DRB QoS
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	0 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>BC Bearer Context F1-U TNL Info at CU
	O
	
	BC Bearer Context F1-U TNL Info
9.3.2.7
	Updated gNB-CU endpoint(s) of the F1 transport bearer(s). For delivery of F1-U PDU Type 1.
	-
	

	Broadcast MRB To Be Released List
	
	0..1
	
	
	YES
	reject

	>Broadcast MRB to Be Released Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	YES
	reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.

	maxnoofMBSQoSFlows

	Maximum no. of flows allowed to be mapped to one MRB, the maximum value is 64.
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This message is sent by the gNB-CU to request the setup of an MBS session context for a multicast session, and establish an MBS-associated logical F1-connection.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	
	YES
	reject

	S-NSSAI
	M
	
	9.3.1.38
	
	YES
	reject

	Multicast MRBs To Be Setup List
	
	1
	
	
	YES
	reject

	>Multicast MRBs to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>DL PDCP SN Length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	-
	



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.

	maxnoofMBSQoSFlows

	Maximum no. of flows allowed to be mapped to one MRB, the maximum value is 64.
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This message is sent by the gNB-CU to request the gNB-DU to modify multicast context information.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	
	YES
	reject

	Multicast MRB To Be Setup List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>DL PDCP SN Length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	-
	

	Multicast MRB To Be Modified List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB to Be Modified Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	>>MRB QoS Information
	O
	
	QoS Flow Level QoS Parameters
DRB QoS
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	0 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>DL PDCP SN Length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	-
	

	Multicast MRB To Be Released List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB to Be Released Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	YES
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.

	maxnoofMBSQoSFlows

	Maximum no. of flows allowed to be mapped to one MRB, the maximum value is 64.
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9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
//skip unchanged part
BroadcastMRBs-SetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	bcBearerCtxtF1U-TNLInfoatDU	BCBearerContextF1U-TNLInfo,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-SetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-SetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeModified-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParametersQoSInformation					OPTIONAL,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List	OPTIONAL,
	bcBearerCtxtF1U-TNLInfoatCU	BCBearerContextF1U-TNLInfo			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { BroadcastMRBs-ToBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-ToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeReleased-Item	::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

BroadcastMRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeSetup-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParametersQoSInformation,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	bcBearerCtxtF1U-TNLInfoatCU		BCBearerContextF1U-TNLInfo	,
	iE-Extensions					ProtocolExtensionContainer { { BroadcastMRBs-ToBeSetup-Item-ExtIEs} },
	...
}

BroadcastMRBs-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParametersQoSInformation,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	bcBearerCtxtF1U-TNLInfoatCU	BCBearerContextF1U-TNLInfo		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { BroadcastMRBs-ToBeSetupMod-Item-ExtIEs} },
	...
}

BroadcastMRBs-ToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

//skip unchanged part
MulticastMRBs-SetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-SetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-SetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeModified-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParametersQoSInformation					OPTIONAL,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List	OPTIONAL,
	mBS-DL-PDCP-SN-Length			PDCPSNLength 					OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { MulticastMRBs-ToBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-ToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeReleased-Item	::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

MulticastMRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeSetup-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParametersQoSInformation,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	mBS-DL-PDCP-SN-Length			PDCPSNLength,
	iE-Extensions					ProtocolExtensionContainer { { MulticastMRBs-ToBeSetup-Item-ExtIEs} },
	...
}

MulticastMRBs-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParametersQoSInformation,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	mBS-DL-PDCP-SN-Length			PDCPSNLength,
	iE-Extensions					ProtocolExtensionContainer { { MulticastMRBs-ToBeSetupMod-Item-ExtIEs} },
	...
}

MulticastMRBs-ToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
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