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1. Background
In the WID for NR sidelink evolution, there are some aspects that have to be checked at RAN#98-e meeting as highlighted below [1]:
	1. Specify mechanism to support NR sidelink CA operation based on LTE sidelink CA operation [RAN2, RAN1, RAN4] (This part of the work is put on hold until further checking in RAN#98-e)
· Support only LTE sidelink CA features for NR (i.e., SL carrier (re-)selection, synchronization of aggregated carriers, handling the limited capability, power control for simultaneous sidelink TX, packet duplication)
· The work is limited to FR1 licensed spectrum and ITS band in FR1.
· No specific enhancements of Rel-17 sidelink features with sidelink CA support.
· This feature is backwards compatible in the following regards
· [bookmark: _Hlk89619097]A Rel-16/Rel-17 UE can receive Rel-18 sidelink broadcast/groupcast transmissions with CA for the carrier on which it receives PSCCH/PSSCH and transmits the corresponding sidelink HARQ feedback (when SL-HARQ is enabled in SCI)
[bookmark: _Hlk89917254][…]
2. 
3. Study and specify enhanced sidelink operation on FR2 licensed spectrum [RAN1, RAN2, RAN4] (Determine in RAN#98-e whether to continue the study or study + specification work for FR2 until the end of R18)
· [bookmark: _Hlk89917271]Focus only on updating the evaluation methodology for commercial deployment scenario in 4Q 2022. [RAN1]
· [bookmark: _Hlk89917283]Work is limited to the support of sidelink beam management (including initial beam-pairing, beam maintenance, and beam failure recovery, etc) by reusing existing sidelink CSI framework and reusing Uu beam management concepts wherever possible.
· [bookmark: _Hlk89917309]Beam management in FR2 licensed spectrum considers sidelink unicast communication only.
[…]




In this contribution, we share our views on these objectives.


2. Discussion

Regarding enhanced sidelink operation on FR2 licensed spectrum, RAN1 has completed the discussion on evaluation methodology. Considering that the scope is limited to the support of sidelink beam management for unicast, for which existing CSI/BM framework can be leveraged well, this scope can be normative work in Rel-18. Starting specification works allows the WGs to leverage the study and immediately implement sidelink beam management rather than spread the work over two releases. Given the limited scope, we consider that no additional TUs are necessary.

Regarding NR sidelink CA operation, there has been no discussion yet. In order to allocate enough resources/time on the on-going objectives and enhanced sidelink operation on FR2 licensed spectrum, this part should be further put on hold. Since the remaining time after the next RAN plenary meeting at 2023 March is only two quarters until RAN1 completion, we think it would make sense to leave this part out from Rel-18. 

With the above, the WID update can be as follows.
	1. Specify mechanism to support NR sidelink CA operation based on LTE sidelink CA operation [RAN2, RAN1, RAN4] (This part of the work is put on hold until further checking in RAN#98-e)
· Support only LTE sidelink CA features for NR (i.e., SL carrier (re-)selection, synchronization of aggregated carriers, handling the limited capability, power control for simultaneous sidelink TX, packet duplication)
· The work is limited to FR1 licensed spectrum and ITS band in FR1.
· No specific enhancements of Rel-17 sidelink features with sidelink CA support.
· This feature is backwards compatible in the following regards
· A Rel-16/Rel-17 UE can receive Rel-18 sidelink broadcast/groupcast transmissions with CA for the carrier on which it receives PSCCH/PSSCH and transmits the corresponding sidelink HARQ feedback (when SL-HARQ is enabled in SCI)
[…]
2. 
3. Study and specify enhanced sidelink operation on FR2 licensed spectrum [RAN1, RAN2, RAN4] (Determine in RAN#98-e whether to continue the study or study + specification work for FR2 until the end of R18)
· Focus only on updating the evaluation methodology for commercial deployment scenario in 4Q 2022. [RAN1]
· Work is limited to the support of sidelink beam management (including initial beam-pairing, beam maintenance, and beam failure recovery, etc) by reusing existing sidelink CSI framework and reusing Uu beam management concepts wherever possible.
· Beam management in FR2 licensed spectrum considers sidelink unicast communication only.





3. Summary

We shared our views on the WID for NR sidelink evolution. We propose to update the WID as follows.
	1. Specify mechanism to support NR sidelink CA operation based on LTE sidelink CA operation [RAN2, RAN1, RAN4] (This part of the work is put on hold until further checking in RAN#98-e)
· Support only LTE sidelink CA features for NR (i.e., SL carrier (re-)selection, synchronization of aggregated carriers, handling the limited capability, power control for simultaneous sidelink TX, packet duplication)
· The work is limited to FR1 licensed spectrum and ITS band in FR1.
· No specific enhancements of Rel-17 sidelink features with sidelink CA support.
· This feature is backwards compatible in the following regards
· A Rel-16/Rel-17 UE can receive Rel-18 sidelink broadcast/groupcast transmissions with CA for the carrier on which it receives PSCCH/PSSCH and transmits the corresponding sidelink HARQ feedback (when SL-HARQ is enabled in SCI)
[…]
2. 
3. Study and specify enhanced sidelink operation on FR2 licensed spectrum [RAN1, RAN2, RAN4] (Determine in RAN#98-e whether to continue the study or study + specification work for FR2 until the end of R18)
· Focus only on updating the evaluation methodology for commercial deployment scenario in 4Q 2022. [RAN1]
· Work is limited to the support of sidelink beam management (including initial beam-pairing, beam maintenance, and beam failure recovery, etc) by reusing existing sidelink CSI framework and reusing Uu beam management concepts wherever possible.
· Beam management in FR2 licensed spectrum considers sidelink unicast communication only.
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