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	Reason for change:
	In current spec TS 38.101-1, there are definitions on intra-band CA which indicates that intra-band is in the same operating band.
· Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band.
· Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.
However, in TS 38.101-3, there are no explicit definitions for intra-band contiguous / non-contiguous EN-DC configurations. The description for BCS for contiguous / non-contiguous EN-DC in Clause 5.3B.1.2 / 5.3B.1.3 are illustrated as follows.
· For intra-band contiguous EN-DC, an EN-DC configuration is a single operating band supporting an intra-band contiguous EN-DC bandwidth class.
· For intra-band non-contiguous EN-DC, an EN-DC configuration is a single operating band supporting E-UTRA and NR carriers, where E-UTRA configuration is indicated by using E-UTRA CA bandwidth class as defined in TS 36.101 [4] and NR configuration is indicated by using NR CA bandwidth class as defined in TS 38.101-1 [2].
Regarding to the concept of “intra-band”, there is different understanding between intra-band EN-DC configuration and inter-band EN-DC configuration in the same section 5.5B of TS 38.101-3.
· In section 5.5B.4 of TS 38.101-3, inter-band EN-DC configurations with the constituent E-UTRA band and NR band having the same band number are considered as different bands, such as EN-DC configuration DC_1A-3A_n3A in Table 5.5B.4.2-1 is categorized into the table of three bands shown as below, which means “3A” and “n3A” are different bands.
[image: ]
· In section 5.5B.2 for intra-band contiguous and 5.5B.3 for intra-band non-contiguous EN-DC configuration, the constituent E-UTRA band and NR band are considered as the same frequency band, since it is called as “intra-band”.
[image: ]
A clarification that the intra-band EN-DC configuration refers to E-UTRA band and the corresponding NR band having the same frequency range should be added.

	
	

	Summary of change:
	To clarify the intra-band EN-DC configuration which refers to E-UTRA band and the corresponding NR band having the same frequency range.

	
	

	Consequences if not approved:
	The notation of “intra-band” EN-DC will be inconsistent with the notation of “inter-band” EN-DC.
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The requirements for intra-band EN-DC in this specification are defined for EN-DC configurations with associated bandwidth combination sets.
For each EN-DC configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination.
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For intra-band contiguous EN-DC, an EN-DC configuration is consisting of an E-UTRA band and a corresponding NR band having the same frequency range which supports a single operating band supporting an intra-band contiguous EN-DC bandwidth class.
Bandwidth combination sets for intra-band contiguous EN-DC are specified in Table 5.3B.1.2-1. The EN-DC configurations and bandwidth combination sets in Table 5.3B.1.2-1 also apply to higher order EN-DC combinations that include inter-band and intra-band EN-DC on the downlink and inter-band EN-DC on the uplink. If no BCS is reported in the UE capabilities for an intra-band combination the default is that the UE supports BCS0.
Table 5.3B.1.2-1: EN-DC configurations and bandwidth combination sets defined for intra-band contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Channel bandwidths for E-UTRA carrier (MHz)
	
	

	DC_(n)3AA
	DC_(n)3AA4
	5, 10, 15, 20
	5,10,15,20, 25, 30
	
	50
	0

	
	
	
	5,10,15,20, 25, 30
	5, 10, 15, 20
	
	

	DC_(n)5AA
	DC_(n)5AA4
	5, 10
	5, 10, 15, 20
	
	25
	0

	
	
	
	5, 10, 15, 20
	5, 10
	
	

	DC_(n)7AA
	DC_(n)7AA4
	5, 10, 15, 20
	5, 10, 15, 20
	
	40
	0

	
	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	

	DC_(n)12AA
	DC_(n)12AA4
	5, 10
	5, 10
	
	15
	0

	
	
	
	5, 10
	5, 10
	
	

	DC_(n)38AA
	DC_(n)38AA4
	5, 10, 15, 20
	5, 10, 15, 20, 40
	
	50
	0

	
	
	
	5, 10, 15, 20, 40
	5, 10, 15, 20
	
	

	DC_(n)41AA
	DC_(n)41AA
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	
	
	20
	10, 20, 30, 40, 50, 60, 80,100
	
	120
	2

	
	
	
	10, 20, 30, 40, 50, 60, 80,100
	20
	
	

	
	
	10
	20, 30, 40, 50, 60, 80,100
	
	
	

	
	
	
	20, 30, 40, 50, 60, 80,100
	10
	
	

	DC_(n)41AB
	DC_(n)41AA,
DC_41A_n41A
	10
	20+20
	
	70
	0

	
	
	
	20+20
	10
	
	

	
	
	20
	10+20
	
	
	

	
	
	
	10+20
	20
	
	

	
	
	20
	20+30
	
	
	

	
	
	
	20+30
	20
	
	

	DC_(n)41CA
	DC_(n)41AA, DC_41A_n41A2
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	
	
	20+20
	10, 20, 30, 40, 50, 60, 80,100
	
	140
	2

	
	
	
	10, 20, 30, 40, 50, 60, 80,100
	20+20
	
	

	
	
	10+20
	10, 20, 30, 40, 50, 60, 80,100
	
	
	

	
	
	
	10, 20, 30, 40, 50, 60, 80,100
	10+20
	
	

	DC_(n)41DA
	DC_(n)41AA, DC_41A_n41A2
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	30, 40, 50, 60, 80,100
	
	160
	2

	
	
	
	30, 40, 50, 60, 80,100
	20+20+20
	
	

	
	
	20+20+15
	30, 40, 50, 60, 80,100
	
	
	

	
	
	
	30, 40, 50, 60, 80,100
	20+20+15
	
	

	DC_(n)48AA5
	DC_(n)48AA4
	5, 10, 15, 20
	5, 10, 15, 20, 40
	
	60
	0

	
	
	
	5, 10, 15, 20, 40
	5, 10, 15, 20
	
	

	DC_(n)48CA5
	DC_(n)48AA4
DC_48A_n48A4
	See CA_48C Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	5, 10, 15, 20, 40
	
	80
	0

	
	
	
	5, 10, 15, 20, 40
	See CA_48C Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	
	

	DC_(n)48DA5
	DC_(n)48AA4
DC_48A_n48A4
	See CA_48D Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	5, 10, 15, 20, 40
	
	100
	0

	
	
	
	5, 10, 15, 20, 40
	See CA_48D Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	
	

	DC_(n)66AA
	DC_(n)66AA4
	5, 10, 15, 20
	5,10,15,20, 25, 30, 40
	　
	60
	0

	
	
	　
	5,10,15,20, 25, 30, 40
	5, 10, 15, 20
	
	

	DC_(n)71AA
	DC_(n)71AA3
	15
	5
	
	20
	0

	
	
	10
	5, 10
	
	
	

	
	
	5
	5, 10, 15
	
	
	

	
	
	
	5
	15
	
	

	
	
	
	5, 10
	10
	
	

	
	
	
	5, 10, 15
	5
	
	

	
	
	5
	5,10,15,20
	
	253
	1

	
	
	10
	5,10,15
	
	
	

	
	
	15
	5,10
	
	
	

	
	
	
	5,10,15,20
	5
	
	

	
	
	
	5,10,15
	10
	
	

	
	
	
	5,10
	15
	
	

	
	-
	5
	5, 10, 15, 20
	
	356
	2

	
	
	10
	10, 15, 20
	
	
	

	
	
	15
	15, 20
	
	
	

	
	
	
	5, 10, 15, 20
	5
	
	

	
	
	
	10, 15, 20
	10
	
	

	
	
	
	15, 20
	15
	
	

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	For maximum DL aggregated bandwidth of 25 MHz the asymmetric UL and DL channel bandwidth combination of Table 5.3.6-1 in TS 38.101-1 [2] is used with a maximum UL contiguous aggregated bandwidth of 20 MHz. Furthermore, a restriction is imposed on bandwidth combinations so that only a subset of BCS1 is allowed to be used on the uplink, and this subset is equivalent to BCS0.
NOTE4:	Only single switched UL is supported.
NOTE5:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.
NOTE 6:	Bandwidth Combination Set 2 only applies to intra-band EN-DC with uplink in n71 but not in Band 71, and paired with another E-UTRA band.
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For intra-band non-contiguous EN-DC, an EN-DC configuration is consisting of an E-UTRA band and a corresponding NR band having the same frequency range which supports a single operating band supporting E-UTRA and NR carriers, where E-UTRA configuration is indicated by using E-UTRA CA bandwidth class as defined in TS 36.101 [4] and NR configuration is indicated by using NR CA bandwidth class as defined in TS 38.101-1 [2].
Requirements for intra-band non-contiguous EN-DC are defined for the EN-DC configurations and bandwidth combination sets specified in Table 5.3B.1.3-1. The EN-DC configurations and bandwidth combination sets in Table 5.3B.1.3-1 also apply to higher order EN-DC combinations that include inter-band and intra-band EN-DC on the downlink and inter-band EN-DC on the uplink.  If no BCS is reported in the UE capabilities for an intra-band combination the default is that the UE supports BCS0.
Table 5.3B.1.3-1: EN-DC configurations and bandwidth combination sets defined for intra-band non-contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Channel bandwidths for E-UTRA carrier (MHz)
	
	

	DC_2A_n2A
	DC_2A_n2A2
	5, 10, 15, 20
	5, 10, 15, 20
	
	40
	0

	DC_3A_n3A
	DC_3A_n3A
	
	5, 10, 15, 20, 25, 30
	5, 10, 15, 20
	50
	0

	
	
	
	5, 10, 15, 20, 25, 30
	5, 10, 15, 20
	50
	1

	
	
	5, 10, 15, 20
	5, 10, 15, 20, 25, 30
	
	
	

	DC_5A_n5A
	DC_5A_n5A2
	5, 10
	5, 10, 15
	
	20
	0

	DC_7A_n7A3
	DC_7A_n7A2
	5, 10, 15, 20
	5, 10, 15, 20
	
	40
	0

	DC_41A_n41A
	DC_41A_n41A
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	
	
	20
	10, 20, 30, 40, 50, 60, 80,100
	
	120
	2

	
	
	
	10, 20, 30, 40, 50, 60, 80,100
	20
	
	

	
	
	10
	20, 30, 40, 50, 60, 80,100
	
	
	

	
	
	
	20, 30, 40, 50, 60, 80,100
	10
	
	

	DC_41C_n41A
	DC_41A_n41A
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_41D_n41A
	DC_41A_n41A
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	DC_48A_n48A4
	DC_48A_n48A2
	5, 10, 15, 20
	5, 10, 15, 20, 40
	
	60
	0

	
	
	
	5, 10, 15, 20, 40
	5, 10, 15, 20
	
	

	DC_48A-48A_n48A4
	DC_48A_n48A2
	See CA_48A-48A Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-3
	5, 10, 15, 20, 40
	
	80
	0

	
	
	
	5, 10, 15, 20, 40
	See CA_48A-48A Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-3
	
	

	DC_48C_n48A4
	DC_48A_n48A2
	See CA_48C Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	5, 10, 15, 20, 40
	
	80
	0

	
	
	
	5, 10, 15, 20, 40
	See CA_48C Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	
	

	DC_48D_n48A4
	DC_48A_n48A2
	See CA_48D Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	5, 10, 15, 20, 40
	
	100
	0

	
	
	
	5, 10, 15, 20, 40
	See CA_48D Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	
	

	DC_66A_n66A
	DC_66A_n66A2
	5, 10, 15, 20
	5, 10, 15, 20, 40
	
	50
	0

	
	
	5, 10, 15, 20
	5, 10, 15, 20, 25, 30, 40
	
	60
	1

	
	
	
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20
	
	

	DC_71A_n71A
	DC_71A_n71A2
	15
	5
	
	20
	0

	
	
	10
	5, 10
	
	
	

	
	
	5
	5, 10, 15
	
	
	

	
	
	
	5
	15
	
	

	
	
	
	5, 10
	10
	
	

	
	
	
	5, 10, 15
	5
	
	

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	30
	1

	
	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	

	NOTE 1:	Void.
NOTE 2:	Only single switched UL is supported.
NOTE 3:	Requirements in this specification apply for NR SCS of 15 kHz only.
NOTE 4:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.



Table 5.3B.1.3-2: EN-DC configurations and bandwidth combination sets defined for intra-band EN-DC mixed intra-band contiguous and non-contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Channel bandwidths for E-UTRA carrier (MHz)
	
	

	DC_48A-(n)48AA4,5
	DC_(n)48AA2
DC_48A_n48A2
	See CA_48A-48A Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-3
	5, 10, 15, 20, 40
	
	80
	0

	
	
	
	5, 10, 15, 20, 40
	See CA_48A-48A Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-3
	
	

	NOTE 1:	Void.
NOTE 2:	Only single switched UL is supported.
NOTE 3:	Requirements in this specification apply for NR SCS of 15 kHz only.
NOTE 4:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.
NOTE 5: The UE supporting these configurations mixed intra-band continuous and non-continuous ENDC with at most two sub-blocks containing more than two component carriers indicates ‘both’ by IE intraBandENDC-Support.
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