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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1224
	-
	Rel-16
	CR for TS 38.101-1 Rel-16: Correcting critical error with co-existence for band CA_n8-n40
	F
	16.13.0
	RAN4#105
	R4-2218361
	Apple
	NR_CADC_R16_2BDL_xBUL-Core, ,
	6.5A.3.2.3
	Test: TS 38.521-1



	38.101-1
	1225
	-
	Rel-17
	CR for TS 38.101-1 Rel-17 CAT-A: Correcting critical error with co-existence for band CA_n8-n40
	A
	17.7.0
	RAN4#105
	R4-2218362
	Apple
	NR_CADC_R16_2BDL_xBUL-Core, ,
	6.5A.3.2.3
	Test: TS 38.521-1



	38.101-1
	1243
	-
	Rel-16
	CR to R16 TS38.101-1 maintenance for UE co-ex requirements for UL CA
	F
	16.13.0
	RAN4#105
	R4-2218914
	NTT DOCOMO, INC.
	NR_CADC_R16_2BDL_xBUL-Core
	6.5A.3.2.3
	Test: TS 38.521-1



	38.101-1
	1252
	2
	Rel-16
	CR to 38.101-1 on removing ambiguity in CA MPR definition
	F
	16.13.0
	RAN4#105
	R4-2220817
	Qualcomm Inc.
	NR_RF_FR1-Core
	6.2A.2.1
	Test: TS 38.521-1



	38.101-1
	1253
	-
	Rel-17
	CR to 38.101-1 on removing ambiguity in CA MPR definition
	A
	17.7.0
	RAN4#105
	R4-2219472
	Qualcomm Inc.
	NR_RF_FR1-Core
	6.2A.2.1
	Test: TS 38.521-1



	38.101-2
	0506
	1
	Rel-17
	CR R17 ModifiedMPR
	F
	17.7.0
	RAN4#105
	R4-2220593
	Nokia
	NR_RF_FR2_req_enh2
	H1
	

	38.101-2
	0507
	-
	Rel-16
	CR R16 ModifiedMPR
	F
	16.13.0
	RAN4#105
	R4-2218280
	Nokia
	NR_RF_FR2_req_enh2
	H1
	

	38.101-2
	0523
	-
	Rel-16
	CR to 38.101-2 on removing ambiguity in CA MPR definition
	F
	16.13.0
	RAN4#105
	R4-2219473
	Qualcomm Inc.
	NR_RF_FR2_req_enh-Core
	6.2A.2.2.1, 6.2A.2.2.2, 6.2A.2.4.1, 6.2A.2.4.2
	Test: TS 38.521-2



	38.101-2
	0524
	-
	Rel-17
	CR to 38.101-2 on removing ambiguity in CA MPR definition
	A
	17.7.0
	RAN4#105
	R4-2219474
	Qualcomm Inc.
	NR_RF_FR2_req_enh-Core
	6.2A.2.2.1, 6.2A.2.2.2, 6.2A.2.4.1, 6.2A.2.4.2
	Test: TS 38.521-2



	38.101-3
	0794
	-
	Rel-16
	CR for an update on output power dynamics for intra-band EN-DC from Rel.16
	F
	16.13.0
	RAN4#105
	R4-2219382
	CHTTL, MediaTek Inc., SGS Wireless
	DC_R16_1BLTE_1BNR_2DL2UL-Core
	6.3B.2
	Test: 38.521-3



	38.101-3
	0795
	-
	Rel-17
	CR for an update on output power dynamics for intra-band EN-DC from Rel.16
	A
	17.7.0
	RAN4#105
	R4-2219383
	CHTTL, MediaTek Inc., SGS Wireless
	DC_R16_1BLTE_1BNR_2DL2UL-Core
	6.3B.2
	Test: 38.521-3



	38.133
	2704
	-
	Rel-16
	SRS configuration correction for SRS carrier based switching
	F
	16.13.0
	RAN4#105
	R4-2218675
	Nokia, Qualcomm Inc.
	NR_RRM_enh-Perf
	A.3.24, A.4.5, A.5.5, A.6.5, A.7.5
	Test: TS38.533



	38.133
	2705
	-
	Rel-17
	SRS configuration correction for SRS carrier based switching
	A
	17.7.0
	RAN4#105
	R4-2218676
	Nokia, Qualcomm Inc.
	NR_RRM_enh-Perf
	A.3.24, A.4.5, A.5.5, A.6.5, A.7.5
	Test: TS38.533



	38.133
	2733
	1
	Rel-16
	Correction of L1 L3 measurement sharing factors for inter-frequency L3 measurement performed outside gaps in R16
	F
	16.13.0
	RAN4#105
	R4-2220382
	vivo
	NR_RRM_enh-Core
	9.3.9.1
	Test: TS38.533



	38.133
	2733
	-
	Rel-17
	Correction of L1 L3 measurement sharing factors for inter-frequency L3 measurement performed outside gaps in R17
	A
	17.7.0
	RAN4#105
	R4-2219169
	vivo
	NR_RRM_enh-Core
	9.3.9.1, 9.3B.7.1
	Test: TS38.533



	38.133
	2771
	2
	Rel-16
	Correction to Idle Mode CA/DC Measurement Tests in TS 38.133
	F
	16.13.0
	RAN4#105
	R4-2220727
	Ericsson
	LTE_NR_DC_CA_enh-Perf
	A.3.13A.4, A.6.6.9.1.1, A.6.6.9.1.2, A.6.6.15.1, A.8.2.2.1.1, A.8.2.2.2.1
	


