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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1220
	-
	Rel-17
	Correction to n91,n92,n93 and n94 co-ex R17
	A
	17.7.0
	RAN4#105
	R4-2218276
	Nokia
	NR_FDD_bands_varduplex-Core
	6.5.3.2
	

	38.101-1
	1221
	-
	Rel-16
	Correction to n91,n92,n93 and n94 co-ex R16
	F
	16.13.0
	RAN4#105
	R4-2218277
	Nokia
	NR_FDD_bands_varduplex-Core
	6.5.3.2
	

	38.101-4
	0311
	-
	Rel-16
	Correction to LTE-NR coexistence requirements
	F
	16.10.0
	RAN4#105
	R4-2218090
	Rohde & Schwarz
	NR_perf_enh-Perf
	5.2.2.2.4
	Test: TS/TR 38.521-4 CR ...



	38.101-4
	0312
	-
	Rel-17
	Correction to LTE-NR coexistence requirements
	A
	17.6.0
	RAN4#105
	R4-2218091
	Rohde & Schwarz
	NR_perf_enh-Perf
	5.2.2.2.4
	Test: TS/TR 38.521-4 CR ...



	38.101-4
	0314
	-
	Rel-16
	CR to dl-DataToUL-ACK for PDSCH demod CA TCs
	F
	16.10.0
	RAN4#105
	R4-2218213
	Anritsu Corporation
	NR_perf_enh-Perf
	5.2A Isolated impact analysis: No change to UE requirements, changes test parameters only.
	Test: TS 38.521-4



	38.101-4
	0315
	-
	Rel-17
	CR to dl-DataToUL-ACK for PDSCH demod CA TCs
	A
	17.6.0
	RAN4#105
	R4-2218214
	Anritsu Corporation
	NR_perf_enh-Perf
	5.2A  Isolated impact analysis: No change to UE requirements, changes test parameters only.
	Test: TS 38.521-4



	38.101-4
	0316
	-
	Rel-16
	CR to TS38.101-4, Corrections to NR-U
	F
	16.10.0
	RAN4#105
	R4-2218244
	MediaTek
	NR_unlic-Perf
	6.1.1.1 and 6.1.1.3
	Test: TS38.521-4



	38.101-4
	0317
	-
	Rel-17
	CR to TS38.101-4, Corrections to NR-U
	A
	17.6.0
	RAN4#105
	R4-2218245
	MediaTek
	NR_unlic-Perf
	6.1.1.1 and 6.1.1.3
	Test: TS38.521-4



	38.101-4
	0325
	-
	Rel-16
	Corrections on parameters of V2X HARQ buffer test
	F
	16.10.0
	RAN4#105
	R4-2219522
	Huawei,HiSilicon
	5G_V2X_NRSL-Perf
	11.1.7.1.1
	Test: TS 38.521-4



	38.101-4
	0326
	-
	Rel-17
	Corrections on parameters of V2X HARQ buffer test
	A
	17.6.0
	RAN4#105
	R4-2219523
	Huawei,HiSilicon
	5G_V2X_NRSL-Perf
	11.1.7.1.1
	Test: TS 38.521-4



	38.101-4
	0327
	1
	Rel-16
	Corrections on parameters of Rel-16 NR-U test
	F
	16.10.0
	RAN4#105
	R4-2220864
	Huawei,HiSilicon
	NR_unlic-Perf
	5.2A.2.3, 5.2A.3.3
	Test: TS 38.521-4



	38.101-4
	0328
	-
	Rel-17
	Corrections on parameters of Rel-16 NR-U test
	A
	17.6.0
	RAN4#105
	R4-2219525
	Huawei,HiSilicon
	NR_unlic-Perf
	5.2A.2.3, 5.2A.3.3
	Test: TS 38.521-4



	38.104
	0418
	1
	Rel-16
	CR to TS38.104 (Rel-16) on FR2-1 PUSCH demodulation requirements
	F
	16.13.0
	RAN4#105
	R4-2218722
	Ericsson
	NR_demod_enh2-Perf
	11.2.2
	

	38.104
	0419
	1
	Rel-17
	CR to TS38.104 (Rel-17) on FR2-1 PUSCH demodulation requirements
	F
	17.7.0
	RAN4#105
	R4-2218723
	Ericsson
	NR_demod_enh2-Perf
	11.2.2
	

	38.104
	0423
	1
	Rel-16
	CR to 38.104: Spurious emission requirements, Rel-16
	F
	16.13.0
	RAN4#105
	R4-2220256
	NEC
	NR_unlic-Core
	6.6.5.2.1, 7.6.2
	Test: TS 38.141-1



	38.133
	2660
	1
	Rel-16
	CR to TS 38.133: Corrections to NR positioning and high speed train test cases (Rel 16)
	F
	16.13.0
	RAN4#105
	R4-2220384
	Rohde & Schwarz
	NR_pos-Perf, NR_HST-Perf
	A.6.6.3.3, A.6.6.12, A.6.7.13, A.7.6.9, A.7.7.10
	Test: TS 38.533 CR ...



	38.133
	2661
	-
	Rel-17
	CR to TS 38.133: Corrections to NR positioning and high speed train test cases (Rel 17)
	A
	17.7.0
	RAN4#105
	R4-2218085
	Rohde & Schwarz
	NR_pos-Perf, NR_HST-Perf
	A.6.6.3.3, A.6.6.12, A.6.7.13, A.7.6.9, A.7.7.10
	Test: TS 38.533 CR ...



	38.133
	2685
	1
	Rel-16
	Modification on TS38.133 for Rel-16
	F
	16.13.0
	RAN4#105
	R4-2220726
	CATT
	NR_Mob_enh
	6.1.4
	Test: TS38.533



	38.133
	2686
	-
	Rel-17
	Modification on TS38.133 for Rel-16
	A
	17.7.0
	RAN4#105
	R4-2218423
	CATT
	NR_Mob_enh
	6.1.4
	Test: TS38.533



	38.133
	2690
	-
	Rel-16
	CR on positioning measurement accuracy requirements in R16
	F
	16.13.0
	RAN4#105
	R4-2218453
	CATT
	NR_pos-Perf
	10.1.25
	Test: TS 38.533



	38.133
	2691
	-
	Rel-17
	CR on positioning measurement accuracy requirements in R16
	A
	17.7.0
	RAN4#105
	R4-2218454
	CATT
	NR_pos-Perf
	10.1.25
	Test: TS 38.533



	38.133
	2756
	1
	Rel-16
	CR on positioning requirements R16
	F
	16.13.0
	RAN4#105
	R4-2220381
	Huawei, HiSilicon
	NR_pos-Perf
	10.1.23.2
	Test: TS 38.533



	38.133
	2757
	-
	Rel-17
	CR on positioning requirements R17
	A
	17.7.0
	RAN4#105
	R4-2219529
	Huawei, HiSilicon
	NR_pos-Perf
	10.1.23.2
	Test: TS 38.533



	38.133
	2778
	1
	Rel-16
	CR on Rel-16 measurements and UE specific CBW switch maintenance
	F
	16.13.0
	RAN4#105
	R4-2220435
	Ericsson
	NR_unlic-Core, NR_RRM_enh-Core
	9.5A.3.2, 8.13
	Test: TS38. 533



	38.133
	2779
	-
	Rel-17
	CR on Rel-17 measurements and UE specific CBW switch maintenance
	A
	17.7.0
	RAN4#105
	R4-2219938
	Ericsson
	NR_unlic-Core, NR_RRM_enh-Core
	9.5A.3.2, 8.13
	Test: TS38. 533



	38.141-1
	0295
	2
	Rel-16
	CR to 38.141-1: Spurious emission requirements, Rel-16
	F
	16.13.0
	RAN4#105
	R4-2220865
	NEC
	NR_unlic-Perf
	6.6.5.5.1.1, 7.6.5.1
	Core: TS 38.104




