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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.101
	5895
	-
	Rel-17
	Cleanup the brackets for NPDSCH requirements with 16QAM
	F
	17.7.0
	RAN4#105
	R4-2219518
	Huawei,HiSilicon
	NB_IOTenh4_LTE_eMTC6-Perf
	8.12.1.1.5, 8.12.1.2.4
	Test: 36.521-1



	36.104
	4961
	-
	Rel-17
	CR on NPUSCH format1 demodulation requirement for TS 36.104
	F
	17.7.0
	RAN4#105
	R4-2219023
	Samsung
	NB_IOTenh4_LTE_eMTC6-Perf
	8.5.1.1.1
	Test: TS 36.141



	36.133
	7182
	1
	Rel-17
	Maintenance CR on HO with PSCell where PSCell is on CCA
	F
	17.7.0
	RAN4#105
	R4-2220386
	Ericsson
	NR_RRM_enh2-Core
	5.9.1.2
	

	36.141
	1344
	-
	Rel-17
	Finalization of NPUSCH format 1 16QAM test requirement
	F
	17.7.0
	RAN4#105
	R4-2219991
	Nokia, Nokia Shanghai Bell
	NB_IOTenh4_LTE_eMTC6-Perf
	8.5.1.5
	

	38.101-1
	1205
	3
	Rel-17
	CR to clarify UE requirements for DMRS bundling
	F
	17.7.0
	RAN4#105
	R4-2220035
	MediaTek Inc, Apple Inc.
	NR_cov_enh-Core
	6.4.2.5
	Test: TS38.521-1



	38.101-1
	1242
	-
	Rel-17
	CR to R17 TS38.101-1 maintenance for UE co-ex requirements for UL CA
	F
	17.7.0
	RAN4#105
	R4-2218913
	NTT DOCOMO, INC.
	NR_CADC_R16_2BDL_xBUL-Core, NR_CADC_R17_2BDL_xBUL-Core
	6.5A.3.2.3
	Test: TS 38.521-1



	38.101-1
	1254
	-
	Rel-17
	CR for 38.101-1: introduce UL MIMO configurations for band n40
	F
	17.7.0
	RAN4#105
	R4-2219491
	Huawei, HiSilicon
	NR_bands_UL_MIMO_PC3_R17-Core
	6.2D.1
	Test: TS 36.521-1



	38.101-1
	1273
	1
	Rel-17
	CR for 38.101-1 DMRS bundling with FR1 uplink CA
	F
	17.7.0
	RAN4#105
	R4-2220829
	Qualcomm Incorporated
	NR_cov_enh-Core
	6.4A.2.3, 6.4B
	

	38.101-1
	1275
	-
	Rel-17
	CR for 38.101-1: Corrections for 5 MHz for n41 and other errors
	F
	17.7.0
	RAN4#105
	R4-2219994
	T-Mobile USA
	NR_bands_R17_BWs-Core, NR_CADC_R17_3BDL_2BUL-Core
	6.2.3.1, 6.2A.3.1, 6.2A.3.1.1.1, 6.2A.3.1.1.1.1, 6.2A.3.1.1.1.2, 6.2A.3.1.1.1.3, 6.2A.3.1.1.2.1, 6.2A.3.1.1.2.2, 6.2A.3.1.1.3.1, 6.2A.3.1.1.3.2, 6.5.2.3.2, 7.3.2, 7.3A.5,
	Test: TS/TR 38.521 CR ...



	38.101-1
	1276
	-
	Rel-18
	CR for 38.101-1: NR CA table corrections
	F
	17.7.0
	RAN4#105
	R4-2219995
	T-Mobile USA, Nokia
	NR_CADC_R17_2BDL_xBUL, NR_CA_R17_3BDL_1BUL, NR_CADC_R17_3BDL_2BUL, NR_CA_R17_4BDL_1BUL, NR_CADC_R17_4BDL_2BUL
	5.5A.3.1, 5.5A.3.2, 5.5A.3.3
	Test: TS/TR 38.521 CR ...



	38.101-1
	1278
	-
	Rel-17
	CR for updating the note of mandatory simultaneous Rx/Tx capability for FR1 NR-CA combinations
	F
	17.7.0
	RAN4#105
	R4-2220598
	KDDI
	NR_CADC_R17_2BDL_xBUL-Core
	5.2A.2
	Test: 38.521-3



	38.101-1
	1279
	-
	Rel-17
	CR for 38.101-1 for DC location R17 method
	F
	17.7.0
	RAN4#105
	R4-2220833
	Qualcomm Incorporated, Oppo, Huawei
	NR_RF_FR2_req_enh2
	6.4A.2.1.0, 6.4A.2.1.2, 6.4A.2.1.3, 6.4A.2.2.0, 6.4A.2.2.3, 6.4H.1.2, F.0
	

	38.101-2
	0505
	2
	Rel-17
	CR to TS38.101-2 PC3 TIB values for FR2 inter-band UL CA
	F
	17.7.0
	RAN4#105
	R4-2220595
	NTT DOCOMO, INC.
	NR_RF_FR2_req_enh2-Core
	5.5A.3, 6.2A.1, 6.2A.2.4.3, 6.4A.2.2.4, 6.4A.2.3.4, 6.5A.3.1
	Test: TS 38.521-2



	38.101-2
	0516
	-
	Rel-17
	CR on ACS/IBB of FR2 inter-band CA
	F
	17.7.0
	RAN4#105
	R4-2218868
	vivo
	NR_RF_FR2_req_enh2-Core
	7.5A.3 7.6A.2.3
	

	38.101-2
	0525
	3
	Rel-17
	R17 CR on introduction of FR2 CA DC location reporting
	F
	17.7.0
	RAN4#105
	R4-2220839
	OPPO, Huawei, Qualcomm
	NR_RF_FR2_req_enh2-Core
	6.4A.2
	Test: TS 38.521-2



	38.101-3
	0757
	-
	Rel-17
	CR for 38.101-3 to Add Missing MSD Items for PC2 EN-DC combos
	F
	17.7.0
	RAN4#105
	R4-2218038
	AT&T, Verizon
	ENDC_UE_PC2_R17_NR_TDD-Core
	7.3B.2.3.2, 7.3B.2.3.4
	Test: TS 38.521-3 CR ...



	38.101-3
	0774
	-
	Rel-17
	CR for TS 38.101-3 Rel-17: Corrections on band combinations for UE co-existence
	F
	17.7.0
	RAN4#105
	R4-2218366
	Apple
	DC_R17_1BLTE_1BNR_2DL2UL-Core, DC_R17_2BLTE_1BNR_3DL2UL-Core, ,
	6.5B.3.3.2
	Test: TS 38.521-3



	38.101-3
	0800
	-
	Rel-17
	CR on TS 38.101-3 to correct delta TIB for NE-DC and EN-DC combinations
	F
	17.7.0
	RAN4#105
	R4-2219754
	ZTE Corporation
	DC_R17_1BLTE_1BNR_2DL2UL-Core
	6.2B.4.2.3.1, 6.2B.4.2.3.2, 6.2B.4.2.3.3, 6.2B.4.2.3a
	Test:  38.521-3



	38.101-4
	0306
	1
	Rel-17
	CR on maintenance of PDSCH CRS-IM demod requirements
	F
	17.6.0
	RAN4#105
	R4-2220198
	China Telecom
	NR_demod_enh2-Perf
	5.1.1.3
	Test: TS 38.521-4



	38.101-4
	0307
	1
	Rel-17
	CR on maintenance on PDSCH 4Rx demod requirements for MU-MIMO IRC
	F
	17.6.0
	RAN4#105
	R4-2220279
	China Telecom
	NR_demod_enh2-Perf
	5.2.3.1.16 5.2.3.2.17 A.3.2.1.5 A.3.2.2.7
	Test: TS 38.521-4



	38.101-4
	0313
	1
	Rel-17
	CR for Maintenance of PDSCH demod requirements with inter-cell interference
	F
	17.6.0
	RAN4#105
	R4-2220275
	Apple
	NR_demod_enh2-Perf
	5.2.2.1.15, 5.2.2.2.16, 5.2.3.1.15, 5.2.3.2.16
	Test: TS 38.521-4



	38.101-4
	0324
	1
	Rel-17
	CR on Updates to CRS-IM requirements
	F
	17.6.0
	RAN4#105
	R4-2219521
	Huawei,HiSilicon
	NR_demod_enh2-Perf
	
	Test: 38.521-4



	38.104
	0414
	1
	Rel-17
	Corrections for 100MHz CBW inclusion for n46 n96 and n102
	F
	17.7.0
	RAN4#105
	R4-2220262
	CableLabs, Charter Communications, Nokia
	NR_bands_R17_BWs-Core
	5.3.5 and 6.6.4.2.4A
	Test: TS 38.521-1



	38.133
	2669
	-
	Rel-17
	CR on removing the redundancy from TS 38.133 in response to RAN2 LS
	F
	17.7.0
	RAN4#105
	R4-2218172
	Apple
	NR_RF_FR2_req_enh2
	9.1.11
	Test: TS 38.533



	38.133
	2720
	-
	Rel-17
	CR to TS 38.133: Correction to conditional PSCell addition requirements (Rel-17)
	F
	17.7.0
	RAN4#105
	R4-2218794
	vivo
	LTE_NR_DC_enh2-Core
	8.9A.2
	

	38.133
	2721
	1
	Rel-17
	CR on RLM/BFD requirement for deactivated PSCell and SCG Activation Delay requirement
	F
	17.7.0
	RAN4#105
	R4-2220354
	vivo
	LTE_NR_DC_enh2-Core
	8.1.2.2, 8.1.3.2, 8.1.6, 8.5.2.2, 8.5.3.2, 8.5.4, 8.17.2
	Test: TS38.533



	38.133
	2772
	-
	Rel-17
	Correction to Idle Mode CA/DC Measurement Tests in TS 38.133
	A
	17.7.0
	RAN4#105
	R4-2219848
	Ericsson
	LTE_NR_DC_CA_enh-Perf
	A.3.13A.4, A.6.6.9.1.1, A.6.6.9.1.2, A.6.6.15.1, A.8.2.2.1.1, A.8.2.2.2.1
	

	38.133
	2776
	1
	Rel-17
	Formal CR to 38.133: Corrections on Handover with PSCell from NR SA to EN-DC with PSCell using CCA
	F
	17.7.0
	RAN4#105
	R4-2220385
	Mediatek Inc.
	NR_RRM_enh2-Core
	6.1.5.5
	

	38.133
	2780
	1
	Rel-17
	Maintenance CR on SCell activation/deactivation with PUCCH
	F
	17.7.0
	RAN4#105
	R4-2220349
	Ericsson, Nokia, Huawei
	NR_RRM_enh2-Core
	8.2.1.2.20, 8.2.2.2.18, 8.2.3.2.19
	


