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	Reason for change:
	The band combination with the adjacent spectrum (n258-n261) was introduced in R17. Currently, ACS/IBB in inter-band CA is defined as each CC need to meet the single carrier requirement when all DL CCs are activated. When 2 CCs are adjacent, inter-band DL CA will face more critical ACS/IBB requirements due to the non-ideal hardware. This issue was recorded in WF R4-2214416.

	
	

	Summary of change:
	The requirement does not apply if the interferer of the band being tested overlaps any part of the component carrier on the other band

	
	

	Consequences if not approved:
	When 2 CCs are adjacent, inter-band DL CA will face more critical ACS/IBB requirements.
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For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the adjacent channel requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.5 for each component carrier while all downlink carriers are active. The requirement does not apply if the interferer of the band being tested overlaps any part of the component carrier on the other band
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For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the in-band blocking requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.6.2 for each component carrier while all downlink carriers are active. The requirement does not apply if the interferer of the band being tested overlaps any part of the component carrier on the other band
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