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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1223
	-
	Rel-17
	Definition of Window lengths for 35 and 45 MHz channel bandwidths
	F
	17.7.0
	RAN4#105
	R4-2218305
	Keysight Technologies UK Ltd
	NR_FR1_35MHz_45MHz_BW-Core
	F.5
	Test: TS/TR 38.521-1 CR ...



	38.101-4
	0319
	-
	Rel-17
	Big CR on UE demodulation and CSI requirement for FeMIMO
	B
	17.6.0
	RAN4#105
	R4-2219024
	Samsung
	NR_FeMIMO-Perf
	5.1.1.3, 5.1.1.4 5.2.2.1, 5.2.2.2, 5.2.3.1, 5.2.3.2,  5.2.2.1.x, 5.2.2.x, 5.2.3.1.x, 5.2.3.2.x 5.3.2.1.x ,5.3.2.2.x ,5.3.3.1.x ,5.3.3.2.x  6.3.2.1.X, 6.3.2.2.X, 6.3.3.1.X, 6.3.3.2.X A.3.2, B.3
	Test: TS 38.521-4



	38.106
	0026
	1
	Rel-17
	CR to 38.106: ACLR requirements
	F
	17.2.0
	RAN4#105
	R4-2220213
	NEC
	NR_repeaters-Core
	3.1, 3.2, 6.5.2.2, 7.5.2.2
	

	38.106
	0027
	1
	Rel-17
	CR to 38.106: EVM requirements
	F
	17.2.0
	RAN4#105
	R4-2220216
	NEC
	NR_repeaters-Core
	6.6.2.1, 7.6.2.1
	

	38.106
	0028
	1
	Rel-17
	CR to 38.106: ACRR requirements
	F
	17.2.0
	RAN4#105
	R4-2220269
	NEC
	NR_repeaters-Core
	6.9.1, 6.9.2, 7.8.1, 7.8.1.1
	

	38.133
	2666
	1
	Rel-17
	CR on NCSG test case
	F
	17.7.0
	RAN4#105
	R4-2220441
	Apple
	NR_MG_enh-Perf
	A.6.6.19, A.7.6.16
	Test: TS38.533



	38.133
	2667
	1
	Rel-17
	CR on R17 HST test case - SA event triggered reporting tests without gap under DRX for UE configured with highSpeedMeasCA-Scell-r17
	F
	17.7.0
	RAN4#105
	R4-2220350
	Apple
	NR_HST_FR1_enh-Perf
	A.6.6.1.8
	Test: TS38.533



	38.133
	2708
	1
	Rel-17
	CR on TC for R17 HST CA enhancement on deactivated SCell (EN-DC) in FR1
	F
	17.7.0
	RAN4#105
	R4-2220738
	MediaTek Inc
	NR_HST_FR1_enh-Perf
	A.4.6.1.8
	Test: TS38.533



	38.133
	2727
	-
	Rel-17
	Big CR for NR feMIMO RRM performance requirements
	B
	17.7.0
	RAN4#105
	R4-2219032
	MCC, Samsung
	NR_FeMIMO-Perf
	A.3.16A A.5.5.11.1&A.5.5.11.2&A.5.5.11.3&A.7.5.13.1&A.7.5.13.2&A.7.5.13.3 A.4.5.5.7&A.4.5.5.8&A.5.5.5.8&A.6.5.5.7&A.7.5.5.9&A.7.5.5.10 A.3.14 A.6.6.4.6
	Test: TS38.533



	38.133
	2735
	1
	Rel-17
	L1-SINR and SS-SINR measurement accuracy requirements in R17 FR1 HST
	F
	17.7.0
	RAN4#105
	R4-2220351
	vivo
	NR_HST_FR1_enh-Perf
	10.1.14.1, 10.1.27
	Test: TS38.533



	38.133
	2765
	2
	Rel-17
	CR to 38.133 on Rel-17 HST FR2 RRM Requirements
	F
	17.7.0
	RAN4#105
	R4-2220453
	Nokia, Nokia Shanghai Bell
	NR_HST_FR2
	4.2.2.3, 6.2.1, 8.5.2, 9.2.5, 9.2.6, 9.5.4, 9.8.6.3, 9.13.4
	

	38.133
	2767
	-
	Rel-17
	CR for Pre-MG test case
	F
	17.7.0
	RAN4#105
	CR-Form-v12.2
	Intel, MediaTek., OPPO
	NR_MG_enh-Perf
	A.6.6.17.
	Test: TS 38.533



	38.151
	0004
	-
	Rel-17
	CR to TS 38.151 on FR2 MU
	F
	17.2.0
	RAN4#105
	R4-2218843
	vivo
	NR_MIMO_OTA
	B.2.5
	

	38.161
	0001
	-
	Rel-17
	CR to TS 38.161 on test parameters
	F
	17.0.0
	RAN4#105
	R4-2218842
	vivo
	NR_FR1_TRP_TRS
	5.2.2, 5.3, A.2
	

	38.174
	0038
	1
	Rel-17
	CR on case-6 timing for eIAB
	F
	17.1.0
	RAN4#105
	R4-2220608
	Ericsson, Nokia
	NR_IAB_enh-Core
	6.5.4, 9.6.4
	

	38.176-1
	0012
	-
	Rel-17
	CR on eIAB performance- Requirements for simultaneous IAB-MT and IAB-DU operation
	F
	17.2.0
	RAN4#105
	R4-2219800
	Ericsson
	NR_IAB_enh-Perf
	4.14
	

	38.176-2
	0014
	-
	Rel-17
	CR on eIAB performance- Requirements for simultaneous IAB-MT and IAB-DU operation
	F
	17.2.0
	RAN4#105
	R4-2219801
	Ericsson
	NR_IAB_enh-Perf
	4.16
	

	38.307
	0110
	1
	Rel-16
	CR on release independent for Rel-17 FR1 HST RRM
	F
	16.11.0
	RAN4#105
	R4-2220346
	CMCC
	NR_HST_FR1_enh-Perf
	5.4, Annex C
	

	38.307
	0111
	1
	Rel-17
	CR on release independent for Rel-17 FR1 HST RRM
	F
	17.7.0
	RAN4#105
	R4-2220347
	CMCC
	NR_HST_FR1_enh-Perf
	5.4, Annex C
	

	38.307
	0112
	-
	Rel-17
	CR on release independent for Rel-17 FR1 HST demodulation
	F
	17.7.0
	RAN4#105
	R4-2218291
	CMCC
	NR_HST_FR1_enh-Perf
	5.4
	


