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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1206
	-
	Rel-17
	CR for TS 38.101-1, Correction of maximum configured power for PSFCH in Rel-17 sidelink enhancement
	F
	17.7.0
	RAN4#105
	R4-2218029
	LG Electronics
	NR_SL_enh-Core
	6.2E.4.1
	Test: TS 38.521-1



	38.101-1
	1246
	-
	Rel-17
	Correction on the HigherPowerLimitCADC and powerClassPerBand IE
	F
	17.7.0
	RAN4#105
	R4-2219197
	ZTE Corporation
	Power_Limit_CA_DC-Core
	6.2A.1.3, 6.2A.4.1.3
	Test: TS38.521-1



	38.101-5
	0010
	2
	Rel-17
	CR to 38.101-5 for NTN UE RF requirements corrections
	F
	17.1.0
	RAN4#105
	R4-2220820
	Apple
	NR_NTN_solutions-Core
	6.2.3.1, 6.5.3.3.2, 7.3.2
	Test: TS 38.521-5



	38.101-5
	0013
	-
	Rel-17
	CR to 38.101-5: Corrections on Reference for NTN UE
	F
	17.1.0
	RAN4#105
	R4-2219043
	Xiaomi
	NR_NTN_solutions-Core
	2, 4.1
	Test: TS 38.521-5



	38.108
	0022
	1
	Rel-17
	Description of general performance part sections for SAN TS 38.108
	B
	17.1.0
	RAN4#105
	R4-2220163
	Thales
	NR_NTN_solutions-core
	8.1 and 11.1
	

	38.108
	0025
	-
	Rel-17
	CR to 38.108: removal of colocation requirements
	F
	17.1.0
	RAN4#105
	R4-2219968
	Huawei, HiSilicon
	NR_NTN_solutions-Core
	4.3.2, 9.7.1, 9..5.2.3
	

	38.133
	2625
	3
	Rel-17
	CR on MG requirements for NTN
	F
	17.7.0
	RAN4#105
	R4-2220314
	Huawei, HiSilicon
	NR_NTN_solutions-Core
	9.1C.2, 9.1C.8
	

	38.133
	2630
	2
	Rel-17
	PDC accuracy requirements for DRX
	B
	17.7.0
	RAN4#105
	R4-2219330
	Ericsson
	NR_IIOT_URLLC_enh-Core
	
	

	38.133
	2715
	2
	Rel-17
	CR to TS 38.133: Correction to measurement core requirements for PDC
	F
	17.7.0
	RAN4#105
	R4-2220737
	vivo, Nokia, Huawei, HiSilicon
	NR_IIOT_URLLC_enh-Core
	9.12
	

	38.133
	2725
	-
	Rel-17
	CR on intra-frequency cell reselection in NTN
	F
	17.7.0
	RAN4#105
	R4-2219025
	Samsung
	NR_NTN_solutions-Core
	4.2.C.2.3
	Test: TS38.533



	38.133
	2726
	-
	Rel-17
	CR on intra-frequency measurements in NTN
	F
	17.7.0
	RAN4#105
	R4-2219026
	Samsung
	NR_NTN_solutions-Core
	9.2.C.2
	Test: TS38.533



	38.133
	2731
	1
	Rel-17
	CR on correction to CHO requirement for satellite access
	F
	17.7.0
	RAN4#105
	R4-2220457
	Ericsson
	NR_NTN_solutions-Core
	6.1C.2.2.2, other section/clauses are unaffected.
	Test: TS 38.533



	38.133
	2732
	1
	Rel-17
	CR on correction to cell re-selection requirement for satellite access
	F
	17.7.0
	RAN4#105
	R4-2220709
	Ericsson
	NR_NTN_solutions-Core
	4.2C.2.2  4.2C.2.3
	Test: TS 38.533



	38.133
	2750
	1
	Rel-17
	Correction to Rel.17 positioning test cases
	F
	17.7.0
	RAN4#105
	R4-2220389
	Ericsson
	NR_pos_enh-Perf
	A.7.6.9.X1, A.7.6.9.X2, A.7.6.9.X3, A.7.6.10.X1, A.7.6.10.X2, A.7.6.11.X1, A.7.6.11.X2, A.7.6.11.X3, A.6.7.14.2, A.6.7.14.3, and A.6.9.2.2.
	

	38.133
	2754
	-
	Rel-17
	CR on Clarification of Ttrigger Requirements for Cell Reselection
	F
	17.7.0
	RAN4#105
	R4-2219477
	Nokia, Nokia Shanghai Bell
	NR_NTN_solutions-Core
	4.2C.2.3, 4.2C.2.4
	

	38.133
	2758
	1
	Rel-17
	CR on core requirements for Rel-17 positioning
	F
	17.7.0
	RAN4#105
	R4-2220454
	Huawei, HiSilicon
	NR_pos_enh-Core
	9.9.1.3, 9.9.2.7, 9.9.2.8, 9.9.3.6, 9.9.3.7, 9.9.4.6, 9.9.4.7, 9.9.6.7
	

	38.133
	2759
	1
	Rel-17
	CR on performance requirements for Rel-17 positioning
	F
	17.7.0
	RAN4#105
	R4-2220455
	Huawei, HiSilicon
	NR_pos_enh-Perf
	
	

	38.133
	2760
	1
	Rel-17
	CR on RRC re-establishment requirements for NTN
	F
	17.7.0
	RAN4#105
	R4-2220710
	Huawei, HiSilicon, Nokia, Nokia Shanghai Bell
	NR_NTN_solutions-Core
	6.2C
	

	38.133
	2762
	1
	Rel-17
	CR on L1-RSRP measurement requirements
	F
	17.7.0
	RAN4#105
	R4-2220315
	Huawei, HiSilicon
	NR_NTN_solutions-Core
	9.5C
	

	38.133
	2766
	1
	Rel-17
	CR - Corrections to core requirements for NR positioning
	F
	17.7.0
	RAN4#105
	R4-2220430
	Qualcomm Inc.
	NR_pos_enh-Core
	5.6.2.5, 5.6.3.5, 5.6.4.5, 9.9.1.2
	

	38.133
	2768
	2
	Rel-17
	CR on accuracy requirements of PRS-RSRP with reduced number of samples
	F
	17.7.0
	RAN4#105
	R4-2220718
	Intel
	NR_Pos_enh-Perf
	A10.1.24.2
	

	38.133
	2769
	1
	Rel-17
	CR on R17 positioning measurement accuracy requirements
	F
	17.7.0
	RAN4#105
	R4-2220352
	CATT
	NR_pos_enh-Perf
	10.1.23
	Test: TS 38.533




