

	
[bookmark: _GoBack]3GPP TSG-RAN2 Meeting #120	R2-2212998
Toulouse, France, 14 Nov – 18 Nov, 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	37.340
	CR
	0354
	rev
	1
	Current version:
	16.11.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction on F1-C Traffic Transfer for EN-DC of IAB

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	NR_IAB-Core
	
	Date:
	2022-11-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In R16 TS 37.340, the arrow endpoints and directions in Figure 10.15-1 are not correct and misaligned with the procedrue below. For example, the 1st step should be the message from UE to MN, rather than from UE to SN.


	
	

	Summary of change:
	In Figure 10.15-1, correct the uplink F1-C transfer path to “IAB-MT->MN->SN”, and the downlink F1-C transfer path to “SN->MN->IAB-MT”.
Impact analysis
Impacted functionality:
IAB-node F1-C transfer in EN-DC.

Inter-operability:
1. If the network implements according to this CR but the IAB-MT not, there is no inter-operability issue.
2. If the IAB-MT implements according to this CR but the network not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	F1-C cannot be correctly transferred in EN-DC scenario.

	
	

	Clauses affected:
	10.15

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


Start of Change
[bookmark: _Toc52568374][bookmark: _Toc115459884]10.15	F1-C Traffic Transfer
In EN-DC, the F1-C Traffic Transfer message is sent by the MN to the SN or by the SN to MN to transfer the F1-C traffic to and from an IAB-node.



Figure 10.15-1: F1-C Traffic Transfer procedure in EN-DC
1.	When the IAB-MT sends a F1-AP message encapsulated in SCTP/IP or F1-C related (SCTP/)IP packet, it sends it to the MN in a container within ULInformationTransfer message as specified in TS 36.331 [10].
2.	The MN initiates the F1-C Traffic Transfer procedure, in which it transfers the received F1-AP message encapsulated in (SCTP/)IP or F1-C related (SCTP/)IP packet as an octet string.
3.	When the SN sends a F1-AP message encapsulated in SCTP/IP or F1-C related (SCTP/)IP packet, it sends it to the MN as an octet string through the F1-C Traffic Transfer procedure.
4.	The MN sends the received F1-AP message encapsulated in SCTP/IP or F1-C related (SCTP/)IP packet to the IAB-MT in a container within DLInformationTransfer message as specified in TS 36.331 [10].

End of Change
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