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	Reason for change:
	Some capabilities in LPP don't follow the capabilities described in Updated RAN1 UE features list for Rel-16 NR after RAN1#108-e (R1-2202763; Moderator (NTT DOCOMO, INC.)).
Reason for change of NR-DL-PRS-ProcessingCapability:
#1. IE maxNumOfDL-PRS-ResProcessedPerSlot-r16 in asn.1: the value of 6 ,12 in ENUMERATED is missed according to the LS as below:
13. NR Positioning	13-1	Common DL PRS Processing Capability
1. Max number of DL PRS resources that UE can process in a slot under it
a. FR1 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 15kHz, 30kHz, 60kHz
b. FR2 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 60kHz, 120kHz
However 6 and 12 are not found in the existing asn.1 as below:
	maxNumOfDL-PRS-ResProcessedPerSlot-r16	SEQUENCE {
		scs15-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32, n48, n64}					OPTIONAL,
		scs30-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32, n48, n64}					OPTIONAL,
		scs60-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32, n48, n64}					OPTIONAL,
		scs120-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32, n48, n64}					OPTIONAL,
		...
	},

#2. The value of 6 and 32 in the description of durationOfPRS-Processing is missed. 

Reason for change of maxNrOfTRP-AcrossFreqs-r16 in NR-DL-PRS-ResourcesCapability: the value of 24 in ENUMERATED is missed.
13. NR Positioning	13-2	DL PRS Resources for DL AoD
2. Max number of TRPs across all positioning frequency layers per UE. 
Values = {4, 6, 12, 16, 24, 32, 64, 128, 256}
24 is not found in the existing asn.1 as below:
	maxNrOfTRP-AcrossFreqs-r16					ENUMERATED { n4, n6, n12, n16, n32, n64, n128, n256, ...},



	
	

	Summary of change:
	To modify the corresponding IEs and clarifications based on RAN1 latest feature list in R1-2202763.
	Feature number
	Field name

	13-1
	NR-DL-PRS-ProcessingCapability

	13-2
	NR-DL-PRS-ResourcesCapability



Impact analysis
Impacted 5G architecture options:
  NR SA, (NG)EN-DC, NE-DC,NR-DC 

Impacted functionality:
Positioning

Inter-operability: 
If the UE implement the CR and the LMF does not, if a UE signals the missing values, the LMF would not be able to receive the complete UE capability.

If the LMF implement the CR and the UE does not, there is no interoperability issue.
 

	
	

	Consequences if not approved:
	The capabilities of NR-DL-PRS-ProcessingCapability and NR-DL-PRS-ResourcesCapability are not aligned with feature list.
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/**Skip unrelated parts**/

[bookmark: _Toc100880119]–	NR-DL-PRS-ProcessingCapability
The IE NR-DL-PRS-ProcessingCapability defines the common DL-PRS Processing capability. In the case of capabilities for multiple NR positioning methods are provided, the IE NR-DL-PRS-ProcessingCapability applies across the NR positioning methods and the target device shall indicate the same values for the capabilities in IEs NR-DL-TDOA-ProvideCapabilities, NR-DL-AoD-ProvideCapabilities, and NR-Multi-RTT-ProvideCapabilities.
The PRS-ProcessingCapabilityPerBand is defined for a single positioning frequency layer on a certain band (i.e., a target device supporting multiple positioning frequency layers is expected to process one frequency layer at a time).
-- ASN1START

NR-DL-PRS-ProcessingCapability-r16 ::= SEQUENCE {
	prs-ProcessingCapabilityBandList-r16	SEQUENCE (SIZE (1..nrMaxBands-r16)) OF
												PRS-ProcessingCapabilityPerBand-r16,
	maxSupportedFreqLayers-r16				INTEGER (1..4),
	simulLTE-NR-PRS-r16						ENUMERATED { supported}	OPTIONAL,
	...
}

PRS-ProcessingCapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16				FreqBandIndicatorNR-r16,
	supportedBandwidthPRS-r16			CHOICE {
		fr1										ENUMERATED {mhz5, mhz10, mhz20, mhz40,
															mhz50, mhz80, mhz100},
		fr2										ENUMERATED {mhz50, mhz100, mhz200, mhz400},
		...
	},
	dl-PRS-BufferType-r16		 		ENUMERATED {type1, type2, ...},
	durationOfPRS-Processing-r16		SEQUENCE {
		durationOfPRS-ProcessingSymbols-r16	ENUMERATED {nDot125, nDot25, nDot5, n1,
															 n2, n4, n6, n8, n12, n16, n20, n25,
															 n30, n32, n35, n40, n45, n50},
		durationOfPRS-ProcessingSymbolsInEveryTms-r16	
												ENUMERATED {n8, n16, n20, n30, n40, n80,
															 n160,n320, n640, n1280},
		...
	},
	maxNumOfDL-PRS-ResProcessedPerSlot-r16	SEQUENCE {
		scs15-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		scs30-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		scs60-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		scs120-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		...,
		[[
		scs15-v16xy								ENUMERATED {n6, n12}					OPTIONAL,
		scs30-v16xy								ENUMERATED {n6, n12}					OPTIONAL,
		scs60-v16xy								ENUMERATED {n6, n12}					OPTIONAL,
		scs120-v16xy							ENUMERATED {n6, n12}					OPTIONAL
		]]
	},
	...
}

-- ASN1STOP

	NR-DL-PRS-ProcessingCapability field descriptions

	maxSupportedFreqLayers
Indicates the maximum number of positioning frequency layers supported by UE.

	supportedBandwidthPRS
Indicates the maximum number of DL-PRS bandwidth in MHz, which is supported and reported by UE.

	dl-PRS-BufferType
Indicates DL-PRS buffering capability. Value type1 indicates sub-slot/symbol level buffering and value type2 indicates slot level buffering.

	durationOfPRS-Processing
Indicates the duration N of DL-PRS symbols in units of ms a UE can process every T ms assuming maximum DL-PRS bandwidth provided in supportedBandwidthPRS and comprises the following subfields:
-	durationOfPRS-ProcessingSymbols: This field specifies the values for N. Enumerated values indicate 0.125, 0.25, 0.5, 1, 2, 4, 6, 8, 12, 16, 20, 25, 30, 32, 35, 40, 45, 50 ms.
-	durationOfPRS-ProcessingSymbolsInEveryTms: This field specifies the values for T. Enumerated values indicate 8, 16, 20, 30, 40, 80, 160, 320, 640, 1280 ms.
See NOTE.

	maxNumOfDL-PRS-ResProcessedPerSlot
Indicates the maximum number of DL-PRS resources that UE can process in a slot. SCS: 15 kHz, 30 kHz, 60 kHz are applicable for FR1 bands. SCS: 60 kHz, 120 kHz are applicable for FR2 bands. 

	simulLTE-NR-PRS
Indicates whether the UE supports parallel processing of LTE PRS and NR PRS.



NOTE:	When the target device provides the durationOfPRS-Processing capability (N, T) for any  time window defined in TS 38. 214 [45] clause 5.1.6.5, the target device should be capable of processing all DL-PRS resources within , if
-	 where K is defined in the TS 38.214 [45] clause 5.1.6.5, and
-	the number of DL-PRS Resources in each slot does not exceed the maxNumOfDL-PRS-ResProcessedPerSlot, and
-	the configured measurement gap and a maximum ratio of measurement gap length (MGL) / measurement gap repetition period (MGRP) is as specified in TS 38.133 [46].

NEXT OF CHANGE
[bookmark: _Toc100880122]–	NR-DL-PRS-ResourcesCapability
The IE NR-DL-PRS-ResourcesCapability defines the DL-PRS resources capability for each positioning method. The UE can include this IE only if the UE supports NR-DL-PRS-ProcessingCapability. Otherwise, the UE does not include this IE.
-- ASN1START

NR-DL-PRS-ResourcesCapability-r16 ::= SEQUENCE {
	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer-r16	
												INTEGER (1..2),
	maxNrOfTRP-AcrossFreqs-r16					ENUMERATED { n4, n6, n12, n16, n32,
															 n64, n128, n256, ..., n24-v16xy},
	maxNrOfPosLayer-r16							INTEGER (1..4),
	dl-PRS-ResourcesCapabilityBandList-r16		SEQUENCE (SIZE (1..nrMaxBands-r16)) OF
													DL-PRS-ResourcesCapabilityPerBand-r16,
	dl-PRS-ResourcesBandCombinationList-r16		DL-PRS-ResourcesBandCombinationList-r16,
	...
}

DL-PRS-ResourcesCapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16						FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesPerResourceSet-r16	ENUMERATED { n1, n2, n4, n8, n16, n32, n64, ...},
	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer-r16	
												ENUMERATED { n6, n24, n32, n64, n96, n128,
															 n256, n512, n1024, ...},
	...
}

DL-PRS-ResourcesBandCombinationList-r16 ::=	SEQUENCE (SIZE (1..maxBandComb-r16)) OF
														DL-PRS-ResourcesBandCombination-r16

DL-PRS-ResourcesBandCombination-r16 ::=	SEQUENCE {
	bandList-r16							SEQUENCE (SIZE (1..maxSimultaneousBands-r16)) OF
															FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-r16	
											CHOICE {
		fr1-Only-r16							ENUMERATED {n6, n24, n64, n128, n192,
															 n256, n512, n1024, n2048},
		fr2-Only-r16							ENUMERATED {n24, n64, n96, n128, n192,
															 n256, n512, n1024, n2048},
		fr1-FR2Mix-r16							SEQUENCE {
			fr1-r16									ENUMERATED {n6, n24, n64, n96, n128,
																 n192, n256, n512, n1024, n2048},
			fr2-r16									ENUMERATED {n24, n64, n96, n128, n192,
																 n256, n512, n1024, n2048},
			...
		},
		...
	},
	...
}

-- ASN1STOP

	NR-DL-PRS-ResourcesCapability field descriptions

	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer
Indicates the maximum number of DL-PRS Resource Sets per TRP per frequency layer supported by UE. 

	maxNrOfTRP-AcrossFreqs
Indicates the maximum number of TRPs across all positioning frequency layers.

	maxNrOfPosLayer
Indicates the maximum number of supported positioning layer.

	dl-PRS-ResourcesBandCombinationList
Provides the capabilities of DL-PRS Resources for the indicated band combination in bandList. This field is provided for all band combinations for which the target device supports DL-PRS.

	maxNrOfDL-PRS-ResourcesPerResourceSet
Indicates the maximum number of DL-PRS Resources per DL-PRS Resource Set. Value 16, 32, 64 are only applicable to FR2 bands. Value 1 is not applicable for DL-AoD. 

	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer
Indicates the maximum number of DL-PRS resources per positioning frequency layer. Value 6 is only applicable to FR1 bands. 

	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet
Indicates the maximum number of DL-PRS Resources supported by UE across all frequency layers, TRPs and DL-PRS Resource Sets.
fr1-Only: This is applicable for FR1 only band combinations;
fr2-Only: This is applicable for FR2 only band combinations;
fr1-FR2Mix: This is applicable for band combinations containing FR1 and FR2 bands. fr1 means for FR1 in FR1/FR2 mixed operation, and fr2 means for FR2 in FR1/FR2 mixed operation. 
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