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	Reason for change:
	The field description of NR DL-PRS BeamInfo attribute associated-DL-PRS-ID is incorrect, disallowing the combination of associated-DL-PRS-ID and lcs-GCS-TranslationParameter which is needed to realize the function 

	
	

	Summary of change:
	The DL-PRS BeamInfo attribute associated-DL-PRS-ID was intoduced in RAN2#110-e after a thorough analysis in contributions R2-2006013 and the email discussion R2-2005907.The purpose is to allow configuration of one antenna beam configuration panel with all beam details, and then for all deployments of the panel refer to the associated-DL-PRS-ID and add a TRP specific orientation via the lcs-GCS-TranslationParameter attribute.

The size of the IE in two typical examples is 200-400 bytes (1-2 SI messages) compared to 2000-3000 bytes (7-11 SI messages) meaning that the feature of associated-DL-PRS-ID and lcs-GCS-TranslationParameter combined is a necessity.

Unfortunately, as part of an ambition to clarify field descriptions at RAN#113-e, the field description of associated-DL-PRS-ID was changed to disallow the combination associated-DL-PRS-ID and lcs-GCS-TranslationParameter without a technical discussion but with an ambition to simplify the field desciption text R2-2104411, but breakiing the feature instead.

This correction was also discussed briefly at RAN2#119-e, where four out of seven companies supported. Direct comments to that discussion
· This CR is not to be considered as an optimization. It is a correction since the agreed feature was broken due to a field description clarification
· Macro networks does not typically only have three possible orientations – such homogenous deployments are not representative given different downtilts and different angles. 

This CR corrects the broken feature and also aligns the field description with the field description of the  Rel 17 NR-TRP-BeamAntennaInfo IE, which allows the combination associated-DL-PRS-ID and lcs-GCS-TranslationParameter:

associated-DL-PRS-ID
This field specifies the dl-PRS-ID of the associated TRP from which the beam antenna information is obtained. See the field descriptions for nr-TRP-BeamAntennaAngles and lcs-GCS-TranslationParameter.

lcs-GCS-TranslationParameter
This field provides the angles α (bearing angle), β (downtilt angle) and γ (slant angle) for the translation of a Local Coordinate System (LCS) to a Global Coordinate System (GCS) as defined in TR 38.901 [44]. If this field and the associated-DL-PRS-ID field are both absent, the azimuth and elevation are provided in a GCS. If this field is absent and the associated-DL-PRS-ID field is present, then the lcs-GCS-TranslationParameter for this TRP is obtained from the lcs-GCS-TranslationParameter of the associated TRP.

nr-TRP-BeamAntennaAngles
This field provides the relative power between DL-PRS Resources per angle per TRP. If this field is absent and the field associated-DL-PRS-ID is present, the nr-TRP-BeamAntennaAngles for this TRP are obtained from the nr-TRP-BeamAntennaAngles of the associated TRP.



Impact Analysis
Impacted 5G architecture options: NR SA, (NG)EN-DC, NE-DC,NR-DC 

Impacted functionality:

UE-based DL-AoD positioning

Inter-operability:
If NW implements the CR and UE does not
· UE may be confused when an attribute is present which the former field description did not allow
If UE implements the CR and NW does not
· No impact

	
	

	Consequences if not approved:
	Incorrect specification in relation to the intended and agreed function of the feature when agreed. Assistance data for DL-AoD can become prohibitively large and make it impossible to support DL-AoD via posSIB due to the extreme DL-AoD DL-PRS-BeamInfo IE size.
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Beginning of Changes
[bookmark: _Toc37680836][bookmark: _Toc46486407][bookmark: _Toc52546752][bookmark: _Toc52547282][bookmark: _Toc52547812][bookmark: _Toc52548342][bookmark: _Toc90719588][bookmark: _Hlk103723557]6.4.3	Common NR Positioning Information Elements

[…]

[bookmark: _Toc46486420][bookmark: _Toc52546765][bookmark: _Toc52547295][bookmark: _Toc52547825][bookmark: _Toc52548355][bookmark: _Toc109215344]–	NR-DL-PRS-BeamInfo
The IE NR-DL-PRS-BeamInfo is used by the location server to provide spatial direction information of the DL-PRS Resources.
-- ASN1START

NR-DL-PRS-BeamInfo-r16 ::= SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF
																NR-DL-PRS-BeamInfoPerFreqLayer-r16

NR-DL-PRS-BeamInfoPerFreqLayer-r16 ::= SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF
																NR-DL-PRS-BeamInfoPerTRP-r16

NR-DL-PRS-BeamInfoPerTRP-r16 ::= SEQUENCE {
	dl-PRS-ID-r16						INTEGER (0..255),
	nr-PhysCellID-r16					NR-PhysCellID-r16		OPTIONAL,	-- Need ON
	nr-CellGlobalID-r16					NCGI-r15				OPTIONAL,	-- Need ON
	nr-ARFCN-r16						ARFCN-ValueNR-r15		OPTIONAL,	-- Need ON
	associated-DL-PRS-ID-r16			INTEGER (0..255)		OPTIONAL,	-- Need OP
	lcs-GCS-TranslationParameter-r16	LCS-GCS-TranslationParameter-r16	
																OPTIONAL,	-- Need OP
	dl-PRS-BeamInfoSet-r16				DL-PRS-BeamInfoSet-r16	OPTIONAL,	-- Need OP
	...
}

DL-PRS-BeamInfoSet-r16 ::= SEQUENCE (SIZE(1..nrMaxSetsPerTrpPerFreqLayer-r16)) OF
																DL-PRS-BeamInfoResourceSet-r16

DL-PRS-BeamInfoResourceSet-r16 ::= SEQUENCE (SIZE(1..nrMaxResourcesPerSet-r16)) OF
																DL-PRS-BeamInfoElement-r16

DL-PRS-BeamInfoElement-r16 ::= SEQUENCE {
	dl-PRS-Azimuth-r16				INTEGER (0..359),
	dl-PRS-Azimuth-fine-r16			INTEGER (0..9)					OPTIONAL,	-- Need ON
	dl-PRS-Elevation-r16			INTEGER (0..180)				OPTIONAL,	-- Need ON
	dl-PRS-Elevation-fine-r16		INTEGER (0..9)					OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	NR-DL-PRS-Beam-Info field descriptions

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35]. The server should include this field if it considers that it is needed to resolve ambiguity in the TRP indicated by nr-PhysCellID.

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.

	associated-DL-PRS-ID
This field specifies the dl-PRS-ID of the associated TRP from which the beam information is obtained. See the field descriptions of dl-PRS-BeamInfoSet and lcs-GCS-TranslationParameter.
the beam information and parameters for LCS to GCS translation are adopted. If the field is omitted, the beam information is provided via the dl-prs-BeamInfoSet field and the LCS to GCS translation parameter is provided via the lcs-GCS-TranslationParameter. If the field is present, the fields lcs-GCS-TranslationParameter and dl-PRS-BeamInfoSet shall be absent.

	lcs-GCS-TranslationParameter
This field provides the angles α (bearing angle), β (downtilt angle) and γ (slant angle) for the translation of a Local Coordinate System (LCS) to a Global Coordinate System (GCS) as defined in TR 38.901 [44]. If this field and the field associated-DL-PRS-ID are absent, the dl-PRS-Azimuth and dl-PRS-Elevation are provided in a GCS. If this field is absent and the associated-DL-PRS-ID field is present, then the lcs-GCS-TranslationParameter for this TRP is obtained from the lcs-GCS-TranslationParameter of the associated TRP.

	dl-PRS-BeamInfoSet
This field provides the DL-PRS beam information for each DL-PRS Resource of the DL-PRS Resource Set associated with this TRP. If this field is absent and the field associated-DL-PRS-ID is present, the dl-PRS-BeamInfoSet for this TRP are obtained from the dl-PRS-BeamInfoSet of the associated TRP.

	dl-PRS-Azimuth
This field specifies the azimuth angle of the boresight direction in which the DL-PRS Resources associated with this DL-PRS Resource ID in the DL-PRS Resource Set are transmitted.
For a Global Coordinate System (GCS), the azimuth angle is measured counter-clockwise from geographical North.
For a Local Coordinate System (LCS), the azimuth angle is measured measured counter-clockwise from the x-axis of the LCS.
Scale factor 1 degree; range 0 to 359 degrees.

	dl-PRS-Azimuth-fine
This field provides finer granularity for the dl-PRS-Azimuth.
The total azimuth angle of the boresight direction is given by dl-PRS-Azimuth + dl-PRS-Azimuth-fine.
Scale factor 0.1 degrees; range 0 to 0.9 degrees.

	dl-PRS-Elevation
This field specifies the elevation angle of the boresight direction in which the DL-PRS Resources associated with this DL-PRS Resource ID in the DL-PRS Resource Set are transmitted.
For a Global Coordinate System (GCS), the elevation angle is measured relative to zenith and positive to the horizontal direction (elevation 0 deg. points to zenith, 90 deg to the horizon).
For a Local Coordinate System (LCS), the elevation angle is measured relative to the z-axis of the LCS (elevation 0 deg. points to the z-axis, 90 deg to the x-y plane).
Scale factor 1 degree; range 0 to 180 degrees.

	dl-PRS-Elevation-fine
This field provides finer granularity for the dl-PRS-Elevation.
The total elevation angle of the boresight direction is given by dl-PRS-Elevation + dl-PRS-Elevation-fine.
Scale factor 0.1 degrees; range 0 to 0.9 degrees.
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