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6	System interface
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The Upper Tester (UT) interface is the same as specified in TS 36.523-3 [12] clause 5.
In addition, the following MMI commands are defined.
Table 6.1-1: MMI commands
	Command
	Parameters

	
	Name
	Value

	"CAPABILIBY_ENQUIRY"
	"Freq. Band List"
	<charstring>

	
	"Two-Way"
	"TRUE" / "FALSE"

	"CLEAR_RSNPN"
	(none)

	"PERIODICAL_ MEASUREMENT_PSBCH_RSRP"
	"Report Interval"
	<charstring>

	"SL_CSI_RS_CONFIGURATION"
	"Freq. allocation One antenna Port"
	<charstring>

	
	“First symbol"
	<charstring>

	
	"Latency Bound"
	<charstring>

	"SL_CSI_REPORT"
	(none)

	"SNPN_AUTOMATIC"
	(none)

	"SNPN_MANUAL"
	"PLMN"
	<PLMN ID>

	
	"N_ID"
	<N ID>

	"SNPN_SUBSCRIBER_DATA"
	"PLMN"
	<PLMN ID>

	
	"N_ID"
	<N ID>

	
	"ACCESS_ID"
	<ACCESS ID>

	"UEAI"
	"SL-QoS Flow ID"
	<charstring>

	"UNICAST_SLDRB"
	"Action"
	"ESTABLISH" / "MODIFY" / "RELEASE"



The following AT commands are also applied in the TTCN.
Table 6.1-2: AT Commands
	Command

	AT+C5GNSSAI

	AT+C5GNSSAIRDP

	AT+C5GQOS

	AT+ CGBRRREQ

	AT+CMICO
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