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	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.508-1
	2697
	-
	Rel-17
	Update inter-band NR CA configurations of three bands CA_n2A-n5A-n77A, CA_n2A-n66A-n77A, and CA_n5A-n66A-n77A
	F
	17.7.0
	RAN5#98
	R5-230287
	Verizon Switzerland AG
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-1
	2726
	-
	Rel-17
	Addition of test frequency for DC_71A_n2A
	F
	17.7.0
	RAN5#98
	R5-230897
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-2
	0441
	1
	Rel-17
	Update for 38.508-2 for DC_71A_n2A
	F
	17.7.0
	RAN5#98
	R5-231797
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2072
	1
	Rel-17
	Corrections of test requirement tables for spurious emission for UE co-existence for NR CA
	F
	17.7.0
	RAN5#98
	R5-231655
	Ericsson, ZTE, China Unicom
	NR_CADC_NR_LTE_DC_R17-UEConTest
	6.5A.3.2.1.4.2, 6.5A.3.2.1.5
	TR 38.905 CR 0748

	38.521-1
	2076
	1
	Rel-17
	Update test configuration and test requirement for three band interband reference sensitivity for CA_n2A-n5A-n77A, CA_n2A-n66A-n77A, and CA_n5A-n66A-n77A
	F
	17.7.0
	RAN5#98
	R5-231656
	Verizon, Qualcomm, Ericsson
	NR_CADC_NR_LTE_DC_R17-UEConTest
	7.3A.2
	TS/TR ... CR ... ; TR 38.905 CR 0725; TS/TR ... CR ... 

	38.521-1
	2077
	-
	Rel-17
	Update minimum requirements of reference sensitivity exceptions due to intermodulation interference for 3DL/2UL cases of CA_n2A-n5A-n77A, CA_n2A-n66A-n77A, and CA_n5A-n66A-n77A
	F
	17.7.0
	RAN5#98
	R5-230283
	Verizon Switzerland AG, Qualcomm, Ericsson
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2078
	-
	Rel-17
	Update delta TIB,c for CA_n2A-n5A-n77A, CA_n2A-n66A-n77A, and CA_n5A-n66A-n77A
	F
	17.7.0
	RAN5#98
	R5-230284
	Verizon Switzerland AG
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2079
	-
	Rel-17
	Update delta RIB,c for CA_n2A-n5A-n77A, CA_n2A-n66A-n77A, and CA_n5A-n66A-n77A
	F
	17.7.0
	RAN5#98
	R5-230285
	Verizon Switzerland AG
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2080
	-
	Rel-17
	Update Chapter 5 for inter-band NR CA configurations of three bands CA_n2A-n5A-n77A, CA_n2A-n66A-n77A, and CA_n5A-n66A-n77A
	F
	17.7.0
	RAN5#98
	R5-230286
	Verizon Switzerland AG
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1528
	1
	Rel-17
	Corrections of test requirement tables for spurious emission for UE co-existence for EN-DC
	F
	17.7.0
	RAN5#98
	R5-231892
	Ericsson, ZTE, KDDI, Nokia
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1529
	1
	Rel-17
	Updates for Table 7.3B.2.3.4.2.1-6 due to frequency selections in test configuration table partly non-implementable
	F
	17.7.0
	RAN5#98
	R5-231689
	Verizon
	NR_CADC_NR_LTE_DC_R17-UEConTest
	7.3B.2.3
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-3
	1546
	-
	Rel-17
	Update 6.2B.4.2.3.1 for DC_71A_n2A
	F
	17.7.0
	RAN5#98
	R5-230893
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1547
	-
	Rel-17
	Update 6.2B.1.3 for R17 combo DC_71A_n2A
	F
	17.7.0
	RAN5#98
	R5-230895
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1553
	1
	Rel-17
	Update 7.3B.2.3 for DC_71_n2A
	F
	17.7.0
	RAN5#98
	R5-231682
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1554
	-
	Rel-17
	Update ref sense min requirement for DC_71A_n2A
	F
	17.7.0
	RAN5#98
	R5-230906
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1556
	1
	Rel-17
	Update Tx spurious co-exist for DC_71A_n2A
	F
	17.7.0
	RAN5#98
	R5-231680
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1557
	1
	Rel-17
	General SE for DC_71A_n2A
	F
	17.7.0
	RAN5#98
	R5-231681
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1572
	1
	Rel-17
	Introduction of spurious emissions test cases for 21A_n28A
	F
	17.7.0
	RAN5#98
	R5-231687
	NTT DOCOMO INC.
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1573
	-
	Rel-17
	Introduction of reference sensitivity for 21A_n28A
	F
	17.7.0
	RAN5#98
	R5-231058
	NTT DOCOMO INC.
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-3
	1579
	1
	Rel-17
	Update to R17 Configuration for DC
	F
	17.7.0
	RAN5#98
	R5-231685
	Bureau Veritas ADT, Qualcomm
	NR_CADC_NR_LTE_DC_R17-UEConTest
	5.5B.4.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.521-3
	1584
	-
	Rel-17
	Correction of maximum output power test case
	F
	17.7.0
	RAN5#98
	R5-231301
	ROHDE & SCHWARZ
	NR_CADC_NR_LTE_DC_R17-UEConTest
	6.2B.1.3.3, 6.2B.1.3.5
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.905
	0725
	-
	Rel-17
	Update reference sensitivity test cases for three bands configurations of CA_n2A-n5A-n77A, CA_n2A-n66A-n77A, and CA_n5A-n66A-n77A
	F
	17.7.0
	RAN5#98
	R5-230281
	Verizon, Qualcomm, Ericsson
	NR_CADC_NR_LTE_DC_R17-UEConTest
	4.1.3
	TS/TR ... CR ... ; TS 38.521-1 CR 2076; TS/TR ... CR ... 

	38.905
	0730
	1
	Rel-17
	Addition of spurious emissions TP analysis for 21A_n28A
	F
	17.7.0
	RAN5#98
	R5-231880
	NTT DOCOMO INC.
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.905
	0739
	1
	Rel-17
	Update Ref sensitivity TP selection for DC_21A_n79A
	F
	17.7.0
	RAN5#98
	R5-231612
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.905
	0740
	1
	Rel-17
	Ref sensitivity TP selection for DC_71A_n2A
	F
	17.7.0
	RAN5#98
	R5-231613
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.905
	0741
	1
	Rel-17
	Adding Spurious emission TP for DC_71A_n2A
	F
	17.7.0
	RAN5#98
	R5-231614
	Qualcomm France
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	


